SECTION 01100 GENERAL REQUIREMENTS
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ALL WORK SHALL BE PERFORMED IN CONFORMANCE WITH THE TERMS OF THE LEASE AND APPLICABLE BUILDING STANDARD
SPECIFICATIONS. WORKMANSHIP AND MAINTAINING STANDARDS OF QUALITY SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR. THE CONTRACTOR SHALL PROVIDE ALL WORK SHOWN IN THE CONTRACT DOCUMENTS AND 15 REQUIRED TO
PROVIDE A COMPLETE, FINISHED INSTALLATION, UNLESS OTHERWISE NOTED. IT 1S THE RESPONSIBILITY OF THE CONTRACTOR
TO ACQUAINT HIMSELF WITH ALL SUCH TENANT AND BUILDING STANDARDS REGARDLESS OF WHETHER THEY HAVE BEEN
SPECIFICALLY REFERENCED IN THESE DOCUMENTS OR NOT.

THE CONTRACTOR SHALL ARRANGE FOR ELEVATOR OR OTHER HOISTING FACILITIES FOR MATERIALS AS WELL AS PARKING
AND LOADING FACILITIES WITH THE BUILDING MANAGEMENT. THE CONTRACTOR SHALL PAY ALL COSTS FOR DELIVERY
AND/OR HANDLING OF MATERIALS.

ALL ARRANGEMENTS FOR CONSTRUCTION PERSONNEL ENTERING THE BUILDING DURING OR AFTER WORKING HOURS,
MATERIALS DELIVERY, STORAGE, SECURITY, DEBRIS REMOVAL, ETC., SHALL BE MADE WITH THE BUILDING MANAGEMENT.

PRIOR TO CONSTRUCTION, THE CONTRACTOR, AND HIS SUBCONTRACTORS, SHALL PROVIDE UNIT PRICES FOR ALL WORK
SHOWN. SUCH UNIT PRICING SHALL BE REQUIRED TO BE SUBMITTED PRIOR TO SUBMITTAL OF THE FIRST APPLICATION FOR
PAYMENT. FAILURE TO SUBMIT THE UNIT PRICING SHALL BE CONSIDERED GROUNDS FOR REJIECTION OF THE INITIAL
APPLICATION FOR PAYMENT. SUCH UNIT PRICES SHALL BE GOOD FOR THE DURATION OF THE PROJECT AND SHALL BE USED
AS THE BASIS FOR ALL CHANGES TO THE WORK.

THE CONTRACTOR SHALL SCHEDULE AND PERFORM ALL WORK S0 AS NOT TO DISTURB ANY TENANT IN THE BUILDING AND
SHALL IDENTIFY ALL OVERTIME COSTS REQUIRED TO COMPLETE THE WORK IN HIS BID.

THE CONTRACTOR SHALL PREPARE A COMPLETE CONSTRUCTION SCHEDULE TO INCLUDE WORK TO BE PERFORMED BY THE
TENANT'S VENDORS (INCLUDING FURNITURE VENDORS) TO BE SUBMITTED WITHIN ONE WEEK OF AWARD OF THE CONTRACT.

SUBSTITUTIONS SHALL BE ALLOWED ONLY IF THE SPECIFIED ITEMS CANNOT BE INSTALLED WITHIN THE TENANT'S MOVE-IN
SCHEDULE AND ONLY WITH THE APPROVAL OF THE ARCHITECT. THE CONTRACTOR SHALL COORDINATE WITH THE ARCHITECT
FOR SELECTION AND APPROVAL OF ALL SUBSTITUTED ITEMS PRIOR TO SUBMISSION OF HIS BID. IT 1S5 THE CONTRACTOR'S
RESPONSIBILITY TO ENSURE AND TO DEMONSTRATE THAT ALL SUBSTITUTIONS USED IN THE WORK COMPLY WITH THE
CONTRACT DOCUMENTS. SHOULD A SUBSTITUTED PRODUCT FAIL TO PERFORM FOR ANY REASON, WHERE THE ORIGINALLY
SPECIFIED PRODUCT WOULD HAVE, THE CONTRACTOR SHALL PERFORM ALL THE WORK NECESSARY TO INCORPORATE THE
ORIGINALLY SPECIFIED PRODUCT AT NO ADDITIONAL COST.

THE CONTRACTOR SHALL IMMEDIATELY ANALYZE THE CONTRACT DOCUMENTS AND REPORT ANY DISCREPANCIES TO THE
ARCHITECT. THE CONTRACTOR SHALL BE REQUIRED TO CORRECT ANY DEFECTIVE WORK CAUSED BY WORK DONE AS A
RESULT OF INCONSISTENCIES OR DISCREPANCIES IN THE DRANWINGS WHEN CLARIFICATION FROM THE ARCHITECT HAS NOT
BEEN SOUEHT.

ARCHITECTURAL DOCUMENTS SHALL HAVE PRECEDENCE OVER ENGINEERING DOCUMENTS. HOWEVER, BOTH SHALL BE
REVIEWED AND COORDINATED BY THE CONTRACTOR. REPORT ANY DISCREPANCIES WITHIN THE DOCUMENTS TO THE
ARCHITECT.

DO NOT SCALE DIMENSIONS FROM THESE DRANINGS.
NOT USED.

VERIFY FIELD CONDITIONS AND EXISTING LOCATIONS OF ALL PLUMBING, MECHANICAL DUCTS, STRUCTURAL ELEMENTS AND
ANY AND ALL OTHER APPLICABLE ITEMS THAT MAY AFFECT THE PROJECT. INSTALL NEW PLUMBING, SPRINKLER LINES AND
HEADS, MECHANICAL FANS, DUCTS SO AS TO NOT CONFLICT WITH LUMINARIES AND ANY AND ALL FIELD CONDITIONS. THE
CONTRACTOR 1S RESPONSIBLE FOR THE COORDINATION OF PLENUM ELEMENTS. ARRANGE OR MODIFY NON-VISIBLE ITEMS TO
FIT CONDITIONS OR REFLECTED CEILING PLAN AS REQUIRED. ANY AND ALL COST RESULTING FROM CHANGES INCURRED TO
ENSURE INTEGRITY OF THE REFLECTING CEILING PLAN LAYOUT SHALL BE BORN BY THE CONTRACTOR.

THE CONTRACTOR SHALL COORDINATE ALL CONNECTIONS OF MECHANICAL, ELECTRICAL AND PLUMBING TO THE BASE
BUILDING SYSTEMS WITH THE BUILDING MANAGEMENT.

THE CONTRACTOR SHALL PERFORM ALL WORK IN SUCH A MANNER THAT A SHUITDOWN OF ANY UTILITIES, ALARM, SECURITY
OR COMMUNICATIONS SYSTEMS SHALL NOT OCCUR WITHOUT THE CONSENT OF THE BUILDING MANAGEMENT.

SECTION 01300 ADMINISTRATIVE NOTES AND SUBMITTALS

0I300-1  PROPOSAL REQUESTS ISSUED BY THE ARCHITECT ARE FOR INFORMATION ONLY. DO NOT CONSIDER THEM INSTRUCTION TO
STOP WORK IN PROGRESS OR TO EXECUTE THE PROPOSED CHANGE UNTIL SPECIFICALLY INSTRUCTED TO DO SO BY THE
ARCHITECT.

0I300-2  UPON THE OWNER'S APPROVAL OF A PROPOSAL REQUEST, THE CONTRACTOR WILL ISSUE A CHANGE ORDER FOR SIGNATURES
OF THE OWNER AND ARCHITECT ON AIA FORM G101, AS PROVIDED IN THE CONDITIONS OF THE CONTRACT.

0I300-3 THE CONTRACTOR SHALL PREPARE A FULLY DEVELOPED, HORIZONTAL BAR-CHART TYPE CONSTRUCTION SCHEDULE. THE
CONTRACTOR SHALL SUBMIT SUCH SCHEDULE WITHIN T CALENDAR DAYS OF NOTICE TO PROCEED'.

OI300-4 THE CONTRACTOR SHALL PREPARE AND SUBMIT A COMPLETE SCHEDULE OF SUBMITTALS WITHIN |4 CALENDAR DAYS OF
NOTICE TO PROCEED..

0I300-5 THE CONTRACTOR SHALL REVIEW, AND APPROVE DATA SUBMITTALS, SHOP DRAWINGS AND SAMPLES PRIOR TO SUBMITTING
THEM TO THE ARCHITECT. THE ARCHITECT SHALL NOT BE OBLIGATED TO REVIEW AND RETURN SUBMITTALS WITHOUT PROPER
CONTRACTOR REVIEN.

0I300-6 THE CONTRACTOR SHALL COORDINATE THE PREPARATION AND PROCESSING OF SUBMITTALS WITH THE PERFORMANCE OF
THE WORK SO THAT THE WORK WILL NOT BE DELAYED BY SUBMITTALS INCLUDING THE TIME REQUIRED FOR RESUBMITTALS.

OI300-1 THE CONTRACTOR SHALL NOT BE RELIEVED OF RESPONSIBILITY FOR ANY ERRORS, OMISSIONS OR DEVIATION FROM THE
REQUIREMENTS OF THE CONTRACT DOCUMENTS BY THE ARCHITECT'S REVIEW OF SHOP DRAWINGS, PRODUCT DATA OR
SAMPLES,

0I300-8 ALLOW 14 DAYS FOR INITIAL SUBMITTAL REVIEW. ALLOW T DAYS FOR REPROCESSING EACH SUBMITTAL.

0I300-4  NO EXTENSION OF CONTRACT TIME WILL BE AUTHORIZED BECAUSE OF FAILURE TO TRANSMIT SUBMITTALS TO THE ARCHITECT
SUFFICIENTLY IN ADVANCE OF THE WORK TO PERMIT PROCESSING.

0I300-10 SUBMITTALS SHALL BE TRANSMITTED FROM CONTRACTOR TO ARCHITECT USING A TRANSMITTAL FORM. ON THE
TRANSMITTAL RECORD RELEVANT INFORMATION AND REQUEST FOR DATA. ON THE FORM, OR SEPARATE SHEET, RECORD
DEVIATIONS FROM CONTRACT DOCUMENT REQUIREMENTS, INCLUDING MINOR VARIATIONS AND LIMITATIONS. INCLUDE
CONTRACTOR'S CERTIFICATION THAT INFORMATION COMPLIES WITH CONTRACT REQUIREMENTS,  ALL SHOP DRAWINGS MUST
BE CROS5 REFERENCED TO ARCHITECTURAL DRAWINGS.

OI300-II  PRODUCT DATA: SUBMIT | COPY OF EACH REQUIRED SUBMITTAL IN PDF FORMAT VIA EMAIL TO THE ARCHITECT. THE
ARCHITECT AND ENGINEER OR APPROPRIATE CONSULTANT WILL REVIEW THE SUBMITTAL AND WILL RETURN THE REVIEWED
DOCUMENT, CONTAINING ALL CORRECTION AND COMMENT MARKS, IN PDF FORMAT VIA EMAIL. ALL EMAILED SUBMITTALS
SHALL BE NO LARGER THAN 5MB IN SIZE IN ORDER TO ENSURE DELIVERY THROUGH ALL EMAIL SERVERS,

OI300-12 PRODUCT SAMPLES: SUBMIT 3 FULL SIZE, FULLY FABRICATED SAMPLES CURED AND FINISHED AS SPECIFIED AND
PHYSICALLY IDENTICAL WITH THE MATERIAL OR PRODUCT PROPOSED. SAMPLES INCLUDE PARTIAL SECTIONS OR
MANUFACTURED OR FABRICATED COMPONENTS, CUTS OR CONTAINERS OF MATERIALS, COLOR RANGE SETS, AND SWATCHES
SHOWING COLOR, TEXTURE AND PATTERN,

0130013 PRODUCT ASSEMBLY SAMPLES: SUBMIT | SAMPLE FOR THOSE SUBMITTALS ILLUSTRATING ASSEMBLY DETAILS,
WORKMANSHIP, FABRICATION TECHNIQUES, CONNECTIONS, OPERATION AND SIMILAR CHARACTERISTICS.

0130014 SHOP DRAWINGS SHALL SHOW COORDINATION WITH ASSOCIATED ADJACENT TRADES. FAILURE TO DO SO SHALL BE
GROUNDS FOR REIECTION OF THE SHOP DRAWINGS. SUBMIT | COPY OF SHOP DRAWINGS IN PDF FORMAT VIA EMAIL TO THE
ARCHITECT. THE ARCHITECT WILL REVIEN AND WILL RETURN THE REVIENED DOCUMENT, CONTAINING ALL CORRECTION AND
COMMENT MARKS, IN PDF FORMAT VIA EMAIL. ALL EMAILED SUBMITTALS SHALL BE NO LARGER THAN 5MB IN SIZE TO
ENSURE DELIVERY THROUGH ALL EMAIL SERVERS. FULL SIZE PDF DOCUMENTS WILL BE ACCEPTED IN PAPER SIZES UP TO
308X428,

OI300-15 THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADDITIONAL FEES AND EXPENSES TO BE PAID TO ASD IN THE EVENT THAT
MORE THAN 2 FINAL INSPECTIONS AND CORRESPONDING PUNCH LISTS ARE REQUIRED TO COMPLETE THE WORK. THE COST
OF THE ADDITIONAL FEES AND EXPENSES SHALL BE PAID BY THE CONTRACTOR AND SHALL BE DEDUCTED FROM THE
CONTRACTOR'S PAY APPLICATION. FEES AND EXPENSES SHALL INCLUDE NORMAL HOURLY BILLING RATES, REPRODUCTION
AND TRANSPORTATION COSTS,

0I300-16  SAMPLES, SHOP DRAWINGS AND PRODUCT DATA REQUIRED TO BE SUBMITTED ARE LISTED ON THE SUBMITTAL SCHEDULE.
SUBMITTAL SCHEDULE SHOP DG5S SAMPLES LITERATURE OTHER
MILLWORK X X
DOORS AND FRAMES X X SCHEDULE
HARDWARE X X X SCHEDULE
PAINT X
WALLCOVERING X
CEILING TILE X X
WALL BASE X
FLOORING (CARPET, TILE, ETC) X
FABRIC WALL PANELS X X X
MECHANICAL X
ELECTRICAL:

LIGHTING X
POWER X

COVER PLATES X

SWITCHES X

OUTLETS X
GLAZING X X
APPLIANCES X
FIRE EXTINGUISHER CABINETS X
PROJECTION SCREENS X
PLUMBING X

SPRINKLER SYSTEM X
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EXCEPT AS OTHERWISE SHOWN OR SPECIFIED, COMPLY WITH PROVISIONS OF THE ARCHITECTURAL WOODWORK INSTITUTE
(A1) "QUALITY STANDARDS, MOST RECENT EDITION. WORK SHALL BE PERFORMED IN THE HIGHEST GRADE APPLICABLE.

SPECIFIC ITEMS: ANl STANDARD:
A.  STANDING AND RUNNING TRIM WITH OPAQUE FINISH 300

B. CASEWORK W/TRANSFPARENT FINISH 400 & 400A
C. PLASTIC LAMINATE CLAD CABINETS 400 ¢ 400B
D.  ARCHITECTURAL COUNTERTOPS 400 & 400C

E. LUMBER (e/@

F.  PANELING 500

6. SHELVING 600, CUSTOM GRADE
H.  MISCELLANEOUS WORK 100

l. ARCHITECTURAL FLUSH DOORS 1300

Jd.  STILE AND RAIL DOORS 1400

K.  FACTORY FINISHING 1500

L. INSTALLATION OF ARCHITECTURAL WOODWORK 700

CABINET CONSTRUCTION STYLE SHALL BE 'FLUSH OVERLAY' AS PER ANl STANDARDS.

ALL VENEERS SHALL BE AWl PREMIUM GRADE. ALL TRANSPARENT AND SEMI- TRANSPARENT MILLWORK SHALL BE AW
PREMIUM GRADE. ALL PLASTIC LAMINATE WORK SHALL BE AWl CUSTOM GRADE. HOWEVER, PLASTIC LAMINATE EDGE
BANDING SHALL BE APPLIED PRIOR TO FACE LAMINATE. THIS REQUIREMENT SUPERSEDES AWl STANDARDS.

MACHINING PLASTIC PRODUCTS PRODUCES HAZARDOUS DUST. PROTECT SURROUNDING AREAS FROM DUST. PROTECT
SURROUNDING AREAS FROM DUST. WEAR APPROPRIATE PROTECTION.

INSTALL STANDING AND RUNNING TRIM WITH MINIMUM NUMBER OF JOINTS POSSIBLE, USING FULL LENGTH PIECES. COPE AT
RETURNS AND MITER AT CORNERS. SCRIBE SMOOTH AT JAMB CONDITIONS, NO EXPOSED CUTS WILL BE ACCEPTABLE.

DO NOT DELIVER OR INSTALL MILLWORK UNTIL CONDITIONS FOR TEMPERATURE AND RELATIVE HUMIDITY HAVE BEEN
STABILIZED AND WILL BE MAINTAINED IN STORAGE AND INSTALLATION AREAS DURING THE REMAINDER OF CONSTRUCTION
PERIOD TO COMPLY WITH THE AWl QUALITY STANDARD SECTION |00-6-4 ¢ |00-T-II "MOISTURE CONTENT," APPLICABLE TO
THE PROJECT'S GEOGRAPHICAL LOCATION. CONDITION MILLWORK TO AVERAGE PREVAILING HUIMIDITY IN INSTALLATION
AREA PRIOR TO HANGING.

06000-10 PROTECT WOOD PRODUCTS AND MATERIALS FROM DAMAGE AND MOISTURE DURING DELIVERY, INSTALLATION, AND USE.

06000

PROVIDE SHOP DRANWINGS SHONWING THE LOCATION OF EACH ITEM, DIMENSIONED PLANS, ELEVATIONS, SECTIONS, LARGE
SCALE DETAILS, ATTACHMENT DEVICES AND ALL OTHER COMPONENTS.

06000-12 CHECK ACTUAL DIMENSIONS OF OTHER CONSTRUCTION WHERE MILLWORK MUST FIT BY ACCURATE FIELD MEASUREMENTS

PRIOR TO FABRICATION OF THE WORK.

06000-I13 TO THE GREATEST DEGREE POSSIBLE, FINISH ARCHITECTURAL WOODWORK AT THE FACTORY OR MILLWORK SHOP. DEFER

ONLY FINAL TOUCH UP, CLEANING AND POLISHING UNTIL AFTER INSTALLATION.

06000-14 INSTALL MILLWORK PLUMB, LEVEL AND STRAIEGHT. SHIM AS REQUIRED WITH CONCEALED SHIMS. PROVIDE A MAXIMUM

06000-I5

TOLERANCE OF I/86" IN 8'-0" FOR PLUM AND LEVEL. SCRIBE AND CUT MILLWORK TO FIT ADJOINING WORK AND REFINISH CUT
SURFACES.

ADIUST HARDWARE TO CENTER DOORS AND DRAWERS IN OPENINGS AND TO PROVIDE UNENCUMBERED OPERATION.

06000-16 JOINTS FOR STONE TOPS SHALL BE BUTT JOINTS WITH MINIMAL SEALANT EXPOSED.

06000-I1

CABINET HARDIWARE:

A, HARDWARE TO COMPLY WITH ANSI AI56.9, 'AMERICAN NATIONAL STANDARD FOR CABINET HARDWARE.'

B. HINGES SHALL BE PROPER NUMBER PER LEAF AS NOTED IN MANUFACTURER'S LOAD CHARTS, BUT NOT LESS THAN 3
PER LEAF. PROVIDE FULL OR HALF OVERLAY AS REQUIRED. PROVIDE SPRING LOADED HINGES FOR EASE OF DOOR
OPERATION. BASIS OF DESIGN SHALL BE BLUM MODEL 90, 170 DEGREE OPENING CONCEALED HINGES.

C. DRANWER GLIDES SHALL BE K ¢ V OR EQUAL BY GRANT OR ACCURIDE OF CORRECT SIZE FOR DRAWER DEPTH.
PROVIDE SIDE PAIR 100 LB. RATED BALL BEARING ROLLERS 1/2" WIDE UNITS W/FULL EXTENSION.

D. SILENCERS SHALL BE I/4" DIAMETER RUBBER.
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FIRE STOPPING SHALL COMPLY WITH THE STANDARDS REQUIRED BY ASTM E&I4-85 "STANDARD TEST METHOD FOR FIRE
TESTS OF THROUGH-PENETRATION FIRE STOPS" AND SHALL COMPLY WITH UL 1479 "FIRE TESTS OF THROUGH-PENETRATION
FIRESTOPS."

FIRE STOPPING SYSTEMS SHALL CONFORM TO BOTH FLAME (F) AND TEMPERATURE (T) RATINGS AS REQUIRED BY LOCAL
BUILDING CODE AND AS TESTED BY NATIONALLY ACCEPTED TEST AGENCIES PER ASTM E&I4 AND UL 1479 FIRE TESTS IN A
CONFIGURATION THAT 1S REPRESENTATIVE OF FIELD CONDITIONS. THE FIRE RATING MUST BE A MINIMUM OF ONE HOUR, BUT
NOT LESS THAT THE FIRE RESISTANCE RATING OF THE ASSEMBLY BEING PENETRATED. T RATING, WHEN REQUIRED BY CODE
AUTHORITY, SHALL BE BASED ON MEASUREMENT OF THE TEMPERATURE RISE ON PENETRATING ITEMS. THE FIRE TEST SHALL
BE CONDUCTED WITH A MINIMUM POSITIVE PRESSURE DIFFERENTIAL OF O.0I" OF WATER COLUMN.

FIRE STOPPING SHALL BE INSTALLED IN ALL OPENINGS IN FIRE-RATED FLOOR AND WALL ASSEMBLIES, BOTH BLANK
(EMPTY) AND THOSE ACCOMMODATING PENETRATING ITEMS SUCH AS CABLES, CONDUITS, PIPES, DUCTS, ETC.

FIRE STOPPING MATERIALS AND SYSTEMS SHALL BE CAPABLE OF CLOSING OR FILLING THROUGH OPENINGS CREATED BY
THE BURNING OR MELTING OF COMBUSTIBLE PIPES, CABLE JACKETING, OR PIPE INSULATION MATERIALS, OR OPENINGS
CREATED BY DEFLECTION OF SHEET METAL DUE TO THERMAL EXPANSION (ELECTRICAL OR MECHANICAL DUCTHWORK).

FIRE STOPPING MATERIAL SHALL BE ASBESTOS-FREE AND SHALL NOT INCORPORATE NOR REQUIRE THE USE OF HAZARDOUS
SOLVENTS.

FIRE STOPPING MATERIALS SHALL NOT SHRINK UPON DRYING AS EVIDENCED BY CRACKING OR PULLING BACK FROM
CONTACT SURFACES.

DO NOT USE ANY FIRE STOP PRODUCTS WHICH, AFTER CURING, DISSOLVE IN WATER.

SUBMIT DOCUMENT FROM FIRE STOP MANUFACTURER WHEREIN MANUFACTURER RECOGNIZES AND APPROVES INSTALLER FOR
SAID MANUFACTURER'S FIRE STOP PRODUCTS.

FIRE STOP MATERIAL SHALL BE DELIVERED IN THE MANUFACTURER'S ORIGINAL, UNOPENED CONTAINERS OR PACKAGES WITH
THE MANUFACTURER'S NAME, PRODUCT IDENTIFICATION, LOT NUMBER, UL LABEL, AND MIXING AND INSTALLATION INSTRUCTIONS
AS APPLICABLE.

MATERIALS SHALL BE STORED IN THE ORIGINAL, UNOPENED CONTAINERS OR PACKAGES, AND UNDER CONDITIONS
RECOMMENDED BY THE MANUFACTURER.

EXAMINE THE AREAS AND CONDITIONS WHERE FIRE STOPS ARE TO BE INSTALLED AND NOTIFY THE ARCHITECT OF
CONDITIONS DETRIMENTAL TO THE PROPER AND TIMELY COMPLETION OF THE WORK. DO NO PROCEED WITH WORK UNTIL
UNSATISFACTORY CONDITIONS HAVE BEEN CORRECTED BY THE CONTRACTOR IN A MANNER ACCEPTABLE

INSTALLATION SHALL CONFORM TO THE MANUFACTURER'S PRINTED INSTRUCTIONS FOR INSTALLATION AND, WHEN APPLICABLE,
CURING IN ACCORDANCE WITH TEMPERATURE AND HUMIDITY. CONFORM TO VENTILATION AND SAFETY REQUIREMENTS.

INSTALLATION OF FIRE STOPS SHALL BE PERFORMED BY AN APPLICATOR/INSTALLER QUALIFIED AND TRAINED BY THE
MANUFACTURER. INSTALLATION SHALL BE PERFORMED IN STRICT ACCORDANCE WITH MANUFACTURER'S DETAILED
INSTALLATION PROCEDURES.

CONTRACTOR SHALL COORDINATE FIRE STOPPING WORK AS REQUIRED WITH THE WORK OF OTHER TRADES. FIRE STOPPING
SHALL PRECEDE GYPSUM BOARD FINISHING.

WHERE FIRE STOPPING IS INSTALLED AT LOCATIONS WHICH REMAIN EXPOSED TO THE COMPLETED WORK, PROTECTION SHALL
BE PROVIDED AS NECESSARY TO PREVENT DAMAGE TO ADJACENT SURFACES AND FINISHES, AND PROTECT AS NECESSARY
AGAINST DAMAGE FROM OTHER CONSTRUCTION ACTIVITIES.

INSTALLATION OF FIRE STOPPING SYSTEMS SHALL BE PERFORMED BY A CONTRACTOR TRAINED OR APPROVED BY THE
FIRE STOP MANUFACTURER.

LEAVE FINISHED WORK IN NEAT, CLEAN CONDITION, WITH NO EVIDENCE OF SLIPOVERS OR DAMAGE TO ADJACENT SURFACES.

SECTION 08100 HOLLOW METAL DOOR FRAMES
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PROVIDE AND INSTALL HOLLOW METAL COMPLYING WITH THE APPLICABLE REQUIREMENTS OF THE FOLLOWING PUBLICATIONS:
. AlA PAMPHLET NO. &0

NBHA (NATIONAL BUILDERS HARDWARE ASSOCIATION)

NFPA STANDARD NO. &0

PS. (PRODUCT STANDARD) 4-66

SDI| (STEEL DOOR INSTITUTE) NO. |00 AND 105

UL STANDARD FOR SAFETY NO. 63

UL GUIDE 120 |.D.O.

NAAM STANDARD CHM-I

TOMMUOW)>

FIRE-RATED DOOR ASSEMBLY UNITS SHALL COMPLY WITH NFPA NO. 0. THEY SHALL BE IDENTICAL TO DOOR AND FRAME
ASSEMBLIES WHOSE FIRE RESISTANCE CHARACTERISTICS HAVE BEEN DETERMINED PER ASTM E 152 AND WHICH ARE
LABELED AND LISTED BY UL, FACTORY MUTUAL, WARNOCK HERSEY, OR OTHER TESTING AND INSPECTING ORGANIZATIONS
ACCEPTABLE TO AUTHORITIES HAVING JURISDICTION.

PROVIDE FIRE-RATED HOLLOW METAL FRAMES INVESTIGATED AND TESTED AS A FIRE DOOR ASSEMBLY, COMPLETE WITH
TYPE OF FIRE DOOR HARDWARE TO BE USED. IDENTIFY EACH FIRE DOOR FRAME WITH UL LABELS, INDICATING APPLICABLE
FIRE RATING OF FRAME.

PROVIDE METAL FRAMES FOR DOORS OF TYPES AND STYLES AS SHOWN ON DRANWINGS AND SCHEDULES. CONCEAL
FASTENINGS UNLESS OTHERWISE NOTED. FABRICATE FRAMES OF MINIMUM |18-GAUGE COLD-ROLLED STEEL.

FRAMES SHALL COMPLY WITH ASTM A366. FURNISH FRAMES WITH FIXED STRIPS BUTTED. USE ROLLED SECTIONS FOR
FIRE-RATED OPENINGS. PROVIDE UL ANCHORS FOR FIRE- RATED OPENINGS, STRAP ANCHORS AT WOOD OR METAL STUDS,
AND OTHER TYPES AS INDICATED OR AS APPROVED FOR CONDITIONS OF USE.

FRAMES SHALL BE FABRICATED WITH BUILDING STANDARD CORNERS.
PROVIDE HOLLOW METAL WORK TO MATCH BUILDING STANDARD.

SUBMIT DATA FOR EACH TYPE OF FRAME SPECIFIED, INCLUDING DETAILS OF CONSTRUCTION, MATERIALS, DIMENSIONS,
HARDWARE PREPARATION, CORE, LABEL COMPLIANCE, SOUND RATINGS, PROFILES, AND FINISHES.

SUBMIT MANUFACTURER'S CERTIFICATION FOR EACH CUSTOM STEEL FIRE-RATED DOOR FRAME WHICH IS LARGER THAN THE
SIZE LIMITATIONS ESTABLISHED BY NFPA AND UL FOR LABELING. STATE THAT THE UNIT HAS BEEN CONSTRUCTED IN
ACCORDANCE WITH ALL THE APPLICABLE REQUIREMENTS FOR |LABELED CONSTRUCTION.

SUBMIT SHOP DRAWINGS SHOWING FABRICATION AND INSTALLATION OF STANDARD METAL FRAMES. INCLUDE DETAILS OF
EACH FRAME TYPE, ELEVATIONS OF EACH DOOR DESIEN TYPE, CONDITIONS AT OPENINGS, DETAILS OF CONSTRUCTION,
LOCATION, AND INSTALLATION REQUIREMENTS OF DOOR AND FRAME HARDWARE AND REFORCEMENTS, AND DETAILS OF
JOINTS AND CONNECTIONS. SHOW ANCHORAGE AND ACCESSORY ITEMS.

SUBMIT SCHEDULE OF DOORS AND FRAMES USING SAME REFERENCE NUMBERS FOR DETAILS OPENINGS AS THOSE ON
CONTRACT DRAWINGS.

FRAMES SHALL BE DELIVERED CARDBOARD-WRAFPPED OR CRATED TO PROVIDE PROTECTION DURING TRANSIT AND JOB
STORAGE. PROVIDE ADDITIONAL PROTECTION TO PREVENT DAMAGE TO FINISH OF FACTORY-FINISHED FRAMES.

FRAMES SHALL BE INSPECTED UPON DELIVERY FOR DAMAGE. MINOR DAMAGES MAY BE REPAIRED PROVIDED REFINISHED
ITEMS ARE EQUAL IN ALL RESPECTS TO NEW WORK AND ACCEPTABLE TO ARCHITECT. OTHERWISE, REMOVE AND REPLACE
DAMAGED ITEMS AS DIRECTED.

FRAMES SHALL BE STORED AT BUILDING SITE UNDER COVER. PLACE UNITS ON MINIMUM FOUR INCH (4") HIGH WOOD
BLOCKING. AVOID USE OF NON-VENTED PLASTIC OR CANVAS SHELTERS WHICH COULD CREATE HUMIDITY CHAMBERS. IF
CARDBOARD WRAPPERS ON FRAMES BECOME WET, REMOVE CARTON/CARDBOARD IMMEDIATELY. PROVIDE I/4" SPACES
BETWEEN STACKED FRAMES TO PROMOTE AIR CIRCULATION.

FABRICATE HOLLOW METAL UNITS TO BE RIGID, NEAT IN APPEARANCE, AND FREE FROM DEFECTS, WARP, OR BUCKLE.
ACCURATELY FORM METAL TO REQUIRED SIZES AND PROFILES. WHEREVER PRACTICAL, FIT AND ASSEMBLE UNITS IN THE
MANUFACTURER'S PLANT. CLEARLY IDENTIFY WORK THAT CANNOT BE PERMANENTLY FACTORY-ASSEMBLED BEFORE
SHIPMENT TO ASSURE PROPER ASSEMBLY AT PROJECT SITE.

EXPOSED JOINTS SHALL BE WELDED CONTINUOQUSLY; GRIND, DRESS, AND MAKE SMOOTH, FLUSH, AND INVISIBLE. METALLIC
FILLER TO CONCEAL MANUFACTURING DEFECTS IS NOT ACCEPTABLE.

EXPOSED CONNECTIONS WITH HAIRLINE JOINTS SHALL BE ACCURATELY MACHINED, FILED, AND FITTED, UNLESS OTHERWISE
NOTED.

CONCEAL ALL FASTENINGS, UNLESS OTHERWISE NOTED. COUNTERSINK EXPOSED SCREWS USING FLAT PHILLIPS HEAD
SCREWS.

FRAMES SHALL BE PREPARED IN ACCORDANCE WITH FINAL DOOR HARDWARE SCHEDULE AND TEMPLATES PROVIDED BY
HARDWARE SUPPLIER. INSTALLER SHALL COMPLY WITH APPLICABLE REQUIREMENTS OF ANSI AlIS SERIES SPECIFICATIONS
FOR DOOR AND FRAME PREPARATION FOR HARDWARE.

PREPARE HOLLOW METAL UNITS TO RECEIVE MORTISED AND CONCEALED FINISH HARDWARE, INCLUDING CUTOUTS,
REINFORCING, DRILLING, AND TAPPING IN ACCORDANCE WITH FINAL FINISH HARDWARE SCHEDULE AND TEMPLATES PROVIDED
BY HARDWARE SUPPLIER.

REINFORCE HOLLOW METAL UNITS TO RECEIVE SURFACE-APPLIED HARDWARE. DRILLING OR TAPPING FOR
SURFACE-APPLIED FINISH HARDWARE MAY BE DONE AT PROJECT SITE. THROUGH BOLTING WILL NOT BE PERMITTED.

INSTALLER SHALL EXAMINE THE SUBSTRATE AND CONDITIONS UNDER WHICH HOLLOW METAL WORK 1S TO BE INSTALLED.
NOTIFY THE CONTRACTOR, IN WRITING, OF ANY CONDITIONS DETRIMENTAL TO PROPER AND TIMELY COMPLETION OF WORK.

INSTALLER SHALL COMPLY WITH PROVISIONS OF SI-105 "RECOMMENDED ERECTION INSTRUCTIONS FOR STEEL FRAMES,"
UNLESS OTHERWISE NOTED.

FIRE-RATED FRAMES SHALL BE INSTALLED IN ACCORDANCE WITH NFPA STANDARD NO. &0.

EXCEPT ON WEATHER-STRIPPED FRAMES, DRILL STOPS SHALL BE DRILLED TO RECEIVE 3 SILENCERS ON STRIKE JAMBS OF
SINGLE-DOOR FRAMES AND 2 SILENCERS ON HEADS OF DOUBLE-DOOR FRAMES.

IN METAL STUD PARTITIONS, INSTALL AT LEAST THREE (3) WALL ANCHORS PER JAMB AT HINGE AND STRIKE LEVELS. IN
CLOSED STEEL STUD PARTITIONS, ATTACH WALL ANCHORS TO STUDS WITH SCRENWS.

IMMEDIATELY AFTER ERECTION OF FRAMES, SAND SMOOTH ANY RUSTED OR DAMAGED AREAS OF PRIME COAT AND APPLY
TOUCHUP OF COMPATIBLE AIR-DRYING PRIMER.

CHECK AND READST OPERATING FINISH HARDWARE ITEMS IN HOLLOW METAL WORK ST PRIOR TO FINAL INSPECTION.
LEAVE WORK IN COMPLETE AND PROPER OPERATING CONDITION. REMOVE AND REPLACE DEFECTIVE WORK, INCLUDING
FRAMES WHICH ARE WARPED, BOWED OR OTHERWISE UNACCEPTABLE.
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This drawing is the property of Associated Space
Design, Inc. and is not to be reproduced or copied in
whole or in part. It is not to be used on any other project
and is to be returned upon request. Scales as stated
herein are for reference only as normal reproduction
processes may alter the accuracy of original drawings.
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