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This drawing is the property of Associated Space
Design, Inc. and is not to be reproduced or copied in
whole or in part. It is not to be used on any other project
and is to be returned upon request. Scales as stated
herein are for reference only as normal reproduction
processes may alter the accuracy of original drawings.
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2 ENLARGED STONE/TILE FLOOR PATTERN /4" = |I'-O" | | FINIsH PLAN I/&" = I'-O"
30 GENERAL REQUIREMENTS
KEY ITEM MANUFACTURER DESCRIPTION REMARKS (D) REFER TO DETAIL I3/AT.l FOR RESILIENT TO CARPET TRANSITION, . &.C. TO VERIFY BLDG. STANDARD WINDOW BLINDS ARE
INSTALLED ON ALL EXTERIOR WINDOWS AND ARE IN GOOD 30| REFER TO PARTITION PLAN FOR TYPICAL GENERAL REQUIREMENTS INCLUDING
PT-0 PAINT PPG - PORTER PAINTS CEILING WHITE DRYWALL CEILINGS (@) REFER TO DETAIL 14/AT.Il FOR STONE TO CARPET TRANSITION. CONDITION AND OPERABLE. SUBMITTAL REQUIREMENTS.
PT-| PAINT PPG - PORTER PAINTS COLOR: TURBAN SHELL 116- GENERAL COLOR (®) ALL FINISHES ON MULTI-TENANT CORRIDOR SIDE ARE TO BE 2. ALL MISCELLANEOUS GRILLS, PLATES, ETC. OCCURRING ON 3]  GENERAL FINISH NOTES:
g PROVIDED BY LANDLORD. WALLS OR CEILING SHALL BE PAINTED TO MATCH THE 310 REFER TO GENERAL FINISH STANDARDS FOR TYPICAL INFORMATION INCLUDING
PT-2 PAINT PPG - PORTER PAINTS COLOR: VAGABOND 412-2 ACCENT - NEUTRAL SURFACES ON WHICH THEY OCCUR UN.O. ALL METAL SUBMITTAL REQUIREMENTS,
n A CCENT ~ BREAK ROOM AND OFFICE (@) CENTER FULL WIDTH PANEL OF WALLCOVERING ON WALL. SURFACES SHALL BE PRIMED PRIOR TO PAINTING.
g PT-3 PAINT PPG - PORTER PAINTS COLOR: AGUA SMOKE 556-5 S 3.2.0 FLOOR:
(5) PROVIDE ANTI-FRACTURE MEMBRANE UNDER STONE AS REGUIRED. 3. CARPET INSTALLER MUST SUBMIT SEAMING DIAGRAM TO
PT-4 PAINT PPG - PORTER PAINTS COLOR: BLUE BLOOD 556-6 ACCENT - LEGAL ASSIST. ARCHITECT FOR APPROVAL. 321 CONTRACTOR 15 RESPONSIBLE FOR ALL FLASH PATCHING AND TO HAVE FLOOR
AARAT] (@ PATCH ¢ REPAIR ALL FINISHES IN MULTI-TENANT CORRIDOR TO IN CONDITION TO RECEIVE MATERIALS PER PLAN. CONTRACTOR TO INSURE THAT
WC-| WALLCOVERING By 45 5043 TEK-WALL VIEW IN CONCH: 349432/003 RECEPTION ¢ CONFERENCE MATCH ADJACENT BLDG. STANDARD FINISHES WHERE NEW TENANT 4. DOOR FRAMES ARE CLEAR ANODIZED ALUMINUM. ONLY DOOR CLEARANCES PER DETAILS ARE MET.
: ; ; - — SUITE ENTRY AND EGRESS DOORS ARE ADDED. CONTACT LANDLORD BACK EGRESS DOOR FRAME IS HOLLOW METAL & 1S TO BE 322 VCT INSTALLATION SHALL BE PER INSTRUCTIONS ON DRAWING. SEAMS SHALL BE
RB-| RUBBER BAGE ggggf;g’gz %EEFELQHO%GZ /2" OPTIMM EDGE, EXCEPT 4° AT UCSERIQI'ETTH g\llEAFVD ggsfl_'lE%TTR?ﬂgHO;W FOR SPECS. PAINTED PT-I. TIGHT AND INVISIBLE. FLOOR SHALL BE CLEANED PER MANUFACTURERS
4] SEA BREEZE: 2 I/2" TYPICAL EXCEPT 4" AT USE WITH PT=3 AND PT-4: STRAIGHT W INSTRUCTIONS AND RECEIVE TWO (2) COATS OF NON-SLIP WAX WHICH SHALL BE
RB-2 RUBBER BASE JOHNSONITE RESILIENT FLOO'R|N6 ! CARPET. COVE W RESILIIENT FL OOR 5. UNDERSIDE OF &YP. BD. SOFFITS TO BE PAINTED PT-0O, THOROUGHLY MACGHINE BUFFED (AS APPROPRIATE TO TILE MANUFACTURER)
8 .. .. REFER TO DETAIL I6/ATI1 FOR PROFILE CEILING WHITE, UN.O. 5 | ALTERNATES 323 CONTRACTOR SHALL PROVIDE VINYL TRANSITION STRIPS AND RUBBER
< [ HB WOOD BASE - PAINTED PAINTED PT-, 2 1/2" HIGH X 3/4" THICK RECEPTION ¢ CONFERENCE ROOMO TRANSITION STRIPS AT ALL LOCATIONS REQUIRED. PROVIDE SAMPLE FOR
COLOR PRIOR TO INSTALLATION.
P CARPET SHAW CONTRACT GROUP CHAMERIC 5A050 TN ANGORA 5051, REPEAT: ' X 65'L 12 RECEPTION & CONFERENCE. AREA RUG 330 WALLS:
ALLISON MORRIS- TI0.616.4166 WIDE WAL 7
CPT-2 CARPET SHAW CONTRACT GROUP NIELLO 5A04d IN ANGORA 445I|, REPEAT: 5'W X 5'L, 12' WIDE CORRIDOR & INTERIOR SPACES oA STANDARD FINISH TAS; REFER TO FINISH SCHEDULE. 33| Fmgj ;1_05\1 P;?}L&lr_\l 52\1&%905&%_ 155 Jgsﬁ 62) TchoA(Tzs) ﬁﬁiﬁ”féi #J.SN.g.Oll[\lOR -
CPT-3 CARPET SHAW CONTRACT GROUP ZIBA 5A058 IN ICON 58515, REPEAT: 4"W X NONE, 12' WIDE OFFICES ON PERIMETER SPECIFIED. METAL ELEMENTS AND DOOR. / WINDOW FRAMES SHALL HAVE THREE
o v Lo NETWORK ROOM § PANTRY (3) COATS OF SEMI-GLOSS L ATEX ENAMEL FINISH.
VCT- YL COMPOSITION MANNINGTON ESSENTIALS - COLOR 112 PEWTER, 12* X 12* X I NSTALL CUARTER TURNED: ACCENT WALL FINISH 332 6.C. SHALL ASSURE THAT NO ELECTRICAL RECEPTACLE OR TELECOMMUNICATIONS
OUTLET COVER PLATES HAVE BEEN INSTALLED PRIOR TO COMPLETION OF
§ RF-| RESILIENT FLOOR MARMOLEUM FOREST GROUND 3234 BREAK ROOM ¢ OFFICE SERVICES — ACCENT FLOOR MATERIAL APPLICATION OF ANY WALL FINISH MATERIALS. ANY APPLIED COVER PLATES OR
S [ STONE TILE ZAN BIANCO BELLA TILE 16X1& POLISHED ITEM CODE: 9MARBEE ELoo® SURFACE HARDWARE ETC. SHALL BE REMOVED PRIOR TO FINAL WALL FINISH
WALKER ZANGER ,
T i RECEPTION FLOOR; PROVIDE ANTI-FRACTURE APPLICATION
MARY BETH TALLANT - 4403655331 INSTALL ASHLAR PATTERN RECETTION FLOOR FROV W BASE MATERIAL .
GROUT TO BE I/8" MAPE| WARM GREY 93 : p 4 MECELLANEOLS
COUNTER TOP & BACK SPLASH - BREAK ROOM l 341 ALL MISCELLANEOUS GRILLS, PLATES, ETC. OCCURRING ON WALLS OR CEILING
PL-2 PLASTIC LAMNATE WILSONART WHITE SAND D403-60 § OFFICE SERVICES \ FLOOR TRANSITION SHALL BE PAINTED TO MATCH THE SURFACES ON WHICH THEY OCCUR UNO. ALL
PL-3 PLASTIC LAMINATE WILSONART MORRO ZEPHYR 4846-60 2?352?5‘“55 - BREAK ROOM ¢ OFFICE METAL SURFACES SHALL BE PRIMED PRIOR TO PAINTING.
GL-| GLASS TED I/2" TEMPERED 6LASS <> FLOORING DIRECTION (CARPET - AS IT COMES OF ROLL)
55-| STONE SLAB WALKER ZANGER BIANCO BELLA, 3CM THICK SLAB POLISHED ?g@:ﬁlgﬁ%g LEGAL ASSIST.
. o QUARTER SLICED CHERRY STAINED TO MATCH ARCHITECTS BUILT-IN CREDENZAS, BALANCE & CENTER
oD 8D SAMPLE "xxx" MATCH VENEER.
3M CONFERENCE ROOM GLASS ¢ DOOR; GLASS
WF-| WINDOW FILM £003146T12 DUSTED CRYSTAL TI255E-314 SIDELITE ¢ OFFICE SERVICES
an DOUG MOCKETT } REFER TO ELEVATIONS FOR LOGATIONS.
3 PULL °A CABINET PULL £005231264 DP3A 3" SATIN CHROME FINISH BREAKROOM ¢ OFFICE SERVICES
- . CREDENZAS IN RECEPTION ¢ CONFERENCE,;
2 PuL B CABINET PULL DOUG MOCKETT DP3C 6" SATIN CHROME FINISH CHITER ON DOORIDRAWER.
& | FINIsH SsCHEDULE T FINISsH PLAN CODED NOTES © | FINIsH PLAN TYPICAL NOTES 4 | FINISH SYMBOL |LEGEND 3 FINIsH PLAN GENERAL NOTES
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