Inspections Division

Date:_08/25/14

GENERAL NOTES MECHANICAL NOTES

1.

BEFORE BEGINNING WORK AT THE SITE, AND THROUGHOUT THE COURSE
OF THE WORK, INSPECT AND VERIFY THE LOCATION AND CONDITION OF
EVERY ITEM AFFECTED BY THE WORK UNDER THIS CONTRACT AND REPORT
DISCREPANCIES TO ARCHITECT BEFORE BEGINNING WORK RELATED TO
THAT BEING INSPECTED.

THE ARCHITECTURAL DRAWINGS SHOW PRINCIPAL AREAS WHERE WORK
MUST BE ACCOMPLISHED UNDER THIS CONTRACT. INCIDENTAL WORK MAY
ALSO BE NECESSARY IN AREAS NOT SHOWN ON THE ARCHITECTURAL
DRAWINGS DUE TO CHANGES AFFECTING EXISTING MECHANICAL,
ELECTRICAL, PLUMBING, OR OTHER SYSTEMS. SUCH INCIDENTAL WORK IS
ALSO PART OF THIS CONTRACT. INSPECT THOSE AREAS, ASCERTAIN WORK
NEEDED, AND DO THAT WORK IN ACCORDANCE WITH THE CONTRACT
REQUIREMENTS, AT NO ADDITIONAL COST.

DO NOT DRILL OR CUT EXISTING FLOOR JOISTS, BEAMS, COLUMNS, OR
OTHER STRUCTURAL MEMBERS UNLESS SPECIFICALLY INDICATED.

PROTECT EXISTING WORK TO REMAIN FROM DAMAGE.

REPAIR, PATCH, AND FINISH, OR REFINISH AS APPLICABLE, TO MATCH
ADJACENT EXISTING FINISHES, THOSE EXISTING SURFACES DAMAGED OR
NEWLY EXPOSED DURING PERFORMANCE OF THE WORK. PATCH OPENINGS
IN EXISTING WALLS LEFT BY REMOVAL OF EXISTING ELECTRICAL BOXES.
SEE ELECTRICAL DRAWINGS FOR LOCATIONS AND QUANTITIES.

PATCH EXISTING WALL SURFACES AS NEEDED TO PROVIDE A SMOOTH
SURFACE FOR FINISHES.

1. PROVIDE MODIFICATIONS TO EXISTING HVAC SYSTEM AS NEEDED TO SERVE
RENOVATED SPACES.

2. LOCATIONS, TYPES, AND SIZES OF DIFFUSERS, GRILLES, THERMOSTATS,
AND OTHER ELEMENTS TO BE DETERMINED BY HVAC CONTRACTOR.

PLUMBING NOTES

1. PROVIDE MODIFICATIONS TO EXISTING SUPPLY AND WASTE SYSTEMS AS
NEEDED TO SERVE RENOVATED SPACES: BREAK ROOM KITCHEN SINK.

ELECTRICAL NOTES

1. PROVIDE MODIFICATIONS TO EXISTING ELECTRICAL SYSTEM AS NEEDED TO
SERVE RENOVATED SPACES WITH LIGHTING AND POWER SYSTEMS.

2. PROVIDE JUNCTION BOXES WITH PULL STRING FOR TELEPHONE AND DATA
CONNECTIONS. TELEPHONE AND DATA WIRING AND TERMINATIONS TO BE BY
TENANT'S VENDOR.

3. EXISTING POWER AND DATA OUTLET LOCATIONS MAY REMAIN IN SERVICE IF
LOCATION IS APPROPRIATE. REMOVE UNUSED JUNCTION BOXES AND PATCH
WALL.

4. PROVIDE LIGHTING LAYOUT AS SHOWN. REUSE EXISTING LIGHT FIXTURES.
RE-LAMP AND RE-BALLAST EXISTING FIXTURES TO BUILDING STANDARD.
PROVIDE NEW FIXTURES TO MATCH EXISTING AS NEEDED. LOCATE NEW
FIXTURES IN ENCLOSED ROOMS OR ALL IN THE SAME AREA. DO NOT MIX
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