Date:

EST. 25"

NOTE:
UTILIZE EXISTING BTS
CABINET WITH RETROFIT KIT

NOTE:

EQUIPMENT SHALL
BE ANCHORED PER
MANUFACTURERS
SPECIFICATIONS.

LEFT SIDE VIEW

7/16 DIN—FEMALE CONNECTOR
ON GPS ANTENNA CABLE

7/16 DIN-MALE CONNECTOR
ON JUMPER CABLE

JUMPER CABLE FOR
GPS ANTENNA

CABLE ENTRY
ASSEMBLY

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

07/26/13

EXISTING BTS CABINET

EST. 33.5"

EXISTING BTS
CABINET

FRONT VIEW

SCALE: N.T.S.

>

m |

SPRINT VISION ANTENNA

DOWN—TILT ANTENNA MOUNT
(MODEL #APM40—2)

/STEEL PIPE MAST
MULTIMODAL ANTENNA
SPECIFICATIONS
MODEL APXVSPP18
HEIGHT 727
WIDTH 11.8"
DEPTH o
1
\/ WEIGHT W/O
MOUNTING
HARDWARE 57lbs
MULTIMODAL ANTENNA DETAIL [/«
SCALE: N.T.S. A-4
GPS
ANTENNA REPLACE EXISTING GPS

-
GROUND

SURGE SUPPRESSOR, ALU
MODEL #KS—24577, LOCATION
PER GROUNDING ONE—LINE
DIAGRAM: DETAIL 1/E—1

—FEMALE
R ON
JABLE

ANTENNA WITH NEW MODEL

PCTEL GPS ANTENNA
MODEL:GPS—TMG—HR—26N
(5"Hx3.2D)

7/16 DIN-MALE
CONNECTOR ON GPS
ANTENNA CABLE

GPS ANTENNA CABLE
(REPLACE GPS COAX AS NEEDED)

COAXIAL CABLE
SHIELD GROUNDING

T
GROUND

NOTE:
GPS SURGE PROTECTOR NEEDS TO BE INSTALLED AWAY

FROM, AND SEPARATE FROM THE MMBTS (PER THE ALU
SITE PREPARATION REQUIREMENTS).

*THE GPS CABLE GROUNDING JUMPERS ARE DESIGNED TO
BE INSTALLED BEFORE/AFTER THE GPS SURGE PROTECTOR.
*THE GPS SURGE PROTECTOR NEEDS TO BE CONNECTED
TO THE GROUND SYSTEM VIA A GROUND DOWNLEAD.

SUPPORT STRUCTURE

GPS ANTENNA DETAIL [/ s

SCALE: N.T.S.

A—4

EXISTING
BATTERY
CABINET

\/

FOIL SHIELD

DRAIN WIRE

POWER CABLES

FIBER OPTIC CABLE
ALARM CABLE

DRAIN WIRE

POWER CABLES
FIBER OPTIC CARE

ALARM CABLE \“‘_

CLEAR MYLAR INNER SHEATH—/

NOTE:
EXISTING BATTERY CABINET TO FOIL SHIELD

REMAIN, TEST AND REFRESH
BATTERIES AS REQUIRED.

“ALUMINUM oc

UV/POLYETHYLENE
EXTERNAL JACKET

ALUMINUM OC

CLEAR MYLAR
INNER SHEATH

WHITE DASHED
LINE PAINTED ON
OUTER SHEATH
OVER DRAIN WIRE

UV/POLYETHYLENE

EXTERNAL JACKET

HYBRIFLEX CABLE DETAIL /5

SCALE: N.T.S.

EXISTING BATTERY BACK-UP CABINET /2

SCALE: N.T.S.
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3—0"+
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)]

PROPOSED HYBRIFLEX
CABLES TO RRH
(TOTAL OF 3,

1 PER SECTOR)

1.5"8 SEAL TIGHT Ei
CONDUITS PROVIDED BY
CONTRACTOR FOR DC !
POWER, FIBER, AND ALARM
SUPPORT AT 24” 0.C. AND
AT HORIZONTAL /VERTICAL
TRANSITIONS

ANCHORED INTO CONCRETE
W/ 5/87% HILTI-KWIK BOLTS
(MIN 3—-3/8" EMBEDMENT)(TYP. OF 4)

A-4

4444{[) do

12"%12"1/2" PLATE (TYP.) \b
FASTEN UNISTRUT TO PIPE ——— N _ Ny

o] —Cvww

USING GALV. U-BOLT (TYP.) L

/ o
1-5/8" GALV. P1000

UNISTRUT (AS REQUIRED)
(PROVIDE PLASTIC END CAPS)

PROPOSED FIBER
/_DIS'TRIBUTION BOX
/—3” STD. (3.5 0.D.)

GALV. PIPE (TYP.)

o
T2

-6
h o]

MIN

3-6"

lll

RH, FIBER DISTRIBUTION
BOX & H-FRAME
GROUNDING JUMPERS
SHALL BE BONDED TO EGB

QUIPMENT GROUND BAR (EGB)

b

2) #2 SOLID BCW (TINNED)
BONDED TO EXISTING MASTER

GROUND BAR (MGB)

I
I
I
I
|
12°x12"1/2" ‘
PLATE (?YP‘) _\ i /@m
T

ANCHORED INTO CONCRETE
W/ 5/8" HILTI-KWIK BOLTS

(MIN 3-3/8" EMBEDMENT)(TYP. OF 4)
(NOTIFY ENGINEER IF SHELTER FLOOR
CONSTRUCTION IS NOT CONCRETE)

Jff.iv.'ﬁi',‘-' oo
|'.v-' : « \/‘

ELEVATION A—A

FIBER DISTRIBUTION BOX 6

SCALE: N.T.S. w

PLAN

NOTE:

EOUIF;MB\IT SHALL BE ANCHORED PER

MANUFACTURERS SPECIFICATIONS.

SPECIFICATIONS

FIBER DISTRIBUTION BOX

HEIGHT

45"

WIDTH

36"

DEPTH

14"

Sprint’
Il :
NETWORK VISION MMBTS LAUNCH

1 INTERNATIONAL BLVD, SUITE 800
MAHWAH, NJ 07495
TEL: (800) 357-7641

@

Alcatel-Lucent

1 ROBBINS ROAD
WESTFORD, MA 01886
TEL: (978) 952-1600

Hudson
Design Groupuc e
1600 OSGOOD STREET

BUILDING 20 NORTH, SUITE 3090 TEL: (978) 557-5553
N. ANDOVER, MA 01845 FAX: (978) 336-5586
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| checkeD By: x |
| AppROVED BY: DPH |
| SUBMITTALS
JRev]  DATE DESCRIPTION BY
3 |05/20/13[FOR CONSTRUCTION BR
2 |05/03/13[FOR CONSTRUCTION SR
1 {04/08/13[ISSUED FOR REVIEW SF

SITE NUMBER:
NMO3XC067

SITE NAME:
ONE CITY CENTER

SITE ADDRESS:
ONE CITY CENTER
PORTLAND, ME 04101

—
SHEET TME

DETAILS

SHEET NUMBER

A—4




