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2009 NFPA: CODE DATA

2009 1BC: CODE DATA

USABLE AREA UNDER RENOVATIONS:

Reviewed for Code Compliance
Inspections Division

CH. 38 BUSINESS (EXISTING BUILDING) Business Occupancy SECTION 403 HIGH RISE ApprosecwiihCand]ons
_ _ - : frey EIGHTH FLOOR: 7,000 S.F. _
TYPE OF CONSTRUCTION TYPE I 0,0,0 (EXISTING) (EXISTING BLDG) BUILDINGS GHTH FL 0 g 09/a0n3
O ~ m ' OCCUPANT LOAD 7,000/100 = 70 NOTES:
OCCUPANT LOAD 7,000 S.F. /100 =70 SF/PP 1. FOR FIRE RESISTANCE RATED NON LOAD BEARING WALLS AND FIRE
RESISTANCE RATED FLOOR ASSEMBLIES, PROVIDE THROUGH PENETRATION FIRE
STOP SYSTEMS THAT ARE PRODUCED AND INSTALLED TO RESIST THE SPREAD
B - - OF FIRE ACCORDING TO THE REQUIREMENTS INDICATED, RESIST PASSAGE OF
EXTERIOR BEARING WALLS g HOUR USE GROUP CLASSIFICATION BUSINESS SMOKE AND OTHER GASES, AND MAINTAIN ORIGINAL FIRE RESISTANCE RATING
, OF ASSEMBLY PENETRATED.
EXTERIOR NONBEARING WALLS HOUR TYPE OF CONSTRUCTION TYPE 11 B (EXISTING)
INTERIOR BEARING WALLS 0 HOUR 2. F~RATED SYSTEMS: PROVIDE THROUGH PENETRATION FIRE STOP SYSTEMS
a- _ ACTUAL FLOOR AREA 12,925 S.F. - RENOVATED WITH F RATINGS INDICATED AS DETERMINED PER ASTM £ 814 BUT NOT LESS
COLUMNS 0 HOUR AREA IS 7.000 S.F THAi\é T;HAT EQ;}AFE,;!-NG OR EXCEEDING FIRE RESISTANCE RATINGS OF
: - ; A CONSTRUCTIONS PENETRATED.
BEAMS, GIRDERS, TRUSSES g HOUR
- : — - 3. T—RATED SYSTEMS: FOR THE FOLLOWING CONDITIONS, PROVIDE THROUGH
FLOOR CONSTRUCTION 0 HOUR TOTAL BUILDING AREA 240,000 SF +/- PENETRATION FIRESTOPS WITH T—RATING INDICATED AS WELL AS F RATINGS AS
| . ‘ DETERMINED PER ASTM £ 814, WHERE SYSTEMS PROTECT PENETRATING ITEMS
| |FLOOR SEPARATION AT ASSEMBLY USE GROUP | HOUR TABLE 503 BUILDING AREA LIMITATION - SQ. FT. | 3 LEVELS @ 23,000 SF PER EXPOSED TO POTENTIAL CONTACT WITH ADJACENT MATERALS IN OCCUPIABLE
| ROOF CONSTRUCTION 0 HOUR LEVEL ALLOWED FLOOR AREAS:
o _ ‘ A. PENETRATIONS LOCATED OUTSIDE WALL CAVITIES.
MECHANICAL / ELECTRICAL ROOMS | HOUR B. PENETRATIONS LOCATED OUTSIDE FIRE RESISTANCE SHAFT ENCLOSURES
_ ‘ C. PENETRATIONS LOCATED IN CONSTRUCTION CONTAINING FIRE PROTECTION
TENANT SEPARATION 0 HOUR RATED OPENINGS. __
. _ 504.2 ALLOWABLE BUILDING HEIGHT INCREASE 155" ALLOWED + 20' FOR D. PENETRATION OF ITEMS LARGER THAN 4 INCH DIAMETER NOMINAL PIPE ' P
MAINE PERS - PARTIAL EIGHTH FLOOR 7,000 S.F. DUE TO SPRINKLER SPRINKLER- TOTAL OR 18 SQ IN IN OVERALL CROSS SECTIONAL AREA. AR C H T E CTS
ALLOWED =75’ 5. PROVIDE THROUGH PENETRATION FIRE STOP SYSTEMS AT ALL EXISTING
TOTAL FLOOR AREA - EIGHTH FLOOR 12,925 S.F. - TOTAL EIGHTH FLOOR , ABANDONED 29 Black Point Road
BUILDING HEIGHT 173" -+/-, 13 STORIES EXIT ACCESS TRAVEL DISTANCE 200'-0" 6. ALL THROUGH PENETRATION PRODUCTS SHALL BE FROM A SINGLE e
SOURCE SUPPLIER.
DEAD END CORRIDORS 200"/ 500" W/ FIRE
FIRE SUPPRESSION YES SUPRESSION SYSTEM
CORRIDOR WIDTH 44"
HAZZARD | HOUR ,
] - STAIRWAY WIDTH 44"
FIRE EXTINGUISHERS PER NFPA 2009
COMMON PATH OF TRAVEL LIMIT 75 FIRE RATING: ,
SEADEND LIV 50 Li4] DEVELOPMENT DATA w
TRAVEL DISTANCE LIMIT 200 NTS Z
= EXTERIOR BEARING WALLS 0 HOUR ol
EXITS <L
STAIR ENCLOSURES 1 HOUR NON-BEARING WAILLS & PARTITIONS 0 HOUR d
SHAFTS 1 HOUR FLOOR CONSTRUCTION 0 HOUR =
o EXTT ACCESS CORRIDORS 0 HOUR _
ROOF CONSTRUCTION 0 HOUR '<
FLAME SPREAD RATINGS: CORRIDORS O HOUR -
INTERIOR FINISH REQUIREMENTS (SPRINKLERED BLDG) STAIR ENCLOSURES 1 HOUR g
WALLS AND CEILINGS CLASSA,BORC SHAFTS THOUR FOR < 4 STORIES &
I EXIT ACCESS CORRIDORS CLASS AORCLASSEB :
UNIT SEPARATION 1 HOUR
INTERIOR FLOOR FINISH REQUIREMENTS MECHANICAL/ELECTRICAL ROOMS 1 HOUR
EXITS CLASS TOR CLASS I (REDUCTION LAUNDRY/STORAGE >100 SF | HOUR
PERMITTED OF ONE CLASS IN SPRINKLERED — _
BUILDING WASTE COLLECTION >100 SF 1 HOUR
T CORRIDORS
N TG Ve T B —— m— A N | A A= I I R T D N A S I == = I I | —
_ S — | REVISIONS
GENERAL NOTES 1. ALL PENETRATIONS OF SMOKE BARRIERS, INTERIOR WALL & CEILING FINISH OESREELE
PARTITIONS, FIRE RATED WALLS AND REQUIREMENTS
o FI.LOORS SHALL BE SEALED WITH PROPER EXIT ENCLOSURES & EXIT PASSAGEWAYS
APPROVED MATERIALS —
CORRIDORS B
ROOMS OR ENCLOSED SPACES C
INTERIOR FLOOR FINISH REQUIREMENTS
b EXIT ENCLOSURES & EXIT PASSAGEWAYS CLASSII l
CORRIDORS CLASS I ) ‘ Q
L GENERAL NOTES 1. ALL PENETRATIONS OF SMOKE BARRIERS, 4 _
PARTITIONS, FIRE RATED WALLS AND FLOORS SHALL ~ / / 1 DATE: 08.07.13
BE SEALED WITH PROPER APPROVED MATERIALS N e N |
- : i ‘ </ _ Oh d0h | PrOjECT # 010613
2. ALL WORK SHALL CONFORM TO LOCAL AND A s . s
STATE CODES, ORDINANCES, AND REQUIREMENTS, - o E] Th | DRAWN BY: DLP
ACCESSIBILITY PER A.D.AAG. O |
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