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[ GENERAL DEMOLTHON NOTES:

1. COORDINATION: PRIOR TO ANY DEMOLITION ALL DEMOLITION WORK SHALL BE COORDINATED WITH ALL NEW CONSTRUCTION
BY ALl TRADES. GENFRAL CONTRACTOR SHALL NOTIFY ARCHEAECT IN WRITING GF ANY AND Atl FIELD CONDITIONS NOT
SHOWN IN THE CONSTRUCRON DOCUMENTS PRIOR TO COMMENCEMENT OF DEMOLITION CONSTRUCTION. IN ABSENCE OF
INFORMATION INDICATING OFHERWISE, CONTRACTOR SHALL BRING AREAS AND SURFACES UP TO STANDARDS OF NEW
CONSTRUCTION IN THE AREAS CALLING FOR NEW CONSTRUCTION.

2. DAMAGE: EXISENG BUILDING, BUILDING SYSTEM OR STE COMPONENTS AFFECTED BY NEW WORK, DEMOLIHON OR WHICH
MAY BE DAMAGED BY THE GENERAL CONTRACTOR CR SUBCOMTRACTORS SHALL BE REPLACED QR RESTORED TO CRIGINAL
COMDITION AND COEOR BY METHODS DESCRIBED N THESE DOCUMENTS, OR AS APPROVED BY THE ARCHITECT.

3. EQUIPMENT AND FIXTURES — NEW OR RELOCATED ITEMS SHALL BE VERIFIED BY CONTRACTOR AS APPROPRIATE 70 THE
ADJACENT AND CONTIGUIQUS CONSTRUCTION PRIOR TO INSTALLATION OR REINSTALLATION. COMTRACTOR SHALL DETERMINE
APPROPRIATE. ANCHORING TYPES UNLESS OTHERWISE INDICATED.

4. PAICHING: AFTER ALL REMOVALS OF WALLS, DOORS, WINDOWS, CEILINGS ANG OTHER COMPONENTS, PATCH AND
PREPARE THE REMAINING EXPOSED DAMAGED SURFACES TO PREPARE FOR NEW WORK AND NEW FINISH. INSTALL PIECED
UNDERLAYMENT 10 FLOORS AT WALL REMOVAL; INSTALL NEW WALLBOARD BY PHCING IN AND FINISHING FLUSH AND FRAMING
OR FURRING AS NECESSARY

5, CONCEALED SPACES: DAMAGED CONSYRUCTION IN CONCEALED SPACES 1S NOT REQUIRED TO BE REPAIRED, EXCEPT AS
REQUIRED TO MAINTAIN, FIRE RATINGS, STRUCTURAL INTEGRITY, WATERPROOFING AND OR HEAT LOSS OR GAIN.

6. PIPE_REMOVALS: AFTER REMOVALS OF PIPING AND OTHER EQUIPMENT, REPAR THE PIPE PENETRATIONS TO MATCH
ADJACENT EXISTING SURFACE AND TO MAINTAIN RATINGS; FILL MOUNTING HOLES AND REPAIR WALL SURFACES.

UCTIONS ENOVATIONS: &
1. LEVEL EXISTING FLOORS TO RECENE NEW FINISHES AS INDICATED N THE DRAWINGS— SEE INTERIOR FINISH SCHEDULE
AND NOTES- AND SHALL BE CERTIFIED AS SUITABLE FOR THE NEW FINISHES BY THE INSTALLER PRIOR TO THE NEW WORK.

9. COVER PIATES: PROVIDE COVER PLATES OVER ABANDONED ELECTRICAL DEVICES, PAINT WITH WALL.

3. FIRE_EXTINGUISHERS: CONTRACTOR SHALL REMOVE EXISTING EXTINGUISHERS AND INSTALL THEM AFTER THEIR WORK.
NEW EXTINGUISHERS AND CABINETS SHALL BE INSTALLED BY THE CONTRACTOR PER CODE. REMOVE EXISTING F.E. AND
REINSTALL. ADD NEW F.E. & CABINET 7O MEET CODE

INSTRUCTIONS FOR_REMOVALS:
1. CONTRACTOR IS RESPONSIELE FOR SECURFY AND PROTECTION FROM DAMAGE AND WEATHER OF ANY EXPOSED BUILDING

COMPONENTS RESULTING FROM DEMOLITION, REMOVALS AND NEW WORK.

2. PLANS: SEE DEMOLITION PLANS FOR DEMOLITION WORK. REFER TO ALL CONSTRUCTION DOCUMENTS FOR COORDINATION
OF DEMOLITION AND NEW WORK. COORDINATE WITH ALL TRADES.

3, VERIFY SYRUCTURAL CONDITIONS WITH DRAWINGS AND ACTUAL CONDIHONS PRIOR TO WALL AND FLOOR REMOVALS.
REPORT DISCREPANCIES 1D ARCHITECT BEFORE PROCEEDING WITH WORK. CONTRACTOR IS RESPONSIBLE FOR SHORING AND
OTHER TEMPORARY SUPPORT METHODS AS MAY BE NEEDED.

4, REUSE/SALYAGE: CONTRACTOR SHALL SALVAGE CERTAIN COMPONENTS FOR LIMITED REUSE TO MATCH EXISTING
CONDITIONS TO PATCH AND REPAIR INCLUDING:
SALVAGE ALL EXISTING PERIMETER BLINDS

5. SALVAGE FOR OWNER: PRIOR TO ANY AND ALL DEMOLIION, CONTRACTOR SHALL MEET WITH OWNERS REPRESENTATVE
TO DEFERMINE REQUIRED SALVAGED ITEMS.

6. CONSULT WH RED THREAD DATA & TELEPHONE SYSTEM VENDOR ON EQUIPMENT 70 BE REMOVED AND RELOCATED,

DEMOLITION NOTES
/01 ] REMOVE DOOR, FRAVE AND AL ASSOCATED HARDWARE. AS REQUIRED FOR NEW CONSTRUCTION. SALVAGE FOR REUSE

/7037 REMOVE WALL AS REQURED FOR NEW OONSTRUCTION.

/03 7 REMOVE EXISTING CEILING GRES, TRE AND ASSOCIATED HARDWARE AS REQUIRED DUE 7O DEMOLITION AND NEW
CONSTRUCTION. SALVAGE ALL CHILING TILES FOR RE-USE

REMOVE ALL WALL FINISHES AND ASSOCIATED ADHESVES AS REQUIRED FOR A SMOOTH AND LEVEL APPLICATION OF NEW
FINISHES

REMOVE AL FLOOR COVERING AND ASSOCIATED ADHESVES, SOIL AND DEBRIS AND PREPARE EXISTING SUBFLOCR AS
[ 05/
REQUIRED FOR SMOOTH AND LEVEL APPLICATION OF NEW FLOORING,

RB{NEWMLBASEMDASSOCIATEDA&ESNES. PREPARE. EXISHING WALL AS REQUIRED FOR SMOUTH AND LEVEL
APPLICATION OF NEW BASE

/077 REMOVE. EXISTING PLUMBING AND CAP ANY EXPOSED) PIPES
/708 "/ REMOVE. VENDOW TREATMENT & ACCESSORES
/G5 ] REMONE EXSTNG LIGHTRG — SAVAGE FOR BULDING ORNER

;10 / REMOVE. EXISTING MILLWORK — SALVAGE FOR RE-USE
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