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This sturdy bridging deck
‘system uses fewer supports to save
you time and labor.

Solld, yetsimple. The ME-1000 Support Systemisthe original nades at the top of each column align the decks during
“bridging deck” performance staging, which uses fewer assembly and automatically connect stage sections without
supports. This altows you to slash setup and leveling time, extra parts or tools. Its compact storage size saves room,
while giving your users a sturdy, rock-solid performance and its madular design gives you the Hexibility to canfigure
platform. Each column of this stage understructure your staging in various sizes and shapes

supports up to four adjcining decks, The tapered locator

1000 support assembly quickiy and easily, witheut the use of tonls.
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PROBUCT

ME-1000 Support System

» Save time with fewer supports to set up and tear down.

« Greatly reduce leveling fima with 759 tewer efements in
contact with the floor,

« Minimize your inktial investment and storage space
fetjuivements because fewer supperts are required.

- Utifize conveniznt, unabstructed starage space beneath the
stage. st

» Save setup time by connecting one to four Deck corners
at a single support calumn (no matter what the stage
configuration},

« Save selup lime because the Detks actomatically align and
the stage sections are automalically connecled as the Dacks
fasten on the conical locatar nodes,

« Eliminate time spent finding and assembling locse parts.

Modular Assemblles

+ Rssemble platiorms {o functien in ususual situations
theaughoul the facility.

Snap-lockBraces ...

+ Save time as horizontal and diagona! braces atlach and
detach quickly and wilkout tools.

+ Perform on stable, woblle-free platform,

Aluminum Constructton

+ Handle the lighter support system more easity fhan a steel
systom.

- Reduce maintenance costs as the tough, air-caft-alloy
compositian and the scratcl-resistant, baked on finish resist

damage.
Quick-Set Helght Se¢lector

- Select stage heights in 2" increments and reference nominal
haights quickly on inner legs.

« Ensure maximum security with large, 578" diameter height
atjustment pin.

Adjustable Screw Feat .

- Compensate for unaven floors with five inchas of easy. fine-
atjustment feveling,

- Save mainlenance costs beeause tough, 34" Acme-thread
screw resists damage {compared fo fypical V" threads).

« Profect foor surfaces with sure-grip 2 7/8” diameter injection
grade urethane pads,

- Configure staging various sizes and shapés for diverse events. |
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Function $iaging support system shall ba easy to set
up and stere and shall provide a stalile, wobhle-free
understructure for a wide variety of events and platform
needs,

Storage Sapparis shall store compartly or example,
supports for a 40" x 60" stage shalk store in 64 square feet}.

Setup Support system shall be assembled withaut tools by as
few as two people,

Locator Nodes Lonical nedes on retractable locator
assemblies shall guide ane, lwo, three or four StaaeRight
Deckis) inte localion and proger alignment on a single
support column. Wilhout tools, clamps er separate
processes, Decks shal fasten in place and stage sections
shall interlock.

Bridging Allernating sections of staging (both front-to-back
and side-to-side} shall be compused of Decks that suspend,
or "bridge”, betwaen support assemblies.

Adjustable Height Height shalt adjust invincrements of
2" withoul teofs. Adjustments shail be executed frem a
standing positicn by raising or lowering the suppart's inner
column,

Constructien Yertical columas shall ba 2" IPS aluminum
pipe. Telescopic fnner legs shall he 27 1S aluminum pipe.
Horizontal and diagenat braces shall be 2 0D, aluminum
holfow bar, Hosizantal and diagonal braces shall attach to
frame by self-locking heoks that encircle nearly 70% of
tube and require manual release {see illustration af right).
Relraclatie locator assembly bodies shall be made of
6061-T6 aluminum extrusion. The locator nodes shall have
1" base diameter ang e made of high-strangth rylon,
axcept the center node (permanently maunted to $he ianar
leq) shalt be made of DKI2IS steel. Height shali adjuslin
increments of 2" withoul tonls. A screw Tout at the base of
each column shiall provide a 5" range of fine adjustment
leveling, Fach screw foot shall have & diameter of no fess
than 34" and bave zinc-platert Acme thraads. The bettom
of the foot shall be moided urethane ne lass than 2 7/8"in
tliameter,

Options Support assemblies shall have an adjustablg height
range of: 247-36," 3248, 38"-56." 487-18," or 78I08°
(Arena Stvle only), Other sizes by special order.

Perfermance Certified. uniformly distributed five-load
capacily of 4000 pounds per 4" x 8" section (125 pounds per
stuars foot},

Patents 14,618,604, #4.845.915, 44843792
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tube and require manual retease.
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All=Terrain 5tyle
AlTerrain Styla for alt variabie
contolrs or ineven surfaces,
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Arena Style
Arena Style for levef
enviranments such as
audiiterioms and
concert hatls,
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