RESET SALVAGED PAVERS
FILL SPACES WITH DRY

CLEAN SAND 1” DRY SAND /
/ CEMENT MIX (6:1)
e, 2" BITUMINOUS PAVEMENT

¢ / v
v w - SAW cuT EXI%TING PAVEMENT .~ / 4
e REPLACE IN KIND PER CITY STANDARDS L

\BQ/ Reviewed for Code Compliance
e Inspectio.nsDivisiqr.w
B Q//_ MDOT 19mm / / Approved with Conditions
MATCH DEPTH  setsmoeis et =5 e N ys e e Date: 10/31/13
UNDER EXISTING g°i°owo°o°g°g 60008 ,,°:>=°ogo;og 3" GRAVEL BASE — MDOT B o
(18” MIN) 000 2 0000l 0, %5 0000 Toi=—— 15" GRAVEL SUB—BASE
e e P EXSTNG GRANITE cuRe
Ug
WHARF STREET COBBLESTONE PAVER ROAD K —=PROTECT TREE AND REPAIR PLANTING BED
/ P ABANDON EXlanc’{ SEWER LINE \\/

RESET SALVAGED BRICKS pd ¢ COORDINATE CAP=AND PLUG WITH CITY SALVAGE QND HARRIMA
FILL SPACES WITH DRY S N pd 59356 SERVICE DEPARTMENT. EXISTING, BRICK SIDEWA P
CLEAN SAND O / e IN KIND"PER CITY STANDARDS

rwx/x/x/y)/_1 DRY SAND / e K3 P S _

MATCH DEPTH \\CEMENT MIX (6:1) e COORDINATE CONNECTION TO WATER MAIN ~ AUBURN  PORTLAND  MANCHESTER
UNDER ADJACENT e > ° oo e 002 2" BITUMINOUS PAVEMENT \ﬁif e S WITH PORTLAND WATER DISTRICT,
WALK (10" MIN) TEmEWEWEmEmEmgm'i MDOT 19mm / P / WTH TAPI:L?:IG SLEEVE AND GATE VALVE /
? |—|||—' —I||—|||—||||—| s ¢ S S ee
GRAVEL BASE - MDOT B g e / %‘( / /
WHARF STREET BRICK SIDEWALK - : 0‘0 N e
yd N
/ < R - GOULD RESTAURANT

BITUMINOUS PAVEMENT ~ PROTECT LIGHT POLE

, E NEW GATE VALVES
1%%” SURFACE — MDOT 12.5mm / AND BOXES
(i 0m o %
BN NEW 6" FIRE SERVICE WATERLINE PORTLAND, MAINE
e e INV.=11.0
°°:°o ° ::Ojco %"\ } . <, . Harriman Project No. 12752

AT SR 3” GRAVEL BASE — MDOT 'B / / NEW 2" DOMESTIC WATERLINE
a:f,; 20092 2o \‘\\/ INV.=11.0 Key Plan

Sogl /— 18" GRAVEL SUBBASE — MDOT D’

(o]

\ Q
gj”‘%

A\

%0 ?,ggoo ° /
o8 G000 o COMPACTED SUBGRADE
SR / // ‘ ABANDON EXISTING * WATERLINE AND COORDINATE
s N CLOSURE AT WATER MAIN WITH PORTLAND WATER DISTRICT.
|IE||EIIEIIEIIEIHEIIIEH|—_
| e EXISTING BRICK SIDEWALK
NOTE: USE THICKNESSES SHOWN OR X\
FORE STREET MATCH EXISTING, WHICH EVER IS GREATER. / d P -
e
PAVEMENT DETAILS N -~
C / -
NOT TO SCALE N / /
NEW PAVED AREA / P -
e _
g -
SAW CUT EXISTING 7
PAVEMENT PRIOR
TO EXCAVATION P /
- TEMPORARY SILT-SAC USED AT CATCH BASINS
" _ P COLLECTING NEW CONSTRUCTION RUN OFF
+°< "= ;"] GRAVEL BASE/
BACKFILL WITH— %> °." - SUBBASE IN
APPROVED EXCAVATED |37 5.2%| ROADWAYS %
MATERIAL COMPACTED |'= S\g =
AS SPECIFIED . <
L D276 MAX = NEW 4" GREASE LINE
MARKER TAPE— - ;,‘:o INV.=11.0
12" ABOVE PIPE - s -o- !
u— b " I n= i: »
GRANULAR PIPE —~{ ~ PIPE_BEDDING -2 539 . NEW 47 VENT LINE
BEDDING MATERIAL [N B NEW 4" SEWER LINE
COMPACTED TO @ 1 & INV.=11.0
95% MAX. DENSITY .‘ NEW GAS LINE IdR—
=l lete ssues an evisions
[ﬁﬁz: | * Mark Date Description
LT Tﬁﬁrﬁﬁ% 2 e NEW COMMUNICATION LINE 52113 75% REVIEW
= <C
2 =7 5-31-13 ISSUED FOR CONSTRUCTION
ADDITIONAL 4" BEDDING e 7-26-13  RE-ISSUED FOR CONSTRUCTION
IF LEDGE ENCOUNTERED a 9-23-13 RE-ISSUED FOR CONSTRUCTION

EXISTING COMMUNICATIONS BOX

NEW 4" SEWER LINE

PIPE TRENCH B1

SALVAGE AND RESET

EXISTING BRICK SIDEWALK

NOT TO SCALE

EXISTING MANHOLE N2 IN KIND PER CITY STANDARDS
8" INV. OUT 9.6 (APPROX) SALVAGE AND RESET \\\\\\\““"”//////
EXISTING FLUSH GRANITE CURB \\\z\ “‘1 ,
§ o X%
o~ :‘ ‘, A
GENERAL DATA FOR BLOCKING STANDARD FITTINGS S 7 OrRaKL 1.2
MINIMUM SURFACE AREA OF CONCRETE BLOCK AGAINST UNDISTURBED EARTH — SQ.FT. SALVAGE AND RESET S¥{ CrapTREE (TZ
EXISTING PAVERS IN KIND Z 1 “No.3ses | =
PIPE HYDRANT, PLUG, PER CITY STANDARDS E % s
/@ ? SIZE CAP, TEE 90° BEND [45° BEND | 22.5° BEND | 11.25° BEND / 2y S
1 7
TWO 24” DIA. CAST —— [ La” oA 4 4 4 46 34 2 R
IRON MANHOLE FRAMES OUTLET 6" 8 10 10 6 8 3 REMOVE ABANDON MANHOLE
WITH HEAVY DUTY GAS= 8" 12 16 14 12 4 AND SEWER LINE. COORDINATE
TIGHT H-20 RATED COVERS | ; 107 18 26 20 16 5 WITH CITY PUBLIC SERVICES DEPT.
Lf_y DIA INLET 2, o R - 20 : EXISTING BRICK SIDEWALK - -
XSTSIS?%\IENT PLAN VIEW 16" 46 64 12
AWAY FROM MANHOLES \ DUCTILE IRON RETAINER
CONCRETE THRUST BLOCK. — GLAND TYP. FOR ALL M.J.
REINFORCED SOCKET CLAMPS AND FITTINGS AND VALVES
4” MIN. PRECAST TIE RODS MUST BE USED
ol — — — CONCRETE FOR VERTICAL BENDS. FULL LENGTH BOTH NEW 1,000 GALLON
—t SEAL SIDES OF BEND GREASE INTERCEPTOR
— INV. IN=10.5 |
/ _ WATERTIGHT INV, 0UT=10.2 ParpE FLC © 2013
4" DIA. | | \\_ Drawn Bv: PLS Harriman Associates
INLET 4” DIA. v
LIQUID LEVEL OUTLET
1 CORE AND SEAL NEW LINES
: “PUSH ON” JOINT INTO EXISTING MANHOLE
© = | NEW INV.=9.7 (APPROXIMATE
i : o N ,_ SITE
4" MIN " PLAN
— 2 SOCKET CLAMPS WITH
\ 3/4” TIE RODS. INSTALL
SAND BACKFILL MECHANICAL JOINT WITHIN 60" OF FITTINGS AND GRAPHIC SCALE z
(M. BEND VALVES. COAT WITH ASPHALT. o 2 s . 20 %
J. 2
1000 GALLON 3 COO 1
IN FEET n
P.C. CONCRETE GREASE TRAP Ad RESTRAINT AT WATER LINE FITTINGS A2 |- - 5 ( )
NOT TO SCALE NOT TO SCALE -




