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GENERAL NOTES 6. WHERE GPDW & STUD PARTITIONS INTERSECT BEAMS OR JOIST, FRAME AROUND Drawing Scales 0 2' 4 6'
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CONTINUITY OF PARTITION TO UNDERSIDE OF DECK. As indicated 14" = 10"
1. SEE SECTIONS AND DETAILS FOR CONNECTIONS OTHER THAN THOSE SHOWN. 7. TOP OF PARTITION CLOSURE DETAILS SHOWN ARE TYPICAL. ACTUAL FIELD 0 4 g" "
o ) CONDITIONS MAY VARY. CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING o —
2. IN TOILET ROOMS WITH GPDW WALLS, PROVIDE 5/8" MOLD RESISTANT GPDW IN ACTUAL CONDITIONS AND MODIFYING CLOSURE DETAILS TO MEET ACTUAL " "
LIEU OF GPDW ON ALL STUD PARTITIONS WITHIN THE ROOM. WHERE THE GPDW CONDITIONS AND MAINTAINING CONTINUITY OF PARTITIONS FROM FLOOR TO DECK 11/2"=1"-0
A20 1 EXTENDS ABOVE THE TOILET ROOM CEILING, PROVIDE MOLD RESISTANT TO A ABOVE.
MIN 8" ABOVE THE CEILING AND USE 5/8" GPDW TO TOP OF THE PARTITION.
8. ALL PARTITION TYPES SHOWN MAY NOT BE APPLICABLE TO THIS PROJECT.
3. IN TOILET ROOMS WHERE GPDW CEILINGS ARE CALLED FOR,
PROVIDE 5/8" MR GPDW ON WOOD STUD FRAMING. 9. PROVIDE 5/8" MOLD RESISTANT GPDW FROM FLOOR TO ROOF OR FLOOR DECK
ABOVE ON INSIDE FACE OF EXTERIOR WALLS. PA/PE: RBB
4. ALL GPDW TO BE TYPE-X GPDW. © 2013 _
10. PROVIDE 3/8" ACOUSTICAL SEALANT JOINT WITH METAL CASING BEAD AROUND Drawn By: CMP Harriman Associates
5. ALL PARTITIONS EXTEND TO UNDERSIDE OF FLOOR OR ROOF DECK. SEAL ALL PERIMETER OF GPDW ASSEMBLIES WHEN ABUTTING DISSIMILAR MATERIALS.
PARTITIONS TO DECK FOR SMOKE & SOUND CONTROL. FILL ALL VOIDS BETWEEN UNLESS NOTED OR DETAILED ELSEWHERE IN THIS SET.
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