
EXISTING SECOND
FLOOR AND FRAMING

EXISTING SECOND
FLOOR AND FRAMING

EXISTING SECOND
FLOOR AND FRAMING

M
ic

ha
el

 C
ha

re
k

A
rc

hi
te

ct
s

25
 H

ar
tle

y 
St

re
et

Po
rt

la
nd

, M
ai

ne
 0

41
03

(2
07

) 7
61

-0
55

6

Sheet

Title

Date: 3/2/17

STAIR PLANS
AND 

SECTIONS

A2

Revisions

Scale: AS NOTED

© 2016  Michael R. Charek, Architect

Te
na

nt
 F

it-
U

p
G

ro
un

d 
an

d 
Fi

rs
t F

lo
or

s

6 
C

ity
 C

en
te

r
Po

rt
la

nd
, M

E 
04

10
1

PLAN NORTH
TRUE NORTH

ISSUED FOR 
PERMIT

1' 2' 4' 8'

GROUND FLOOR PLAN
SCALE: 1/4" = 1'-0"

1

1' 2' 4' 8'

FIRST FLOOR PLAN
SCALE: 1/4" = 1'-0"
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SECTION
SCALE: 1/4" = 1'-0"
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SECTION
SCALE: 1/4" = 1'-0"

4
1' 2' 4' 8'

1' 2' 4' 8'

SECTION
SCALE: 1/4" = 1'-0"
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SECTION
SCALE: 1/4" = 1'-0"
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DN

UP

DN

CONCRETE SLAB

WOOD PLATFORM

9'-0"

DOUBLE JOISTS
UNDER STRINGERS

TOILET ROOMS
BY TENANT

TOILET ROOMS
BY TENANT

3
A2

3
A2

4
A2

4
A2

FRAME IN AND FINISH
OPENING IN FLOOR

TREADS & RISERS
3/4" PLYWOOD WITH
RUBBER TREAD &
RISER

STRINGERS 2 X 12
12" O.C. WITH POINTS

5
A2

6
A2

5
A2

PARTITION:  3 5/8" 20 GA
STEEL STUDS 16" O.C.
5/8" TYPE X GYPSUM
BOARD BOTH SIDES

PARTITION:
20 GA. STEEL STUDS
16" O.C., 5/8" TYPE X
GYPSUM BOARD
BOTH SIDES

PARTITION:
20 GA. STEEL STUDS
16" O.C., 5/8" TYPE X
GYPSUM BOARD
BOTH SIDES

FURRING OVER PIER:
20 GA. STEEL STUDS
16" O.C., 5/8" TYPE X
GYPSUM BOARD ON
STAIR SIDE

CONTINUOUS STEEL
PIPE HANDRAIL

STUD WALL:
2 X 6 WOOD STUDS 16"
O.C., 1 LAYERS 5/8"
TYPE X GYPSUM BOARD
ON EACH SIDE

STUD WALL:
2 X 6 WOOD STUDS 16"
O.C., 1 LAYER 5/8"
TYPE X GYPSUM BOARD
ON STAIR SIDE. ACOUSTIC
INSULATION FULL HEIGHT

STUD WALL:
2 X 6 WOOD STUDS 16"
O.C., 1 LAYER 5/8"
TYPE X GYPSUM BOARD
ON RETAIL SIDE

STUD WALL:
2 X 6 WOOD STUDS 16"
O.C., 1 LAYER 5/8"
TYPE X GYPSUM BOARD
EACH SIDE. ACOUSTIC
INSULATION FULL HEIGHT

STUD WALL:
2 X 6 WOOD STUDS
16" O.C., DOUBLE 
TOP PLATE

2 X 4 @ 16" O.C. STUD
WALL SUPPORT FOR
PLATFORM AT EACH
END OF JOISTS

2 X 4 @ 16" O.C. STUD
WALL SUPPORT FOR
PLATFORM AT EACH
END OF JOISTS

  

PLATFORM:
2 X 8 WOOD JOISTS
16" O.C., 2 LAYERS
3/4" PLYWOOD

PLATFORM:
2 X 8 WOOD JOISTS
16" O.C., 2 LAYERS

3/4" PLYWOOD

EXISTING FLOOR
FRAMING

16 EQUAL RISERS
11" TREADS

16 EQUAL RISERS
11" TREADS

HEADER: (2) 2 X 12
SUPPORT ON FLOOR
AND ON FURRING ON
MASONRY WALL

HEADER: (2) 2 X 10
SUPPORT ON NEW WALL
AND ON FURRING  ON
MASONRY WALL

EXISTING JOIST

(2) 3 5/8" 20 GA STEEL
STUDS SET INSIDE TOP
TRACK, SECOND TRACK
BELOW STUDS

BOTTOM TRACK
SET ON HEADER

FLOOR OPENING
TO BE COVERED
WITH 2 LAYERS
3/4" PLYWOOD

PSL COLUMNS
WRAPPED IN
5/8" GYPSUM
BOARD

  

3 1/2" X 5 1/2"
PSL COLUMN
IN PARTITION

  

3 EQUAL RISERS
11" TREADS

GUARD WALL:
20 GA. PARTITION 3 5/8" STEEL STUDS
16" O.C., 5/8" GYPSUM BOARD
EA. SIDE. BRACE TO FLOOR WITH
MIDWALL KNEE BRACE KIT 3 5/8"
OR EQUAL AT END AND MIDDLE.
PAINTED WOOD CAP, TOP OF WALL
42" ABOVE LANDING

CONT. STEEL PIPE
HANDRAIL BOTH
SIDES

FRAME AND FINISH STAIR
AND LANDING SAME AS STAIR
AND LANDING TO FIRST
FLOOR 

TENANT CASEWORK

ANGLED
PORTION

2 X 6 CLEAT  

2 LAYERS 3/4"
PLYWOOD

1'
-7

 1
/2

" ±

STAIR HEADER:
(3) 2 X 12

ALIGN NEW STUD
WALL WITH FACE
OF EXISTING BEAM

EXTEND GYPSUM BOARD
UP TO DECK ON BOTH
SIDES OF EXISTING BEAM

2 X 4 STUDS 16" O.C.
WALL FROM SLAB UP
TO UNDERSIDE OF
STAIR HEADER AND
NEW FLOOR JOISTS

(2) 3 5/8" 20 GA STEEL
STUDS SET INSIDE TOP
TRACK, SECOND TRACK
BELOW STUDS

(2) 3 5/8" 20 GA STEEL
STUDS SET INSIDE TOP
TRACK, SECOND TRACK
BELOW STUDS
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BOTTOM OF JOIST

BOTTOM OF JOIST BOTTOM OF JOIST

1'
-7

 1
/2

"
9'

-2
"

10
'-9

 1
/2

"

10
'-9

 1
/2

"

13
'-0

" ±

13
'-0

" ±

13
'-0

" ±

10
'-0

"

10
'-0

"

3'
-0

"

1'-0"

1'-0"

6 
7/

8"
 ±

11" 1"

3'
-6

"

10
'-0

"

10
'-0

"

EXISTING
MASONRY
WALL

EXISTING
MASONRY
WALL

EXISTING
MASONRY
WALL

EXISTING BEAM -
PROVIDE 1 LAYER 5/8"
TYPE X GYPSUM BOARD
ON RETAIL SIDE

FRAME AND FINISH
FLOOR BETWEEN
EXISTING AND NEW
HEADERS

CONTINUOUS
STEEL PIPE
HANDRAIL BOTH
SIDES, TYP.

CONTINUOUS
STEEL PIPE

HANDRAIL BOTH
SIDES, TYP.
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