PROJECT NOTES

Inspections Division
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Date: _
WALL LEGEND
1. SCOPE OF WORK: SHALL INCLUDE THE REMOVAL/ RELOCATION OF 1 EXISTING COMMERCIAL STREET ENTRY DOOR.
2. HISTORIC PRESERVATION APPROVAL HAS BEEN OBTAINED. EXISTING WALL
PROPOSED WALL
3. ALL NEW WORK SHALL CONFORM TO THE CITY OF PORTLAND INSPECTIONS, FIRE, ZONING & HISTORIC PRESERVATION OFFICES.
FIRERATEDWALL ®© 0000000600600 060 o
4. ANY FIRE ALARM WORK SHALL BE INSTALLED ACCORDINGLY TO MEET NFPA 72, CITY OF PORTLAND & STATE FIRE MARSHAL REQUIREMENTS. WALL TO BEREMOVED ——————————
54)(0155]901\1 5. ALL FIRE RATED WALL PENETRATIONS SHALL BE UL APPROVED.
1
STREET 6. VERIFY EXISTING SPRINKLER HEAD COVERAGE FOR ADDED ENCLOSED AREA. ADD NEW SPRINKLER HEAD AS REQUIRED PER NFPA 72.
7. HVAC DUCT WORK AS SHOWN ON PLANS W/ UL APPROVED FIRE WALL PENETRATIONS
8. CONTACT THE ARCHITECT PRIOR TO WORK SHOULD DISCREPANCIES BE DISCOVERED DURING THE BUILDING PROCESS.
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