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ON—OFF SWITCH PROVIDED BY HOOD
CABLING REQUIREMENTS FOR PHOENIX POINT—OF—SALE: SERVER MANUFACTURER MOUNTED ON THE
CATEGORY 6 NETWORK CABLING (CAT 6) TO SUPPORT GIGABIT (1000T) NETWORK (OR CAT 5E) MUST BE IN PLACE AND ANSUL PANEL. WIRING BY ELECTRICAL
TERMINATED AT YOUR LOCATION PRIOR TO EQUIPMENT INSTALLATION. CONTRACTOR
THE NETWORK SWITCH/ROUTER IS THE CENTRAL LOCATION FOR ALL CABLING. 120V A-2/4/6 A-8/10/12 A-14/16/18 120V. 120V.
POS — —r — — — —r DATE DESCRIPTION
INDIVIDUAL NETWORK CABLE MUST BE RUN FOR EACH WORKSTATION, SERVER, KPS UNITS, CALLER ID AND ALL POS PRINTERS WORK CALLER ID BOX :
AND LABEL PRINTER TO THE ROUTER. STATION b —|—|— —|= R T
THE PHONE LINES FOR THE CALLER ID BOX MUST BE ANALOG LINES AND SHALL BE INSTALLED BY THE TELEPHONE OR LOW |
VOLTAGE WIRING CONTRACTOR. THE LINES NEED TO CONNECT TO THE CALLER ID BOX PROVIDED BY FIREFLY. A NETWORK POS PRINTER
CABLE MUST BE RUN FROM THE CALLER ID BOX TO THE NETWORK SWITCH. THIS BRINGS CALLER ID INFORMATION TO THE
PHOENIX POINT-OF—SALE SYSTEM. - 11 11 M?GNETIC STARTER
. W/AUX. CONTACT BY
ELECTRICAL REQUIREMENTS FOR PHOENIX POINT—OF—SALE: POS = HOOD MANUFACTURER MOTION MOTION
THESE REQUIREMENTS MUST BE IN PLACE BEFORE THE INSTALLER ARRIVES. THESE ELECTRICAL REQUIREMENTS MUST BE WORK o D—MARC
FULFILLED IN ORDER TO VALIDATE THE EQUIPMENT WARRANTY! STATION = smgH ¢ ‘ . PANEL
'_
«  DEDICATED ELECTRICAL CIRCUITS ARE REQUIRED FOR THE PHOENIX SYSTEM. THESE CIRCUITS ARE TO BE USED &
EXCLUSIVELY FOR THE COMPUTERS, PRINTERS AND OTHER APPROVED ELECTRONIC DEVICES. 505 PRINTER NOTE: DISCONNECT DISCONNECT DISCONNECT DISCONNECT DISCONNECT
GRIDDLE SWITCH SWITCH SWITCH SWITCH SWITCH
¢ THE OUTLETS MUST BE ISOLATED AND HAVE ISOLATED 3RD WIRE GROUND. THE STANDARD PRACTICE IS TO MAKE THESE PRINTER (2) ELECTRICAL CONTRACTOR TO I
OUTLETS ORANGE IN COLOR TO INDICATE THAT THEY ARE ISOLATED/GROUNDED. EEECER%LFLYZHXLEDRLSES , '
POS GRIDDLE FAN. ALL WIRING BY
¢ A MINIMUM OF ONE 20 AMP BREAKER FOR THE SERVER, 1ST WORKSTATION, BATTERY BACK UP, AND LASER PRINTER. :
AN ADDITIONAL 20 AMP BREAKER IS REQUIRED FOR EVERY 3 ADDITIONAL WORKSTATIONS. g?fﬁON PRINTER (1) ELECTRICAL CONTRACTOR. EIEE'CA-:-FSICAL
¢ EACH TERMINAL REQUIRES 1 OUTLET (A BATTERY BACK UP OR SURGE STRIP WILL BE USED). $ CONTROL
SHAKE PANEL
¢  KITCHEN PRINTERS MUST BE INCLUDED ON THE DEDICATED CIRCUIT AND WILL REQUIRE AN OUTLET IF NOT NEAR A POS PRINTER PRINTER
TERMINAL.
e FAX MACHINES, TELEPHONES, AND OTHER TECHNOLOGY EQUIPMENT CAN BE USED ON THIS DEDICATED CIRCUIT ALSO, POS CABELING AND ELECTRICAL
BUT NOTHING WITH A MOTOR OR A COMPRESSOR.
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