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102 EXCHANGE STREET

PORTLAND, ME 04101

207-842-2888

KAPLANTHOMPSON.COM


60 PARRIS ST.

PORTLAND, ME 04101

PARRIS


TERRACES


46 Forrest Avenue

Portland, ME 04101

p: 207-774-4614

f:  866-793-7835

STRUCTURAL :

400 Commercial Street, Suite 404

Portland, ME 04101

p: 207 772-2891

CIVIL :

PROJECT:


FOR
CONSTRUCTION

87 Main Street

Yarmouth, ME 04096

p: 207 846-4966

LANDSCAPE :

MECHANICAL :

PO Box 4175

Portland, ME 04101

p: 207 835-4060

ELECTRICAL :

10 Forest Falls Drive, Unit 4B

Yarmouth, ME 04096

p: 207 847-9280

1 Avon Road

Cape Elizabeth, ME 04107

p: 207-415-0707

OWNER REP :

CONDENSER UNITS LOCATED

ON WALL CONCEALED BY

BALCONY BALUSTRADE
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FOUNDATION

16'

1st FLOOR

27'-6"

2nd FLOOR

38'

3rd FLOOR

48'-6"

4th FLOOR

59'
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EXPOSED CONCRETE
FOUNDATION WALL RUBBED
PAINTED FINISH

ELEVATOR SHAFT OVER-RUN ROOF
ACCESS HATCH

SIDING TYPE - 3, TYP.


SUPPLY EXHAUST

ALL OUTSIDE CORNERS
TREATED WITH MTL. OUTSIDE

CORNER TRIM PAINTED TO
MATCH SIDING SEE SPEC.

METAL DRIP EDGE

TRASH ROOM ACCESS DOOR
TO BE PAINTED TO MATCH
SURROUNDING CLADDING

ROOF OVERFLOW
SCUPPER
LOCATION

APPROX. FACE OF
NEIGHBORING STRUCTURE

WEATHERING STEEL PLANTERS GRANITE STEPS
CONCRETE PAD

SIDING TYPE - 3, TYP.


SIDING TYPE - 2, TYP.


SIDING TYPE - 4, TYP.


SIDING TYPE - 3, TYP.


E.5

1.0 2.A 2.B 

H.8'-10"

1.0 4.A 4.B

1.0 4.B4.A 

H.8'-10"

3.0 3.0 

4.B 4.A 

E.2

1.0 2.A 2.B 

H.8'-10" 

1.0 4.A 4.B 4.B4.A 

H.8'-10"

2.C 

4.B4.A 

EGRESS DOOR

METAL DRIP EDGE

ROOF HATCH

SIDING TYPE - 1

VINY WINDOWS, EXTERIOR PTD. COLOR TBD

WEATHERING STEEL PLANTERS


SE.1

E.7

E.4

4.C

E.2

E.2

E.4

1.0 2.A 2.B 

H.8'-10"

1.0 4.A 4.B 4.B4.A 
E.4 E.2

12

4

3
A-5.4

#DrgID
#LayID

1
A-5.3

2
A-5.3

6
A-5.5

1
A-5.5

3
A-5.5

2
A-5.5

SEE LANDSCAPE PLAN FOR TREE SPEC.

AVERAGE GRADE CALCULATIONS


SOUTHEAST

SOUTHWEST

NORTHWEST

NORTHEAST

TOTAL

26.782'

26.901'

22'

21.509'

97.192' / 4

= 24.298' AV. GRADE ELEV.

SEE A-1.1 FOR LOCATIONS

0 2' 4' 8'
SCALE: 1/4"   =    1'-0"1
EAST ELEVATION


EXTERIOR CLADDING SCHEME 

SIDING KEY

TYPE - 1  FIBER CEMENT LAP SIDING, PTD

TYPE - 2  VERT. EASTERN WHITE CEDAR, BLEACHING OIL

TYPE - 3  HORIZ. EASTERN WHITE CEDAR w/ SPACING PER: A-5.4

TYPE - 4  MDO PANEL, PTD.


