XHAUST FAN INFORMATION - Job#2762446
FAN
UNIT | TAG FAN UNIT MODEL # cFM ESP. | RPM | HP. |BHP.| @ [vOLT | FLA | DISCHARCE WEIGHT  Isones "
. eviewed for Code Campllance
3 Inspections Division
1 USBI18BD-RM 2200 2500 | 1357 | 3000 {16320 1 | 230 | 170 1128 FPM 482 20 %1;?8(/%‘7
?N OPTIONS Datez  —— —
AN
UNIT| TAG OPTION (Qty. - Descr)
ND.
1 - B8 - 24’ Discharge Extenslion.
1 - BI ~ Discharge Orientation Vertical Upper Left - CW Inlet Side.
1~ Full Crating For Exhoust Fons
{ ~ Utlity Set Grease Cup
1 1 - 3 Year Extended Motor Warranty
1 ~ Extra Set of Belts
1 - BI18 - Intet Ring Used To Connect Mon-Factory Duct.
1 - Utility Set - Spring Vikration Isolators - BI12 Thru B8 / Equivalent Sized
Utitity Set ~ Indoor/Outdoor use.
AN _ACCESSORIES
FAN EXHAUST SUPPLY
UNIT | TAG
NO, GREASE|GRAVITY| WALL |  SIDE  |GRAVITY|MOTORIZED | WALL
CUP | DAMPER |MOUNT |DISCHARGE| DAMPER | DAMPER |MOUNT
1 YES
AN SQUND INFORMATION
FAN
ot | moTOR | RPM | LwaA |sones | pea | DISTANCE | netave 1) ocTave 2|DCTAVE 3|DCTAVE 4| OCTAVE S| OCTAVE 6 | OCTAVE 7| OCTAVE 8
N
1 | Exhoust | 1357 | 841 20 726 5 825 83.7 835 82.7 78.7 747 66.9 618
EAN #1 USBUSBD-RM =~ EXHAU A
35
FEATURES:
T e % i 2 - RODF MOUNTED FANS
| - RESTAURANT MODEL
‘ EXTENSION - 508
! - uL762
24 ~ HIGH HEAT DPERATION DIRECT DRIVE 350°F 176°C)
L1 sier st ma N :g}; I;i::;‘GEZERATmN BELT DRIVE 350°F <176°C)
~ GREASE CLASSIFICATION TESTING
N 8 - 2 DRAIN
- MOTOR WEATHER COVER
N ~ FULLY SEALED SCROLL HOUSING
. ver U s E=2ER - SCROLL ACCESS DOOR
PEEEED - FLANGE 1 1/4° - 11 THRU 20,
42 1/8° 40 5/8° - FLANGE 2° - 24 THRU 36.
' [PTIONS
: BI18 - 24’ DISCHARGE EXTENSION,
BI - DISCHARGE DRIENTATION VERTICAL UPPER LEFT - Cw INLET SIDE.
2 DRAIN— FULL CRATING FOR EXHAUST FANS
H UTILITY SET GREASE CUP
3 YEAR EXTENDED MOTOR WARRANTY
pre EXTRA SET OF BELTS
BI18 - INLET RING USED TO CONNECT NON-FACTORY DUCT,
26 14 31 7/8° 1 UTILITY SET - SPRING VIBRATION ISOLATORS -~ BIl2 THRU BIIB / EQUIVALENT
3 e SIZED UTILITY SET - INDOOR/QOUTDOOR USE.
(6> ISOLATORS = USBII@ THRU 36 NORMAL_TEMPERATURE TEST BELT DRIVE
EXHAUST FAN MUST OPERATE CONTINUDUSLY
WHILE EXHAUSTING AIR AT 350°F (176°C)
UNTIL ALL FAN PARTS HAVE REACHED
THERMAL EQUILIBRIUM, AND WITHOUT ANY
DETERIORATING EFFECTS TO THE FAN WHICH
CUSTOMER APPROVAL TO MANUFACTURE: WOULD CAUSE UNSAFE OPERATION.
A d as Noted
Appmve uim Z;E won Ta g JOB Back Bay Grill = Fan
pproved w “xceptlon Taken
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