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WEST ELEVATION

SCALE: 1/4" = 1'-0"4'-0"

FIBER CEMENT

PANEL SIDING

FIBER CEMENT

PANEL SIDING

GLAZED

CURTAINWALL

SOLAR SHADE

GUTTER

DOWNSPOUT

DOWNSPOUT

DOWNSPOUT

ROOF EDGE

OVERHANG

CORNICE

CONCRETE STAIR W/

42" S.S. GUARDS AND

36" HANDRAILS

DUMPSTER

ENCLOSURE - SEE

CIVIL

CORNICE

WALL SCONCE

LIGHT FIXTURE -

TYP.

G

E E
I

H
THRIFT STORE

SIDEWALK

ROOF SCUPPER -

TYP.

ARC BEYOND

SEE CIVIL FOR

FENCING &

LANDSCAPING

1
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SOUTH ELEVATION

SCALE: 1/4" = 1'-0"4'-0"

J

REWORK BRICK TO

ACCOMMODATE NEW

WINDOW. REFER TO LINTEL

SCHEDULE THIS SHEET

CONDENSING UNIT.

REFER TO MECH

DWGS FOR MOUNTING

GLAZED

SPANDREL

PANEL

COMPLETELY REMOVE PAINT &

CLEAN EXISTING BRICKWORK

THIS ENTIRE ELEVATION

MIN.

ERV INTAKE - SEE

MECH DWGS.

ERV EXHAUST. LOCATE MIN.

3-0" AWAY FROM OPERABLE

WINDOW OPENINGS. SEE

MECH DWGS.

NEW LINTEL INSTALLATION IN EXISTING BRICK
NO SCALE

LESS THAN 4'-0

4'-1 TO 5'-4

5'-5 TO 6'-6

LINTEL PER WYTHE

L3 1/2x 3 1/2x 1/4

L5x 3 1/2 x 1/4

JAMB EXTENSION

4"

L6x 3 1/2 x 1/4

4"

6"

GALV. STEEL LINTEL
PER SCHEDULE

EXISTING BRICK
MASONRY WALL TO TO
REMAIN

GROUT AS NEEDED.

REMOVE AND REPLACE
EXISTING BRICK AS
NEEDED.

SAWCUT NEW OPENING OR
TURN-IN BRICK AT CORNERS
AS NEEDED.

NEW OPENING

JAMB EXT.
PER SCHEDULE

* FOR OPENINGS GREATER THAN LISTED, SEE PLAN OR CONTACT EOR.
** ALL TEMPORARY SHORING BY G.C. -TYP.

OPENING SIZE*

GENERAL NOTES:

1. TOP OF PARAPET TO ALIGN WITH TOP OF EXISTING
CORNICE AT ARC. CONTRACTOR TO VERIFY EXISTING
CORNICE HEIGHT PRIOR TO ISSUING STRUCTURAL SHOP
DRAWINGS.

2. BUILDING ENVELOPE MOCK-UP TO DEMONSTRATE
AIR/VAPOR BARRIER CONNECTIONS, WINDOW
INSTALLATION, FIBER CEMENT PANELING LAYOUT, AND
CRITICAL INTERSECTIONS BETWEEN ROOF, WALL, AND
FOUNDATION. MOCK-UP TO BE INSTALLED IN
ACCORDANCE WITH SPECIFICATIONS.

PROVIDE REMOVABLE

GUARDRAIL AT

DUMPSTER

8/A501
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SEE 11/A505 FOR PIPE

PENETRATIONS

THROUGH BRICK

SEE 12/A505 FOR

DUCT PENETRATIONS

THROUGH BRICK
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NOTE: REVISION CLOUDS INDICATE CHANGES FROM THE APPROVED SITE PLAN APPLICATION DRAWINGS DATED 9/9/2016.
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