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EXISTING WALL FINISH

REPAIR AND PAINT

GWB RETURN

SEALANT AND BACKER ROD

'MUD' TYPE MTL J-BEAD

'MUD' TYPE MTL CORNER BEAD

PT 1X STRAP FASTENED TO CONCRETE

HUNG CEILING GRID AND TILE

3-1/2" RIGID INSULATION

PT 2X4 FASTENED TO CONCRETE

SHIM BACKER ROD AND SEALANT

CLEAR SPACE BETWEEN EXISTING CONCRETE AND AWNING

MINIMUM CLEAR SPACE BETWEEN CURTAINWALL AND AWNING

OVERSIZED (2X2) AWNING TUBE  (SPAN ACROSS WIDTH OF CURTAINWALL)

POWDERCOATED FINISH FASTEN TO BUILDING

WITH STAINLESS STEEL HARDWARE

FLAME RETARDANT - UV RESISTANT AWNING FABRIC (SUNBRELLA OR ARCHITECT APPROVED EQUAL)

OVERSIZED (2X2) AWNING TUBE (SPAN ACROSS WIDTH OF CURTAINWALL)

POWDERCOATED FINISH FASTEN TO BUILDING

WITH STAINLESS STEEL HARDWARE

EXISTING CONCRETE REPAIR, CLEAN, PREP, PRIME AND PAINT

FIBERCEMENT SIDING PANEL

PROVIDE 1X4 PT FURRING 16" O.C.

EXISTING WALL FRAMING TO REMAIN

18" WIDE STRIP OF ADHERED SHEET WATERPROOFING

APPROVED FOR CONCRETE AND BURIED APPLICATIONS

SEAL NEW SLAB TO EXISTING AND FOUNDATION WALL

EXISTING SLAB AT BOTTOM OF RAMP

NEW RAISED SLAB AT ENTRY

NEW PAVER LANDING

SLOPE AWAY

FROM BUILDING

MEMBRANE ADHERED FLASHING BELOW

DOOR SILL LAP OVER WALL WATERPROOFING

ADA ACCESSIBLE DOOR SILL

SET IN CONTINUOUS BEADS OF SEALANT

OVERSIZED ADA HEIGHT

DOOR BOTTOM FRAME

SWEEP

FINISHED FLOOR

PAINTED WOOD

JAMB TRIM

SLOPE AWAY

FROM BUILDING

2
"

DRAINAGE PLANE

FACTORY FINISHED METAL LAMINATED PANEL (OMEGA -LITE)

FACTORY FINISHED EXTRUDED MTL

J-MOULDING (WITH WEEPS) BY SIDING PANEL

MANUFACTURER - COLORMATCH PANEL

FASTEN INTO FRAMING

ADHERED FLASHING TO BOTTOM OF WALL AND UP FACE 6"

MINIMUM CLEARANCE FROM PANEL TO GRADE

SHEATHING

MTL STUD WALL FRAMING (SEE STRUCTURAL DRAWINGS)

NEW PAVERS

TUCK UNDER TOWER

8" CRUSHED STONE

BED UNDER TOWER

BASE PLATE DETAIL SEE STRUCTURAL DRAWINGS

FACTORY FINISHED EXTRUDED MTL

REVEAL 'H-MOULDING' BY SIDING PANEL

MANUFACTURER - COLORMATCH PANEL

FASTEN INTO FRAMING

SET PANEL IN SEALANT INTO EXTRUSION PER

PANEL MANUF. INSTALLATION INSRUCTIONS

SHEATHING

DRAINAGE PLANE

FACTORY FINISHED METAL LAMINATED PANEL (OMEGA -LITE)

SEALANT AT JOINTS ABOVE AND BELOW BASEPLATE

A5-1

DETAILS
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1

3"=1'-0"

SECTION DETAIL AT DOOR SILL

2

3"=1'-0"

SECTION DETAIL AT CURTAINWALL HEAD AT CONCRETE FRAME

4

3"=1'-0"

SECTION DETAIL AT BASE OF TOWER WALL

5

3"=1'-0"

SECTION DETAIL AT HORIZONTAL PANEL JOINT


