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1. TYPE IIl CONSTRUCTION )
2. PERNFPA 6.1.4 - OCCUPANCY CLASSIFICATION: DAY CARE = EXISTING WALL 7
3. INSTALL EXIT SIGNS ABOVE ALL EXTERIOR DOORS AND CORRESPONDING SIGNAGE IN HALLWAYS.
4 INSTALL EMERGENCY LIGHTING AT ALL HALLWAYS AND EXIT AREAS PER NFPA.
5. STAIRWAYS TO BE ENCLOSED IN 2 HR FIRE SEPARATION. _NEWWALL
6. STOTTO REMAIN WITH PARTIAL RECONFIGURATION,
EXISTING TREADS: 11" _~
NEW INFILL FLOORIN
EXISTING RISERS: 7 3/4" DORING ——
WIDTH: 3'-4 1/2"
EXISTING STAIR AND RECONFIGURED BOTTOM (2) STEPS TO MEET REQUIREMENTS PER NFPA TABLE 7.2.2.2.1.1(h)
RECONFIGURED LANDING TO MEET REQUIREMENTS PER 7.2.2.3.2
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@ 16" 0C 14-33" = 84"
______________ R
UL__ NOTE: PARTITION TO EXTEND TO GWB CEILING ABOVE, = Wizt v/ 7 I ~
EXISTING RUBBLE FIRE TAPE AND CAULK AS REQUIRED AT T~ T i
PENETRATIONS AND EXISTING GWB CEILING < L~ |
— FOUNDATION WALL WINDOW ABOVE. — | e | | |
SILL @ 94 1/2" AFF ] T~ |l UP: 2 RISERS @ 7" |
U ~ 4
Wll' 5/8" GWB (EA. SIDE) i i REFRIGERATOR i - B
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ACOUSTIC BATT | | 7
INSULATION, TYP. EXISTING 36" RANGE — I Izl l =
rommmm - W/NEW UL300A TYPE HOOD, I 1 STORAGE |
| COORD VENT LOCATION ABOVE IN FIELD REFRIGERATOR — o :
| Lo |
U] -- / NGTE: PARTITION TO EXTEND TO GWB CEILING ABOVE, | ] CHEST FRECZER ~
2X WOOD STUDS FIRE TAPE AND CAULK AS REQUIRED AT | ~ |l EXISTING o | B0ILER ROOM
o @ 16" 0C PENETRATIONS AND EXISTING GWB CEILING e — = DISHWASHER L |
o % | NO PROPOSED CHANGES
M//% T0 EXISTING BOILER ROOM
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UL#305 NOTE: PARTITION TO EXTEND T0 GWB CEILING ABOVE, g 1 % “ 5" STEP <T
2X WOOD STUDS FIRE TAPE AND CAULK AS REQUIRED AT % i
6[] M|N @ 16" OC PENETRATIONS AND EXISTING GWB CEILING - % % o
[o05 ] ;f ________________ _/ )
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ARTlTlUN NUTES ] %?_ ________________ :/ __________________________ o
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1. REFER TO ROOM FINISH SCHEDULE FOR FINISH SURFACE TREATMENT AND CEILING HEIGHTS ASSOCIATED WITH PARTITIONS. T3 %
2. PROVIDE WOOD BLOCKING BETWEEN ALL STUDS TO REINFORCE GWB WALLS AT THE FOLLOWING LOCATIONS: /71| S % EXISTING TREADS (e
A | BEHIND ALL DOORS RECEIVING WALL MOUNTED BUMPERS (DOORS INDICATED AS SWING AGAINST WALL). W % Ll
B | AT ALL WALLS SCHEDULED TO RECEIVE WALL HUNG CABINETS. SHELVING, FIXTURES, ACCESSORY AND BASE CABINETS. b % ———————————————— % )
3. STUD SPACING SHOWN ON PARTITION TYPES IS MINIMUM STANDARD. i % o
L PROVIDE ACOUSTICAL SEALANT BENEATH ALL STUD RUNNERS AND AROUND ALL PENETRATIONS IN WALLS WITH SOUND BATTS. | | o+  m|) e e =
5. ALL BATHROOMS, JANITOR CLOSETS & KITCHENS TO HAVE 5/8" MOISTURE RESISTANT GWB/AND OR TILE BACKERBOARD. N[~z ——————————"—"—"—"1 " 71¢C | o ! 7 N B — o
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02 03 T - // EXISTING LANDING: 3'-4 1/2" X 3'-4 1/2" = "
EXISTING CIELING FRAMING, PROVIDE FIRE I y @13 14" AFF .
BLOCKING WHERE REQUIRED, VIF. ' 1 I’e — =53
REUSE AND RELOCATE H U NEW TREAD: 6 5/8" RISE, 11" RUN =
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JUUR SCHEDULE NOTE: REWORK EXISTING STAIR STO1 PER ) ! s
NFPA STANDARDS, SEE GENERAL 3 ! o — L 2
DOOR NOTES FOR MORE INFORMATION. LeY——————————1 03 — = z
MARK LOCATION = DESCRIPTION = MODEL | WIDTH |HEIGHT | THICK | MATERIAL  HARDWARE = RATING NOTES ~ I~ = =
001 001 FLUSH TBD 30" | §-8" 13/8" HDF PRIVACY - - > N ! = 2y
003 003  FLUSH-PAIRED TBD 60" | §-8" 13/8" HDF PRIVACY AN 341" N\ B-4%" Lo o = i
007 007 FULSH TBD 30" | §-8" 13/8" HDF PRIVACY - - iy ui O = T ES
‘ S———€ > EXISTING COLUMN Y I = T g
NUTES : Z D — 1] =S
1. GENERAL CONTRACTOR SHALL CONFIRM ALL JAMB DEPTH DIMENSIONS PRIOR TO PLACING THE DOOR ORDER. — +/- 340" T0 WALL BEYOND SH 22 yz, £
2. ALL GLASS TO BE TEMPERED AS REQUIRED BY CODE. = S g3 S s
3. CONFIRM CLEAR OPENING DIMENSIONS AT ALL EXISTING EGRESS DOORS. VERIFY THEY MEET ANY ADA REQUIREMENTS S \L\_/\/ = & S —  zi
g
] a
: PROPOSED FLOOR PLAN ad <t
SCALE: 1/2" = 10" ae E




