
GFI GFI GFI 

EXISTING UPPER AND BASE

CABINETS RELOCATED


FROM EXISTING LAB


C2


A-700


B2


A-700


ULTRASONIC

CLEANER (OFOI)


INSTRUMENT

WASHER (OFOI) 

2' - 6"


PROVIDE NEW

FILLER PANEL


SCRIBE TO WALL


GFI GFI GFI


EXISTING UPPER AND BASE

CABINETS RELOCATED


FROM EXISTING LAB


P P P


2' - 6" 

C2


A-700


B2


A-700


FREEZER, VACC

AND SPECIMEN

FRIDGES (OFCI)


INSULIN FRIDGE

(OFCI)


PHLEBOTOMY

CHAIR (OFOI)


D P


BASE CABINET RELOCATED

FROM EXISTING LAB


B2


A-700


GFI GFI GFI 

2' - 6" 

2'
 - 

10
"


1'
 - 

10
"


2'
 - 

6"
 

30"

30"


C 
15"

30"

30"


C 
15"

24"

30"


B 
15"

34"

30"
L 

18" 34"

30"
L 

18" 34"

24"
H 

18"

C1


A-700


2'
 - 

10
"


3'
 - 

4"



2' - 0"


WD FRAME


1/4" TEMPERED GLAZING


P


30"

84"


CC 
15"

A3


A-700


PLAM COUNTER - SCRIBE AND SEAL

EDGES TIGHT TO WALL


1/4" SLIDING TEMPERED GLASS


EXTENSION HANDLE TYP


2" GROMMETS: COORDINATE

WITH EQUIPMENT LOCATIONS


RADIUSED PLAM TRANSACTION

COUNTER - SCRIBE AND SEAL

EDGES TIGHT TO WALL


320


COUNTERTOP SUPPRT

BRACKETS


1x WOOD TRIM


SLIDING GLASS DOOR TRACK


S
LI

D
IN

G
 G

LA
S

S
 

3'
 - 

4"
 

* 

F
IX

E
D

 G
LA

S
S




7"



WOOD GLASS STOP WITH

CONTINUOUS SEALANT EACH SIDE


2x BLOCKING


1 x WOOD TRIM


1/4" TEMPERED GLASS


R
.O

.


4'
 - 

4"



5 1/2"


8"


WOOD WRAP

CENTER SUPPORT

FOR COUNTERTOP


2 '
 - 

5"

 2 '

 - 
10

"


C7


A-500


WALL BRACKET

SUPPORT 

FIXED GLASS PANEL


SLIDING GLASS PANEL


D D 

1x MAPLE TRIM FINISH TO

MATCH FLUSH DOORS- TYP


2 '
 - 

5"



29"

18"
N 

24" 29"

18"
N 

24"
2' - 8 1/2"
2' - 8 1/2" 

1


A-700


1


A-700


P P 
D P


COPIER (OFOI)


D 

WORK DESK (OFOI)


P 

36"

30"


C 
15"

36"

30"


C 
15"

4 '
 - 

6"
 

2 '
 - 

6"



7'
 - 

0"



C1


A-700


P


12" VERTICAL

GRAB BARS


ELECTRONIC

SCALE (OFOI) 

P


2' - 0"


3 '
 - 

4"



PROVIDE IN

WALL BLOCKING 

C7


A-500


FIXED GLASS PANEL 

SLIDING GLASS PANEL 

WOOD WRAP COUNTER

TOP SUPPORT


1x MAPLE TRIM FINISH TO

MATCH FLUSH DOORS -TYP


2 '
 - 

10
" 

3 '
 - 

4"
 

7 "



2 '
 - 

10
" 

1 '
 - 

10
" 

2 '
 - 

6"



FILLER PANEL


18"

30"


B 
15"

34"

18"
H 

24"

ADA


GFI 

2 '
 - 

6"



1'
 - 

10
" 

2'
 - 

10
" 

18"

30"


B 
15"

34"

18"
H 

24"

GFI


A3


A-700


FLOOR LEVEL 

F 

SEE SCHEDULE


8" 6"


S
E

E
 S

C
H

E
D

U
L
E




8
"


3
6
" 

SEE SCHEDULE


S
E

E
 S

C
H

E
D

U
L
E




DOOR TYPES: 

NON-RATED DOORS - 

NL 

GL1


RATED DOORS - GL2


1 

SEE SCHED 

2
"


2"


TYPICAL FRAME


4
' -

 0
" 

1' - 6" 

5
' -

 0
"


1' - 0" * 

* WITH BOTH

CLOSER AND A

LATCH


PUSH SIDE 

PULL SIDE 

FRONT APPROACH 

3
' -

 6
"


5
' -

 0
" 

a



PUSH SIDE 

PULL SIDE 

HINGE SIDE APPROACH 

3' - 0" a 

4
' -

 6
" 

b



3' - 6" b 

4
' -

 0
" 

*


* WITH BOTH CLOSER AND

A LATCH


3
' -

 6
" 

4
' -

 0
"


PUSH SIDE


PULL SIDE


LATCH SIDE APPROACH


2' - 0"


2' - 0"


4
' -

 0
" 

* 

* WITH

CLOSER


* 
4
' -

 6
"


NOTES:

1.  INFORMATION TAKEN FROM 2010 ADA STANDARDS FOR ACCESSIBLE DESIGN, CHAPTER 4, SECTION 404.

2.  ALL DIMENSIONS PROVIDED ARE MINUMUM DIMENSIONS.


1' - 10"


1. ALL DOORS MUST OPEN TO A FULL 90° (OR MORE WHERE INDICATED).


2. MAINTAIN A 4" MINIMUM CLEARANCE (UNLESS OTHERWISE SHOWN IN


PLAN) BETWEEN DOOR JAMB AND ADJACENT PARTITION.


3. MAINTAIN CONTINUITY OF SMOKE AND RATED PARTITIONS AT FRAMES.


4. CONTRACTOR TO COORDINATE DOOR VISION PANEL CUT-OUT


W/ HARDWARE CUTOUTS.


5. REFER TO SPECIFICATIONS FOR HARDWARE SET TYPES.


6. ALL RATED DOORS AND SMOKE DOORS SHALL BE POSITIVE LATCHING.


7. MANUFACTURER'S INSTALLATION INSTRUCTIONS SHALL BE AVAILABLE

ON THE JOB SITE FOR ALL RATED DOOR ASSEMBLIES.


8. HAND ACTIVATED DOOR OPENING HARDWARE SHALL BE CENTERED

BETWEEN 30 INCHES AND 44 INCHES ABOVE THE FLOOR.


GENERAL NOTES 

NOTE:

1. LOCATE JAMB ANCHOR ABOVE HINGE

REINFORCEMENTS AND JUST BELOW TOP

REINFORCEMENT. CLIPS ON STRIKE SIDE TO

OCCUR DIRECTLY OPPOSITE HINGE SIDE

ANCHORS.


SUITABLE FASTENERS


FLOOR 

FLOOR ANCHORS


FLOOR W/ NO


LESS THAN TWO 

SECURED TO


20 GA. STEEL STUDS STRUCTURE 

RUNNER FASTENED


W/SCREWS TO STUDS


JAMB ANCHORS


(TYPICAL)


PROVIDE ACOUSTIC BATT

INSULATION IN DOOR

FRAME THROATS ALL

SIDES


1/2"


SEALANT
SEALANT 

2 "



5/
8"




1/2" 

VARIES, SEE PARTITION TYPE


PACK FRAMES WITH ACOUSTICAL

FIBERGLASS INSULATION


PARTITION TYPE AS

SCHEDULED


PACK FRAMES WITH ACOUSTICAL

FIBERGLASS INSULATION


SEALANT AT PERIMETER BOTH

SIDES


HOLLOW METAL FRAME AS

SCHEDULED


JAMB ANCHORS PER MANUFACTURER'S

RECOMMENDATION


STUDS, RUNNER, AND SUPPORT


DATE:
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 1/4" = 1'-0"

A4 

DENTAL EQUIP PROCESSING

 1/4" = 1'-0"


A5 
CLINICAL LAB CASEWORK


 1/4" = 1'-0"

A6 

PHLEBOTOMY ALCOVE

 1/4" = 1'-0"


A1 
DENTAL EXAM CASEWORK


 1/4" = 1'-0"

B8


WAITING BORROWED LITE TYPE BL1


 1/4" = 1'-0"

A7


CORRIDOR 015 CASEWORK


 1 1/2" = 1'-0"

C7


CHECK IN COUNTER


 1/4" = 1'-0"

B2 

CHECK-IN 002 STAFF SIDE

 1/4" = 1'-0"


B4 
CHECK-IN 002 WORK


 1/4" = 1'-0"

A2 

MED ROOM 022


 1/4" = 1'-0"

B5 

SCALE ALCOVE

 1/4" = 1'-0"


B1 
CHECK-IN PATIENT SIDE


 1/4" = 1'-0"

A3 

EXAM ROOM #5 (ISOLATION)


 1/4" = 1'-0"

B6 

LARGE EXAM / COUNSEL

 1/4" = 1'-0"


B7 
STORAGE CABINET


DOOR SCHEDULE 

DOOR # ROOM NAME 

DOOR SIZE


GLAZING TYPE 

FRAME FRAME DETAILS HARDWARE

GROUP FIRE RATING COMMENTS
TYPE MATERIAL WIDTH HEIGHT TYPE MATERIAL HEAD JAMB SILL


Level 1


001A WAITING NL WD 3' - 6" 7' - 0" 1 HM 7


001B WAITING NL WD 3' - 6" 7' - 0" 1 HM 7


002A CHECK-IN NL WD 3' - 0" 7' - 0" 1 HM 1


002B CHECK-IN NL WD 3' - 0" 7' - 0" 1 HM 1


003 STAFF TEAM ROOM NL WD 3' - 0" 7' - 0" 1 HM 1 SOUND GASKETING


004 DENTAL EXAM F WD 3' - 0" 7' - 0" 1 HM 1 SOUND GASKETING


005 EXAM #1 F WD 3' - 6" 7' - 0" 1 HM 1 SOUND GASKETING


007 EXAM #2 (TRIAGE) F WD 3' - 6" 7' - 0" 1 HM 1 SOUND GASKETING


010 STAFF LOUNGE / MTG ROOM F WD 3' - 0" 7' - 0" 1 HM 7


011 DENTAL EQUIP PROCESSING NL WD 3' - 0" 7' - 0" 1 HM 3A


013 SOILED F WD 3' - 0" 7' - 0" 1 HM 3 C LABEL


014 CLINICAL LAB NL WD 3' - 0" 7' - 0" 1 HM 3A


015 CORRIDOR F WD 3' - 0" 7' - 0" 1 HM 6


020 EXAM #5 (ISOLATION) F WD 3' - 6" 7' - 0" 1 HM 1 SOUND GASKETING


022A MED ROOM F WD 3' - 0" 7' - 0" 1 HM 3


022B MED ROOM F WD 3' - 0" 7' - 0" 1 HM 3 SOUND GASKETING


024 EXISTING TOILET F WD 3' - 6" 7' - 0" 1 HM 2 UNDERCUT DOOR 2"


 1/4" = 1'-0"

D2


DOOR TYPES

 1/4" = 1'-0"


D1 
FRAME TYPES


 3/8" = 1'-0"

C3


z_Door Swing Clearances

 1/2" = 1'-0"


C1 
TYPICAL DOOR FRAMING


 3" = 1'-0"

E5 

HEAD DETAIL-TYP


 3" = 1'-0"

D5


JAMB DETAIL-DOUBLE RABBET FRAME


ISSUED FOR CONSTRUCTION 07-26-2017


11/03/17


