
REMOVE MASONRY WALL

REMOVE WOOD COLUMNS, TYP

REMOVE MASONRY WALL

REMOVE MASONRY FOR OPENING FOR
NEW STOREFRONT GLAZING SYSTEM.
COORDINATE OPENING SIZE WITH NEW
STOREFRONT GLAZING SPEC. PREPARE
OPENING FOR NEW STOREFRONT
GLAZING SYSTEM.

REMOVE OVERHEAD DOOR

REMOVE MASONRY FOR OPENINGS FOR
NEW DOORS. COORDINATE OPENING

SIZE WITH NEW DOOR SPEC. PREPARE
OPENINGS FOR NEW DOOR

INSTALLATION.

REMOVE WOOD COLUMNS, TYP

REMOVE MASONRY WALLS

REMOVE SHELVING

REMOVE MEZZANINE AND
MEZZANINE FRAMING

STEEL PIPE COLUMNS TO REMAIN

REMOVE ROOF AND
ROOF TRUSSES
(EAST SIDE  OF

BUILDING ONLY)

ROOF TO REMAIN REMOVE ROOF

REMOVE ALL INTERIOR
PARTITIONS, DOORS AND

EQUIPMENT
DEMOLISH (APPROX. 6,925 SF)
BUILDING TO EAST, INCLUDING
BUT NOT LIMITED TO SLAB,
INTERIOR AND EXTERIOR WALLS,
FINISHES, DOORS,  WINDOWS,
ROOFS, CEILINGS, PLUMBING
FIXTURES, ELECTRICAL FIXTURES,
FURNISHINGS AND EQUIPMENT

.1
.2

D.

B.

C.

A.

REMOVE APPROX. 36" OF
ROTTEN ROOF DECKING

AND REPLACE

REMOVE MASONRY FOR
OPENING FOR NEW

STOREFRONT GLAZING
SYSTEM - COORDINATE

SIZE WITH NEW
STOREFRONT GLAZING

SPEC

7'
-9

"

REMOVE EXISTING MASONRY
WALL AND ASSOCIATED
WINDOWS AND DOORS TO
EXTENTS INDICATED

3'
-9

"

REMOVE MASONRY FOR OPENING FOR NEW
STOREFRONT GLAZING SYSTEM - COORDINATE

SIZE WITH NEW STOREFRONT GLAZING SPEC

REMOVE ROOF
AND BAR JOISTS

REMOVE ALL INTERIOR
PARTITIONS, DOORS,
WINDOWS AND EQUIPMENT

EXISTING ADJACENT BUILDING

REMOVE MASONRY WALLS AND ROOF
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 1/8" = 1'-0"
1 BUILDING A DEMO PLAN

 1/8" = 1'-0"
2 BUILDING B DEMO PLAN

 1/8" = 1'-0"
3 WAREHOUSE DEMO PLAN


