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Date:

SPECIFICATIONS

THE RESTAURANT FIRE SUPPRESSION SYSTEM SHALL BE THE PRE-ENGINEERED
€ WITH A FIXED NDZZLE AGENT DISTRIBUTION NETWORK. IT SHALL BE LISTED
WITH UNDERWRITERS LABORATORIES, INC. CUL>

THE SYSTEM SHALL BE CAPABLE OF AUTDMATIC DETECTION AND ACTUATION
WITH LOCAL OR REMOTE MANUAL ACTUATION, ACCESSORIES SHALL BE AVAILABLE
FOR MECHANICAL OR ELECTRICAL GAS LINE SHUT-DFF APPLICATIONS.

THE EXTINGUISHING AGENT SHALL BE A POTASSIUM CARBONATE, POTASSIUM
ACETATE-BASED FORMULATION DESIGNED FOR FLAME KNOCKDOWN AND SECUREMENT
OF GREASE RELATED FIRES. 1T SHALL BE AVAILABLE IN PLASTIC CONTAINERS
WITH INSTRUCTIONS FOR LIQUID AGENT HANDLING AND USAGE.

THE REGULATED RELEASE MECHANISM SHALL BE COMPATIBLE WITH A FUSIBLE
LINK DETECTION SYSTEM. THE FUSIBLE LINK SHALL BE SELECTED ANj

INSTALLED ACCORDING TO THE OPERATING TEMPERATURE IN THE VENTILATING
SYSTEM, THE FUSIBLE LINK SHALL BE SUPPDRTED BY A DETECTOR BRACKET/
LINKAGE ASSEMBLY.

PLENUM PROTECTION
NDZZLE

APPLIANCE PROTECTION
NOZZLE REHMOTE MANUAL
PULL STATIDN

REMOVABLE STAINLESS
STEEL SERVICE DOOR

AGENT TANK

OPTIONAL PRE-WIRED ELECTRICAL
TERHINAL BIX WITH TERHINAL STRIPS,
3-PHASE CONTACTORS AND LIVERLUADS

QF APPLICABLE) FAN AND LIGHT
CONTROL PANEL DEM RELEASE/

ERACEET ASSEMBLY

TYPICAL ANSUL R—102 SYSTEM LAYOUT

09/20/117
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