Reviewed for Code Compliance
Inspections Division
Approved with Conditions.

Date:

FIELD CUT EXHAUST RISER
HANGING ANGLE

20° CAPTRATE SDLO
FILTER WITH HOOK

3" INTERNAL STANDOFF

IT IS THE RESPONSIBILITY

OF THE ARCHITECT/OWNER TO
ENSURE THAT THE HOOD CLEARANCE
FROM LIMITED-COMBUSTIBLE

AND COMBUSTIBLE MATERIALS

IS IN COMPLIANCE WITH

LOCAL CODE REQUIREMENTS.

GREASE DRAIN
WITH REMOVABLE CUP
LEFT AND RIGHT QUARTER END PANELS

CUSTOMER APPROVAL TO MANUFACTURE:
Mogroved ax Noted [m]
Apprered elth WO Excoption Talen [m]
Ruviee ond Resubeit [u]
Your Titie Date
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SCREW [N COMPACT FLUORESCENT BULB, LSS
SERIES E26 CANOPY LIGHT FIXTURE - HIGH
TEMP ASSEMBLY, INCLUDES CLEAR THERMAL

AND SHOCK RESISTANT GLOBE
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HOOD BLE

FIELD WRAPPER 18.00° HIGH
(SEE HODD OPTIONS TABLED
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24 NOM.

IS

BACKSPLASH 80.00" HIGH
X 72.00" LONG

48.0° MAX
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EQUIPMENT
BY OTHERS
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09/20/117

CAPTIVEAIRE

JOBLeovitt and Sons — ex only ri

LOCATION PORTLAND, ME,

OATE  1/27/2017 JOB § 2895983

DG 4 3 DRA4WN BYBFC-21

REV. SCALE 3/8" = 1'-0°




