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ASSEMBLY INSTRUCTIONS

HANGING ANGLE MUST BE SUPPORTED WITH 1/2° - 13 TPIL
GRADE 5 (MINIMUM) ALL-THREAD. SANDWICH HANGING
ANGLES AND CEILING ANCHOR POINTS WITH 1/2" GRADE 5
(MINIMUM> STEEL FLAT WASHERS AND l/E’ - 13 T

GRADE 5 (MINIMUM> HEX NUTS AS SHOWN, MUST L

DOUBLED HEX NUT CEONFIGURATION BENEATH HEIEID HhNGlNG
ANGLES AND ABOVE CEILING ANCHORS. MAINTAIN 1/4° OF
EXPOSED THREADS BENEATH BOTTOM HEX NUT. TORQUE
ALL HEX NUTS TO 57 FT-LBS,

FULL LENGTH
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OBIMID STEEL.

EMBLY INSTRUCTI[N:

HANGING ANGLE MUST BE SUPPDRTED WITH 1/2° - 13 TPI
GRADE 5 (MINIMUM> ALL-THREAD. SANDWICH HANGING
ANGLES AND CEILING ANCHOR POINTS WITH 1/2° GRADE S
CMINIMUM) STEEL FLAT WASHERS AND 1/2¢ - 13 TPI
GRADE S (MINIMUM> HEX NUTS AS SHOWN. MUST USE
DOUBLED HEX NUT CONFIGURATION ABOVE CEILING
ANCHORS, SINGLE HEX NUT BENEATH HANGING ANGLE IS
ACCEPTABLE FOR FULL LENGTH HANGING ANGLES.
MAINTAIN 1/4° OF EXPODSED THREADS BENEATH BOTTOM
HEX NUT. TORQUE ALL HEX NUTS TO 57 FT-LBS.

JOBLeavltt and Sons — ex only rl
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