PROTECT EXISTING STRUCTURES ;‘ ON-SITE SOIL MANAGEMENT

SAWCUT PAVEMENT IN STREET. ADJUST FRAMES AND - 7/ 1. ENVIRONMENTAL INVESTIGATIONS AT THE PROJI
>' FROM CURB LINE GRATES AND MODIFY TO - REVEALED THE PRESENCE OF POTENTIALLY COl
ACCOMMODATE NECESSARY (TYP) P MATERIALS ASSOCIATED WITH PREVIOUS DEVEL Reviewed or Code Comptince
- OF THE PROPERTY. A SOIL MANAGEMENT PLAN Inspections Dvsion
PROTECT PROPERTY PREPARED AT THE REQUEST OF MAINE DEPART! Approvsdnih Koo
MARKERS AND MONUMENTS ENVIRONMENTAL PROTECTION (MDEP) UNDER TI pate: 07/30/15
DURING CONSTRUCTION - RESPONSE ACTION PROGRAM (VRAP). UNDER TI
(SEE NOTES) = PLAN, THE FOLLOWING PROCEDURES MUST BE FOLLOWED;
— 2. MDEP MUST BE NOTIFIED IN ADVANCE OF ANY EXCAVATION WORK AT
- THE SITE.
| 3. ALL SUBSURFACE WORK MUST BE PERFORMED UNDER THE
SUPERVISION OF A QUALIFIED ENVIRONMENTAL PROFESSIONAL.
%Cégﬁ;iﬁ_sg CF;\'LSON _ - " PROTECT EXISTING 4. PROCEDURES OUTLINED IN THE SOIL MANAGEMENT PLAN (SMP) AND
— = N RELEVANT MDEP GUIDELINES MUST BE ADHERED TO THROUGHOUT
AND DEPTH OF SERVICE — / WOODEN GUARDRAIL i CONSTRUCTION.
_ - (SEE.NOTES)
D) —— N EXISTING CONDITIONS:
_ - 1. EXISTING CONDITIONS INFORMATION HAS BEEN COMPILED FROM
( RGINAL WAY | FIELD SURVEYS BY OWEN HASKELL, INC. AND FST AND FROM
MA RECORD INFORMATION PROVIDED BY THE CITY OF PORTLAND AND
GOVERNING UTILITY COMPANIES.

WARRANT THAT THE UTILITIES ARE IN THE EXACT LOCATIONS
SHOWN, ALTHOUGH THEY ARE LOCATED AS ACCURATELY AS
POSSIBLE FROM THE AVAILABLE INFORMATION. IT IS THE

‘& | 50 rete | r] REMAIN (SEE NOTES) UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE AREA,
REMOVE SIGN AND % """""" EITHER IN SERVICE OR ABANDONED. THE SURVEYOR DOES NOT
— FOUNDATION

REMOVE CONCRETE
PAD

-— =

— {
v — \\ REMOVE PAVEMENT
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AT LIMIT OF WORK ‘

‘ - REMOVE BILLBOARD RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE LOCATION
e m AND FOUNDATION AND DEPTH OF ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION,
‘ \| AND TAKE SUCH MEASURES CONSIDERED PRUDENT TO PROTECT

I

[ s ) |
REMOVE PAVEMENT 2. ALL UNDERGROUND UTILITIES SHOWN ON THESE PLANS HAVE BEEN
- (SEE NOTES) PROTECT EXISTING LOCATED FROM FIELD SURVEY INFORMATION AND RECORD PLANS.
] - / X ~ CATCHBASIN TO THE SURVEYOR MAKES NO GUARANTEE THAT THE UNDERGROUND
|
|

SUCH UTILITIES DURING AND AFTER CONSTRUCTION OF THE WORK.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIRING, OR
) 7/ RESTORING AND EXISTING UTILITIES DAMAGED DURING

Y EXCAVATE TEST PITS 7 CONSTRUCTION. CALL 1-888-DIGSAFE.

@/ TO CONFIRM LOCATION BUILDING TO REMAIN

* AND DEPTH OF SERVICE SEE ARCHITE GENERAL NOTES
(pLANS) CHITECTURAL 1. THE CONTRACTOR SHALL NOT BEGIN WORK UNTIL ALL REQUIRED

l\ LOCAL, STATE AND FEDERAL APPROVALS HAVE BEEN OBTAINED.

t 2. THE CONTRACTOR SHALL BE HELD SOLELY RESPONSIBLE FOR

/7 |‘ UNDERTAKING THE WORK IN A SAFE AND EFFICIENT MANNER, IN
ACCORDANCE WITH ALL APPLICABLE LOCAL, STATE AND FEDERAL

=\ \ \ \\ \ \\
\ \ \ \ \ | REGULATIONS. ALL WORK AREAS SHALL BE CLEARLY DELINEATED
: \ \ | AND FENCED APPROPRIATELY TO PREVENT UNAUTHORIZED ACCESS.
\ \ l OPERATION OF CONSTRUCTION EQUIPMENT OUTSIDE FENCED
EXISTING SEWER (FROM

AREAS SHALL BE MINIMIZED TO THE EXTENT PRACTICAL. ALL
/ CITY RECORDS TO BE REMOVE GAS METER \
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AND PIPING (SEE NOTES) EQUIPMENT OPERATION OUTSIDE OF CONSTRUCTION AREAS SHALL
ABANDONED FROM REMOVE PAVEMENT EXISTING ABANDONED

TRAFFIC CONTROL. THE SITE SHALL BE LEFT SECURE AND IN A SAFE
AND ORDERLY MANNER AT THE END OF EACH WORK DAY.
4 3. THE CONTRACTOR SHALL PROVIDE ALL MATERIALS AND PERFORM

! ALL WORK NECESSARY TO MAINTAIN SAFE VEHICULAR AND
gg rrerss PEDESTRIAN ACCESS TO AND FROM THE SITE DURING

O T Z CONSTRUCTION.
4. TRAFFIC CONTROL MEASURES, WHERE NECESSARY SHALL CONFORM
/ TO THE STANDARDS SET FORTH IN THE MANUAL FOR UNIFORM
REMOVE UTILITY POLE REMOVE EXISTING CB TRAFFIC CONTROL DEVICES (LATEST EDITION), PUBLISHED BY THE
AND OVERHEAD WIRES SALVAGE FRAMES AND FEDERAL HIGHWAYS ADMINISTRATION.
(SEE NOTES) GRATES FOR RE-USE REMOVE EXISTING 5.MATERIALS NOTED FOR REMOVAL SHALL BE REMOVED AND
aYP) BUILDING AND
FOUNDATION (SEE NOTES)

DISPOSED OF OFF-SITE AT A LICENSED FACILITY, AT THE

CONTRACTOR'S EXPENSE.

6. MATERIALS NOTED FOR SALVAGE SHALL BE REMOVED AND

STOCKPILED FOR THE OWNERS USE AT AN ON-SITE LOCATION TO BE

PROVIDED BY THE OWNER. SALVAGED MATERIALS SHALL REMAIN

PROPERTY OF THE OWNER.

7. SURVEY PINS AND MONUMENTS IN AND ADJACENT TO THE AREA OF

WORK SHALL BE PROTECTED DURING CONSTRUCTION. ANY

DAMAGED SURVEY MONUMENTS SHALL BE REPLACED AND RE-SET

BY A LICENSED LAND SURVEYOR AT NO EXPENSE TO THE OWNER.

8. AT LOCATIONS WHERE PAVEMENT REMOVAL IS SHOWN, THE FULL
DEPTH OF ASPHALT PAVEMENT SHALL BE REMOVED, FREE OF
UNDERLYING SOIL MATERIAL, AND DISPOSED OF AT A LICENSED
OFF-SITE FACILITY.

. AT LOCATIONS WHERE STRUCTURE AND FOUNDATION REMOVAL IS
SHOWN, THESE SHALL BE REMOVED TO A MINUMUM DEPTH OF
THREE FEET (3.0FT) BELOW FINISHED GRADE. EXCAVATIONS WITHIN
FIVE FEET OF BUILDING FOOTPRINTS SHALL BE BACKFILLED WITH

—— PROTECT EXISTING CATCH STRUCTURAL FILL. AT OTHER LOCATIONS, EXCAVATIONS SHALL BE

BASIN TO REMAIN (SEE NOTES) BACKFILLED WITH SUITABLE ON-SITE SOIL MATERIAL.

10. COORDINATE REMOVAL OF ELECTRICAL WIRING AND EQUIPMENT
WITH CENTRAL MAINE POWER COMPANY.

11. COORDINATE REMOVAL AND REPLACEMENT OF GAS EQUIPMENT
WITH UNITIL.

12. WHERE CATCH BASIN STRUCTURES ARE TO REMAIN AND FRAMES

. — EXISTING PIPE TO REMAIN RE-SET TO NEW GRADE, THE CONTRACTOR SHALL REMOVE AND

REPLACE ALL BRICK RISER COURSES BETWEEN THE CONCRETE

STRUCTURE AND FRAME AND GRATE.
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PLAN REFERENCES

1.  EXISTING CONDITIONS FROM THE BOUNDARY SURVEY ON MARGINAL
WAY, KENNEBEC STREET & FOREST AVENUE PORTLAND MAINE MADE
FOR ATLANTIC NATIONAL TRUST BY OWEN HASKELL, INC. DATED
01.16.2014.

PROTECT EXISTING
STRUCTURE. ADJUST FRAME
AND GRATE AS NECESSARY

2. BEARINGS ARE BASED ON MAINE STATE PLAN COORDINATES NAD 83.
3. OWNERS OF RECORD:

TAX MAP 34-C-9
ATLANTIC BAYSIDE INVESTMENTS, LLC

DEED BOOK 31304 PAGE 031 SAWCUT PAVEMENT 2' FROM

CURB LINE, REMOVE AND
< REPLACE CURB AND
~ SIDEWALK ENTIRE LENGTH ON
\ PROJECT SITE
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