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A
19.

A
ll w

ork shall conform
 to the requirem

ents of the International Building C
ode (2003 IBC

) and other codes having jurisdiction.

T
he structural design of the building is based on the full interaction of all its connected parts, including all reinforced concrete.  N

o
provisions have been m

ade for any tem
porary conditions that m

ay arise during construction prior to the com
pletion of the structure.

T
he contractor shall be responsible for adequate design and construction of all form

s, shoring and tem
porary bracing during the

progress of the project.

T
he inform

ation show
n on the structural draw

ings is intended for this project only and shall not be used for any other purpose.
C

hanges to structural docum
ents (including notes, details, plans, and specifications) shall not be m

ade w
ithout w

ritten approval from
Price Structural Engineers, Inc. (PSE).

C
ontractor(s) shall provide experienced jobsite supervision to ensure that com

ponents are installed in accordance w
ith the structural

draw
ings and standards of quality w

orkm
anship.

T
he structural docum

ents for this project (including notes, details, draw
ings, and specifications) are interdependent.  U

se of som
e but

not all of the structural docum
ents or changes to structural docum

ents w
ithout the w

ritten approval of PSE is not perm
itted.

Principal openings through structural com
ponents are show

n on these draw
ings.  The C

ontractor shall exam
ine the project draw

ings for
the required openings, as he shall provide for all openings w

hether or not show
n on the structural draw

ings, and shall verify size and
location of all openings w

ith other project requirem
ents.  A

ny deviation from
 the openings show

n on the structural draw
ings shall be

brought to PSE's attention for approval.

A
lternate connection details m

ay be used if such details are subm
itted to PSE for review

 and w
ritten acceptance is granted.  H

ow
ever,

PSE shall be the sole judge of acceptability and the contractor's bid shall anticipate the use of those specific details show
n on the

draw
ings.  The contractor shall be responsible for the design of any alternate details w

hich he proposes.

W
ork not indicated on a part of the draw

ings but reasonably im
plied to be sim

ilar to that show
n at corresponding places, shall be

included.  D
o not scale from

 draw
ings.

T
he contractor shall be com

pletely responsible for the safety of adjacent structures, property, and the public.  The contractor shall
com

ply w
ith all Federal, State, and Local requirem

ents.

A
ll contractors are required to exam

ine the draw
ings and specifications carefully, visit the site and fully inform

 them
selves as to all

existing conditions and lim
itations, prior to subm

itting their bid.  Failure to visit the site and fam
iliarize them

selves w
ith the existing

conditions and lim
itations w

ill in no w
ay relieve the successful bidder from

 furnishing any m
aterials or perform

ing any w
ork in

accordance w
ith draw

ings and specifications (w
ith no additional cost to the O

w
ner).

Except w
here noted on the structural draw

ings, see architectural draw
ings for dim

ensions and locatio
ns of new

 m
aterials.

See draw
ing S1.1 for abbreviations.  See project specifications for additional requirem

ents.

W
here conflicts exist betw

een codes, specifications, or draw
ings, the m

ore stringent requirem
ents shall govern.  N

otify PSE im
m

ediately
w

hen such conflicts are discovered.

Fire code provisions are not contained on structural draw
ings.  See other project docum

ents for requirem
ents.

Substitutions for specified m
anufactured m

aterials shall not be m
ade w

ithout w
ritten approval from

 PSE.  M
anufactured m

aterials shall be
installed in accordance w

ith m
anufacturer's requirem

ents and recom
m

endations.

Subm
ittals containing variations from

 the structural docum
ents shall have such variations boldly labeled so that they m

ay be specifically
review

ed by PSE.  V
ariations not labeled in this m

anner shall not be considered approved, regardless of the status indicated by the shop
draw

ing subm
ittal stam

p.

Stored m
aterials shall be stacked on pallets in a m

anner that prevents distortion or dam
age, above the ground, covered and kept in a

dry condition.  N
ew

 m
aterials shall be installed plum

b, level and square, unless noted otherw
ise.

Include provision and installation of elevator support beam
s, guide rails, em

bedm
ents, inserts, and other m

aterials required by elevator
m

anufacturer, as part of project bid.

PSE  has perform
ed the structural design of the structural com

ponents only for this project, as designated by the structural draw
ings.

Structural docum
ents do not contain provisions for nonstructural features including fire protection, A

D
A

 disability access, drainage,
em

ergency egress requirem
ents, flashing, finishes, ventilatio

n, w
atertightness, soundproofing, or any other sitew

ork, architectural,
m

echanical, electrical or environm
ental features.
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N
o foundations shall be placed in w

ater or on frozen ground.

A
ll footing excavations are to be finished by hand.  A

ll finished foundation excavations shall be inspected by the project forem
an before

any concrete is placed.  Bedrock surfaces shall be sw
ept clean and loose debris rem

oved prior to placem
ent of footings on bedrock.

Backfill adjacent to grade beam
s and pile caps shall be Foundation Backfill w

ith gradation as follow
s:

                                             3 inch                                                                             100
%

                                            N
o. 40                                                                         0

%
  70%

                                           N
o. 200                                                                         0

%
  5%

Slabs on grade shall bear on 12inch thick layer of Structural Backfill or 3/4inch crushed stone.  Structural Backfill shall conform
 to:

                                             3 inch                                                                             100
%

                                           1/4inch                                                                         0
%

  70%
                                           N

o. 200                                                                         0
%

  10%

Structural fill shall be com
pacted in 6" (m

ax) lifts to 95
%

 o
f its m

axim
um

 dry density in accordance w
ith A

ST
M

 D
1557.

C
rushed sto

ne shall consist o
f clean angular fragm

ents of quarried ro
ck w

ith uniform
 quality and co

nform
 to M

D
O

T 703.22 Type C
.

M
axim

um
 stone size shall be 1".

U
nless otherw

ise noted, all foundation units shall be centered under supported m
em

bers.

W
here foundation elem

ents are to have fill on both sides, each side shall be filled and com
pacted sim

ultaneously, m
aintaining a com

m
on

elevation such that com
pacted fill on one side of the foundation does not exceed m

ore than 12" above the com
pacted fill on the other

side.

C
ontractor shall provide continuous drainage by m

echanical m
ethods to control surface and underground w

ater as required during
construction, so that all excavations are dry.  W

ater level shall be m
aintained at 12 inches below

 bottom
 of excavations at all tim

es.

R
em

ove existing foundations to at least 3 feet below
 bottom

 of proposed slabs and foundations.

A
ll holes in foundation w

alls shall have plastic sleeves.  C
oordinate size and locations of sleeves prior to placing concrete.  Sleeves larger

than 10" diam
eter shall have additional (2) #

4 x 5'0" rebar on 4 sides of sleeves.

Shoring, bracing, or sheeting used to provide lateral support of excavations shall rem
ain in place until all perm

anent structural system
s at

and below
 ground level are com

plete.

W
hen excavating for new

 footings, contractor shall take the necessary precautions to avoid disturbing existing utilities w
hich m

ay exist
below

 grade.

B1.

B2.

B3.

B4.

B5.

B6.

B7.

B8.

B9.

B10.

B11.

B12.

Foundation design is based on the geotechnical report, dated
9/22/05 w

ith supplem
ental pile requirem

ents dated 11/2/05 and
11/4/05 prepared by Sum

m
it G

eoEngineering Services.
Fill below

 footings and backfill adjacent to foundations shall be in
conform

ance w
ith the recom

m
endations contained w

ithin this docum
ent.
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Floor Live Loads

a.    T
ypical Elevated Floor =

 80 psf.
b.    G

ro
und Floo

r =
 100 psf.

c.    Stairs =
 100 psf or 300 lb co

ncentrated load.
d.    M

echanical Equipm
ent (see plan).

Snow
 Load

a.   G
round Snow

 Load =
 60 psf.

b.   Ps =
 42 psf.

c.   C
e =

 1.0.
d.   Is =

 1.0.
e.   C

t =
 1.0.

W
ind Load

a.   Basic W
ind Speed =

 100 m
ph.

b.   Iw
 =

 1.0.
c.   Exposure =

 "B."
d.   M

ain w
indforce resisting system

 (horiz.) =
 21 psf (m

ax.).
e.   C

om
ponents &

 C
ladding =

 48 psf.

Seism
ic

a.   IE =
 1.0.

b.   Spectral Response A
ccelerations:

Ss =
 .369.

S1 =
 .098.

c.   Soil Site C
lass =

 "D
."

d.   Spectral R
esponse C

oefficients:
SD

S =
 .522.

SD
1 =

 .229.
e.   Seism

ic D
esign C

ategory =
 "D

."
f.    Seism

ic Force R
esisting System

s:
Special C

oncentrically Braced Steel Fram
e.

g.  D
esign Base Shear:

E =
 231,000 pounds.

C
s =

 .087.
h.  R

 =
 6.0.

i.   C
d =

 5.
j.   D

esign Procedure =
 "Equivalent Lateral Force."

G
eotechnical Param

eters (specified by G
eotechnical Engineer):

a.   Bearing C
apacity =

 3500 psf.
b.   Frost D

epth =
 4'0".

c.   Retaining W
all Param

eters
     *   Ka =

 .3.
     *   Kp =

 3.2.
     *   Soil U

nit W
eight =

 130 pcf.
     *   Sliding C

oefficient =
 .50.

     *   Slab Subgrade M
odulus =

 175 psi.
     *   A

llow
able Pile C

apacity:
            C

om
pression =

 90 tons / pile.
            U

plift =
 25 tons / pile.

            Lateral =
 2 tons / pile.

M
echanical Equipm

ent Loads:  A
s show

n on draw
ings.

C
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C
5.

C
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C
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C
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C
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A
ll concrete w

ork shall conform
 to the latest edition of the A

C
I Building C

ode (A
C

I 318), Specifications for Structural C
oncrete for

Buildings (A
C

I 301) and to the 2003 IBC
.  In case of conflict, the m

ore stringent requirem
ents shall govern.

For locations listed below
, concrete shall have 3/4" aggregate, 4

%
7%

 air entrainm
ent, 2"4" slum

p, T
ype I or II A

STM
 C

150 Portland
C

em
ent and designated com

pressive strength (fc) in 28 days as follow
s:

Beam
s, Elevated Slabs . . . . . . . . . . . . . 4000 psi

Slabs, C
olum

ns, R
etaining W

alls . . . . 4000 psi
Piers, Foundation W

alls . . . . . . . . . . . 4000 psi
Footings, M

isc. C
oncrete . . . . . . . . . . 4000 psi

C
ontractor shall not proceed w

ith concrete placem
ent until concrete m

ix design subm
ittal has been review

ed and approved by the
structural engineer.  W

ater shall not be added to the concrete m
ix at the jobsite.

A
ll concrete exposed to the w

eather shall contain 5
%

  7%
 air entrainm

ent adm
ixture.

A
ll footings shall be placed m

onolithically.  See typical details for construction joint requirem
ents.

Pipes or conduits placed in slabs on grade shall not be placed closer than 3 diam
eters on center and shall have an outside diam

eter less
than 1/3 of the slab thickness.

A
ll keys shall be 2" x 4" (nom

inal) unless otherw
ise show

n on the draw
ings.

N
o concrete shall be cast until review

 and w
ritten approval of the reinforcing and em

bedded item
s have been obtained from

 the
ow

ner's representative.

A
ll exposed edges of concrete m

em
bers shall be cham

fered 3/4" unless show
n otherw

ise on draw
ings.

See architectural draw
ings for door and w

indow
 openings, drips, w

ashes, reglet, concrete finishes, m
asonry anchors, and for

m
iscellaneous em

bedded plates, bolts, anchors, angles, etc.  Refer to m
echanical, electrical, and site draw

ings for other em
bedm

ent
requirem

ents.

See A
rchitectural D

raw
ings for top of slab elevations.

C
alcium

 chloride, alum
inum

 or copper com
ponents shall not be placed in concrete.  N

o conduits shall be placed in slabs on m
etal deck.

A
ll em

bedm
ents in concrete, including anchor bolts, shall be firm

ly secured by tie w
ire to prevent m

ovem
ent during concrete placem

ent.
W

elding of em
bedm

ents is not perm
itted.

A
ll concrete m

aterials, reinforcem
ent and form

s shall be free from
 frost or debris.

C
oncrete shall be m

aintained above 50 degrees F, and in m
oist condition for at least the first seven days after placem

ent.  C
ontractor

shall provide blankets, tenting, and heat as necessary to ensure this condition exists.  C
ontractor shall keep tw

o operable concrete
therm

om
eters on site throughout concrete construction w

hen tem
peratures are predicted to be less than 40 degrees F.

C
onsolidate all concrete w

ith a vibrator or other m
eans recom

m
ended by A

C
I 301.  H

oneycom
bed surfaces w

ill not be perm
itted.

See architectural draw
ings fo

r lo
cations of flo

or drains.  Slope slabs uniform
ly to drains (U

O
N

).

C
ontrol joints in slabs on grade are m

andatory.  See typical details.

C
oordinate concrete finish on floor slabs w

ith ow
ner's requirem

ents and specifications.

See specifications for concrete testing requirem
ents.

Length of tim
e to cure concrete slabs and m

aterials applied to slab surfaces shall be com
patible w

ith floor finishes.

M
axim

um
 freefall of w

et concrete during placem
ent shall not exceed 5'0".

Slabs o
n grade shall co

ntain A
STM

 C
1116, Type III,

12 "  1
12 " long polypropolene fibers at a rate of 1.5 pounds (m

in.) per cubic yard
unless steel reinforcem

ent is specified.

Surfaces of concrete construction joints shall be cleaned and laitence rem
oved.

D
epth of concrete specified at slabs on grade and elevated slabs is a m

inim
um

.  A
dd additional concrete to level slab surfaces up to a

m
axim

um
 of 3/4inch m

ore than specified slab depth.

D
1.

C
O

N
C

R
ET

E

R
EIN

FO
R

C
IN

G
 FO

R
 C

O
N

C
R

ET
E

E1.
A

ll concrete reinforcing bars shall conform
 to A

STM
 A

615, G
rade 60 except w

here noted.  A
ll reinforcing bars to be w

elded shall
conform

 to A
STM

 A
706.

A
ll w

elded w
ire fabric (w

.w
.f.) shall conform

 to A
STM

 A
185.  W

.W
.F. shall be provided in flat sheets.

D
etailing of concrete reinforcem

ent and accessories shall be in accordance w
ith A

C
I 315  "M

anual of Standard Practice for D
etailing

R
einforced C

oncrete Structures," latest edition.

Provide and schedule w
ith the shop draw

ings, all necessary accessories to hold reinforcing securely in position.  Reinforcem
ent supports

shall be spaced not m
ore than 4'0" on center and shall consist of prem

anufactured chairs.

A
ll laps in W

.W
.F. shall be 1 1/2 m

esh spaces or 0'8", w
hichever is larger, and shall be w

ired together.

R
einforcing bars m

ay not be w
elded except w

here designated by the structural engineer.

C
oncrete protection for reinforcem

ent shall be provided as follow
s (U

O
N

):

a.    Surfaces cast against and perm
anently exposed to earth . . . . 3 inches (clear)

b.    Form
ed surfaces exposed to earth or w

eather
            #6 through #18 bars . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 inches
            #5 bars and sm

aller . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1/2 inches

c.    Form
ed surfaces not exposed to earth or w

eather
            Slabs, w

alls, joists . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3/4 inch
            Beam

s, colum
ns (including stirrups and ties)  . . . . . . . . . . 1 1/2 inches

See A
C

I 318 for conditions not listed.

A
ll hooks show

n on draw
ings shall be standard hooks unless noted otherw

ise.

W
here continuous bars are called for, they shall run continuously around corners and lapped at necessary splices, or hooked at

discontinuous ends.  Lap lengths shall be as given in the splice and developm
ent table.  Lap beam

 top bars at m
idspan and beam

bottom
 bars at supports, unless noted otherw

ise.

Show
 foundation w

all control joints on rebar shop draw
ings.

N
otify ow

ner's representative in a tim
ely m

anner so that installed reinforcem
ent can be inspected.  Installation of reinforcem

ent shall be
com

pleted 24 hours before scheduled concrete placem
ent.

For slabs on grade w
ith w

ire m
esh, support w

ire m
esh w

ith dense concrete brick at 4'0" o.c. each w
ay.

E2.

E3.

E4.

E5.

E6.

E7.

E8.

E9.

E10.

E11.

E12.

F10.

F11.

F9.

F8.

F7.

F6.

F5.

F4.

F3.

F2.

F1.
C

ontractor shall subm
it erection draw

ings for exterior coldform
ed fram

ing w
ith all field connection details show

ing quantity of fasteners
and size/gauge/location of clip angles.

A
ll stud w

alls connected to bottom
 flanges of beam

s shall have slip tracks at top w
hich perm

it vertical beam
 deflection of span/1240 at

floor fram
ing and span/180 at roof fram

ing.

Splices in exterior or axially loaded studs shall not be perm
itted.  Exterior w

all studs shall be 18 ga. m
inim

um
.

C
ontractor shall subm

it stam
ped calculations for exterior coldform

ed fram
ing and for structural m

etal fram
ing for projected roof areas

(see architectural draw
ings).  Structural engineer shall be currently registered in M

aine.  M
axim

um
 horizontal deflection of w

all studs shall
not exceed 1/360 of w

all height at EIFS w
all panels or 1/600 of w

all height at w
alls w

ith m
asonry veneer.

A
ll exterior w

all studs shall be m
arked w

ith the m
anufacturer's nam

e and gage size of m
aterial, and it shall be incum

bent upon this
contractor to notify the m

anufacturer, in w
riting, of this requirem

ent.

A
ll studs shall be fo

rm
ed fro

m
 steel having a m

inim
um

 G
60 galvanized coating, in confo

rm
ance w

ith the requirem
ents of A

STM
 A

525.

A
ll galvanized studs 12, 14, and 16 gage shall be form

ed from
 steel that corresponds to the m

inim
um

 requirem
ents of A

STM
 A

446,
G

rade D
 w

ith a m
inim

um
 yield of 50,000 psi.  A

ll galvanized 18 gage studs, all galvanized track, bridging end closures, and accessories
shall be form

ed from
 steel that corresponds to the requirem

ents of A
STM

 A
446, G

rade A
 w

ith a m
inim

um
 of 33,000 psi.

A
ll w

ork shall m
eet the requirem

ents of the latest edition of the follow
ing standards:

a.    A
m

erican Iron and Steel Institute (A
ISI) Specification for the D

esign of C
oldForm

ed Steel Structural M
em

bers.

b.    A
m

erican W
elding Society (A

W
S) D

1.3 Structural W
elding C

ode  Sheet Steel.

c.    A
m

erican Society for Testing and M
aterials (A

STM
).

d.    A
ll pertinent federal, state, and local codes.

A
ll fasteners connecting light gage m

em
bers and accessories shall be a m

inim
um

 of N
o. 12 size screw

s spaced not closer than 0.75 inch
on center.  N

um
ber of fasteners shall be as show

n on details.  A
ll fasteners shall be galvanized or cadm

ium
 plated.

A
ll studs shall be seated squarely in tracks and have full bearing against inside track w

eb (top and bottom
) prior to stud and track

attachm
ent.  Tracks shall be attached to a com

m
on structural elem

ent.

M
inim

um
 10" unpunched steel is required at both ends of joists and studs.  W

hen field cutting reduces this m
inim

um
 10" unpunched

steel, w
eb stiffener shall be installed.

C
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