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E14.

E1.
A

ll structural steel w
ork shall conform

 to the recom
m

endations and requirem
ents contained in the "M

anual of Steel C
onstruction, Load

and R
esistance Factor D

esign" (A
ISC

 T
hird Edition), and "Structural W

elding C
ode  Steel" (A

W
S D

1.1, latest edition).  Steel fabricator
shall be A

ISC
 certified or subm

it evidence to the satisfactio
n of the structural engineer that A

ISC
 and A

W
S requirem

ents for
procedures, quality control, and m

aintenance of records are strictly adhered to.

Structural steel rolled shapes, plates, and bars shall conform
 to the follow

ing A
STM

 designations:

A
STM

 A
992 . . . . . . . . . . . . . . . . . . . A

ll w
ide flange sections ("W

 Shapes"), fy =
 50 ksi.

A
STM

 A
36 . . . . . . . . . . . . . . . . . . . . O

ther rolled shapes, plates and bars unless otherw
ise noted.  fy =

 36 ksi.
A

STM
 A

500, G
rade B . . . . . . . . . . . Steel tubes.  fy =

 46 ksi.
A

STM
 A

53, G
rade B . . . . . . . . . . . . Steel pipe.  fy =

 35 ksi.
A

ST
M

 A
325, T

ype SC
 o

r N
 . . . . . . A

ll bo
lts fo

r co
nnecting structural m

em
bers, unless otherw

ise noted.
A

STM
 A

307 . . . . . . . . . . . . . . . . . . . A
ll anchor bolts, unless otherw

ise noted.
A

STM
 A

36 . . . . . . . . . . . . . . . . . . . . Threaded rods, unless otherw
ise noted.

A
STM

 F1554  . . . . . . . . . . . . . . . . . . H
igh strength threaded rod w

here noted.

N
ote:  A

325 bolts shall be lim
ited to 3/4" and 1" diam

eter, w
ith tw

o bolts (m
inim

um
) at each connection.

A
ll steel and steel connection m

aterial exposed to w
eather shall be hotdip galvanized.

N
o change in size or position of the structural elem

ents shall be m
ade w

ithout prior w
ritten approval of the Structural Engineer.

N
onshrink grout shall be 5000 psi (m

in.) com
pressive strength.

T
em

porary erection bracing shall be provided to
 hold structural steel securely in position.  Rem

ove tem
porary bracing and connections

only after perm
anent m

em
bers are in place and final connections are in place.

Shop connections unless otherw
ise noted, shall be m

ade by w
elding.  H

igh strength bolts shall be A
325N

 "TensionC
ontrol" type bolts.

Bolted connections shall be "slip critical" type at m
om

ent connections and fully pretensioned "shear/bearing" type connections at bracing
bays and "snug tight" type elsew

here (U
O

N
).

A
ll shop and field w

elds shall be m
ade by certified w

elders, and shall conform
 to the A

m
erican W

elding Society C
ode, A

W
S D

1.1, latest
edition.  C

arefully control w
elding technique to avoid distortion, including clam

ping prior to w
elding.

Electrodes for all field and shop w
elding shall conform

 to A
W

S E70.  M
inim

um
 w

eld size shall be 3/16" fillet.

A
ll field w

elding shall be inspected by qualified w
elding inspectors engaged by ow

ner.

A
ll structural steel shall be shop prim

ed except (a) structural steel to be fireproofed shall not be prim
ed (see architectural draw

ings for
locations); and (b) top flanges of beam

s to w
hich m

etal deck is w
elded shall not be prim

ed.

C
onnections show

n on these draw
ings are generally schem

atic.  They are intended to define the spatial relationship of the fram
ed

m
em

bers and show
 a feasible m

ethod of m
aking the connection.  W

here partial inform
ation is given on these draw

ings, it shall be the
m

inim
um

 requirem
ent for the connection.  W

here bolts are show
n but no num

ber is given, the connection has not been com
pletely

detailed.  A
ny connection that is not show

n or is not com
pletely detailed on the structural draw

ings shall be designed by a professional
engineer registered in the State of M

aine retained by the fabricator.  C
om

pletely detailed m
eans the follow

ing inform
ation is show

n on
the sho

p detail draw
ings:

a.    A
ll plate dim

ensions and grades.
b.    A

ll w
eld sizes, pitches, and returns.

c.    A
ll hole sizes and spacings.

d.    N
um

ber and types of bolts.
e.    Painting / G

alvanizing requirem
ents.

E2.

E3.

E4.

E5.

E6.

E7.

E8.

E9.

E10.

E11.

E12.

E13.

E15.

E16.

E17.

E18.

E19.

E20.

E21.

D
esign calculations for beam

 connections and all prim
ary bracing and hanger connections shall be subm

itted to the Structural Engineer
for review

 and w
ritten approval prior to fabrication.  C

alculations shall be stam
ped by a structural engineer retained by the fabricator

and licensed in the state of M
aine.

Substantial alterations of schem
atic connection details m

ay im
pact architectural concept and shall not be m

ade w
ithout prior w

ritten
approval of the Structural Engineer.

M
inim

um
 connection plate thickness and stiffener plate thickness shall be 1/4 inch.

Beam
 reactions shall be as follow

s:

a.    For all noncom
posite beam

s, the beam
tobeam

 and beam
tocolum

n connection shall develop the end reaction of the connected
beam

.  The end reaction (R) of the connected noncom
posite beam

 shall be assum
ed to equal onehalf the "M

axim
um

 Total Factored
U

niform
  Load" carrying capacity of the beam

 assum
ing full lateral support, as given in T

able 54 of A
ISC

 LRFD
 M

anual, Third Edition.  A
m

inim
um

 shear capacity of 12 kips shall be provided for all beam
s greater than 8" deep and 8 kips for beam

s 8" deep or less.

C
uts, holes, coping, etc., required for w

ork of other trades shall be show
n on the shop draw

ings and m
ade in the shop.  C

uts or burning
of holes in structural steel m

em
bers in the field w

ill not be perm
itted, unless approved in w

riting by the Structural Engineer.

A
ll beam

s and colum
ns encased in m

asonry (or concrete) or below
 finish grade shall be covered w

ith a coal tar epoxy coating, 1/8"
thick, or shall be galvanized.

Steel angle lintels in pairs shall be plug w
elded or bolted at 2'0" o.c.  Provide galvanized steel angle lintels over all openings in brick w

all,
unless otherw

ise noted on draw
ings.  U

se one angle for each 4 inches of w
all thickness.  Lintels shall have a m

inim
um

 of 8" bearing on
each side of opening.  A

s a m
inim

um
, angles shall be as follow

s (U
O

N
):

L4 x 3 1/2 x 5/16 for spans less than 4'0"
L5 x 3 1/2 x 5/16 for spans 4'0" to 6'0"
L6 x 3 1/2 x 3/8 for spans 6'0" to 8'0"

Structural steel m
em

bers show
n on plans but not identified as to size, section or m

aterial grade shall be included in the bid price for the
w

ork by assum
ing sizes, sections or m

aterial grades show
n for sim

ilarly loaded m
em

bers having approxim
ately the sam

e overall length.
A

ll such m
em

bers and their associated costs shall be identified in the bid for the w
ork.

ST
A

IRS

a.    C
hannel stringers for stairs shall be C

12x20.7, typical.

b.    Stairs shall be designed for dead load plus the w
orst case service load of 100 psf uniform

 live load, 100 psf nonuniform
 live load, or

300 lbs. concentrated live load at any location.  Provide additional support m
em

bers not show
n on design docum

ents to support loads
at no additional cost to the ow

ner.

c.    C
ontractor shall subm

it shop draw
ings for stairs show

ing all field connection requirem
ents including w

eld sizes and bolts.

C
am

ber shall be by coldform
 process conform

ing w
ith the A

ISC
 specifications and tolerance.

Provide stiffeners "finished to bear"  at locations w
here m

em
bers fram

e over colum
ns, underneath load concentrations on supporting

m
em

bers, and w
here sho

w
n on draw

ings.

Ends of colum
ns at bearing connections and at colum

n splices shall be "finished to bear" to ensure uniform
 bearing.

Structural steel w
eb penetrations shall not exceed 2" diam

eter and structural steel flange penetrations shall not exceed 3/4" diam
eter

w
ithout w

ritten approval fro
m

 the structural engineer.  Penetrations shall be drilled.

Place nonshrink grout under all colum
n base plates before adding any vertical loads (U

O
N

).

M
etal deck shall conform

 to the follow
ing (U

O
N

):

a.    A
ll w

ork and m
aterials pertaining to m

etal deck shall conform
 to Steel D

eck Institute codes, specifications, and recom
m

endations.

b.    M
etal roof deck shall be painted.

c.    M
etal roof deck shall be 1 1/2" thick, w

ide rib (Type B), Fy =
 33 ksi (m

in.), 20 gage, 3 span m
inim

um
.

d.    M
etal roof deck shall be fastened as follow

s unless noted otherw
ise:

       1.    A
t all end supports, interm

ediate supports, and sides of deck adjacent to building perim
eter w

alls:  5/8" diam
eter puddle w

elds
at 6" o.c. (36/7 pattern)

       2.    A
t sidelaps:  (3) #10 tek screw

 sidelap fasteners per span.

e.    M
etal form

 deck shall be 1.3" deep, 20 gage noncom
posite form

 deck, 3 span m
inim

um
 w

ith 2.7" concrete topping (total slab
depth =

 4").  C
oncrete topping shall contain 6x6  W

2.1 x W
2.1 w

elded w
ire fabric.

f.     M
etal floor deck shall be fastened unless noted otherw

ise:

       1.    A
t all end and interm

ediate supports:  5/8" diam
eter puddle w

elds at ±
11" o.c. (32/4  pattern)

       2.    A
t sidelaps:  #

10 tek screw
s at equal spaces betw

een supports at 24" o.c.

O
pen w

eb steel bar joists shall conform
 to the follow

ing (U
O

N
):

a.    A
ll w

ork and m
aterials pertaining to open w

eb steel joists shall conform
 to Steel Joist Institute "Standard Specifications for O

pen
W

eb Steel Joists" and "Recom
m

ended C
ode of Standard Practice for Steel Joists and Joist G

irders."

b.    Item
s attached to steel joists shall be attached to panel points of joists only, or an additional diagonal w

eb m
em

ber shall be added
to the joist from

 the location of the concentrated load to a panel point (see typical details).

c.    Provide bridging at the first panel point of roof joists to accom
m

odate w
ind uplift loads.  Provide additional bridging in accordance

w
ith SJI requirem

ents for steel bar joists.  Joist m
anufacturer shall verify all bridging sizes, types, and locations for gravity and uplift loads.

A
ll required joist bridging shall be specified and provided by the joist fabricator.

d.    A
ll bridging and bridging anchors shall be com

pletely installed before construction loads are placed on the joists.  Bridging shall
support the top chord against lateral m

ovem
ent during the construction period and shall hold the joist in approxim

ate location as
show

n on the plans.

e.    Steel joists shall be shop prim
ed per specifications.

f.    Bottom
 chords of all joists shall be designed to support a service load of 10 psf or an equivalent concentrated load, one per panel,

located at any point along bottom
 chord panels.

g.   Joists 40' or longer shall have a m
inim

um
 of one line of bridging installed prior to the joist being released from

 crane cables.  Provide
additional tem

porary support as necessary.

T
w

istoff tension control bolt assem
blies shall conform

 to A
STM

 F1852.  A
ll bolts shall be lubricated.

E28.

E27.

E26.

E25.

E30.

E29.

E24.

E23.

E22.
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