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10. 9. 8. 7. 6. 5. 4. 3. 2. 1.
A

ll piles shall be H
P 12 x 74 (Fy =

 50 ksi).  Piles shall be oriented (w
ith regard

to pile strong axis) and located as sho
w

n on Pile Layout Plan.  See individual pile
cap plans for pile locations relative to pile cap centerline.

See G
eotechnical R

eport dated Septem
ber 2005 and supplem

ental pile criteria
dated 11/2/05 and 11/4/05 prepared by Sum

m
it G

eoengineering Services for
additional inform

ation and requirem
ents.

A
ll piles are designed as bearing piles and shall be driven to refusal, typical.

"R
efusal" shall be defined as 14 to 17 blow

s per inch at pile top.  It is estim
ated

that refusal w
ill occur at approxim

ately 95 to 98 feet below
 existing grade.

T
o identify a specific pile for pile records, indicate pile cap gridline location

follow
ed by com

pass location (north, south, east, w
est) on pile cap.

See Project Specifications for additional requirem
ents.

See pile cap plans and typical details fo
r dim

ensions, reinforcem
ent, and typical

splice and other requirem
ents.

Pile contractor shall provide a pile inspector w
ho w

ill m
aintain a w

ritten and
accurate log during pile installation (see specification).  Log w

ill be review
ed by

ow
ner's geotechnical engineer throughout pile installation.  Provide copy of log

to
 engineer after piles are installed.

Locatio
ns o

f pile cap centerlines shall be field lo
cated by licensed surveyor

retained by the G
eneral C

ontractor prior to pile driving.

Piles shall be driven in such a m
anner that prevents dam

age to existing
foundations and existing buildings.

A
ll grade beam

s and pile caps shall be co
nstructed on 6" layer of crushed stone.

Fill adjacent to grade beam
s and pile caps shall be "Foundation Backfill"

com
pacted to 95

%
 of its m

axim
um

 dry density as determ
ined by A

ST
M

 D
1557.

Establish tem
po

rary benchm
arks on individual piles to

 check for potential heave
during driving of adjacent piles.

C
om

pression load test shall be co
nducted in accordance w

ith A
ST

M
 D

4945 and
the recom

m
endations of the ow

ner's geotechnical engineer.  The test is
required at one pile w

ithin the pile cap group located at grid D
/3.

T
ops of driven piles shall be cut back so as to provide sound m

aterial before
capping.

T
op of pile cap elevation shall be EL. 95.50 (4'6" below

 finish floo
r), typical at all

pile caps.
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