e AV N Predator Simplicity SE =
Single Package R-410A Air Conditioner ot

Inspections Division

12/14/15

Project Name: Al Hill - Century Tire 3

Unit Model #: ZF120S20V2UAAT7

Quantity: 2 System: ZF120S20V2UAAT (2)
( Cooling Performance B
Total capacity 134.5 MBH
Sensible capacity 96.1 MBH
Refrigerant type R-410A
Efficiency (at ARI) 11.20 EER
Integrated eff. (at ARI) 12.10 IEER
Ambient DB temp. 86.8 °F
Entering DB temp. 80.0 °F
Entering WB temp. 67.0 °F
Leaving DB temp. 57.8 °F
Leaving WB temp. 56.3 °F
Part load efficiency 12.6 IPLV
Power input (wfo blower) 8.36 kW
Sound power 90 dB(A)
Gas Heating Performance
Entering DB temp. 60 °F
Heating output capacity (Max) 192 MBH
Supply air - 4000 CFM
Heating input capacity {(Max) 240 MBH 10 Ton
k‘m‘ggg Dr?séemp. 121: "IE * York Predator units are manufactured at an 1SO 9001 registered facility and
SSE . 80.0 % each rooftop is completely computer-run tested prior to shipment.
Stages 2 Unit Features
Supply Air Blower Performance = Unit Cabinet Constructed of Powder Painted Steel, Certified At 1000 Hours
Supply air 4000 CFM Salt Spray Test (ASTM B-117 Standards)
Ext. static pressure 0.6 WG * Through-the-Curb and Through-the-Base Utility Connections
glnlt static registance 101% g\ﬁﬁ = Full perimeter base rails with built in rigging capabilities
ower spee I
Max BHP of Motor (including service factor) 3.45 HP Hlpg%Access Panels inP
Duct location Bottom . Sildé_a ut (_Iondensate Drain Pan
Motor rating 3.00 HP * Reciprocating Compressor
Actual required BHP 2.92 HP * Two Stage Coaling
Power input 2.72 kW e Solid Core Liquid Line Filter Driers
gm’:‘t’;{:’ge BE?% ft. * Microchannel Condenser Coil
Requires field-supplied drive - e 192 MBH Output Stainless Steel, Two Stage Gas Heat
- = Unit Ships with 2" Throwaway Filters with a Standard Filter Rack that will
Electrical Data Accept up to 4" Filters
Power supply ] 230-3-60 ¢ Replacement Filters: 4 - (24" x 20"). Unit accepts 2" or 4" wide filters.
H”!t min circuit ampacity 58.5 Amps | < gingle Point Power Connection
nit max over-current protection i 70 Amps | . HACR Circuit Breaker/Disconnect (Sized for 208 Volts)
- - D'Lme"s'Oﬂs :é We's'lswh « Powered Convenience Outlet (110 VAC / 15 Amp)
gt ) in. Len i in. 59 in. « Supply Air Smoke Detector
Weight with factory installed options 1265 lbs. * Dry Bulb Low Leak Economizer w/Barometric Relief and Hoods (Bottom or
Clearances Horizontal End Return Only)
Right 12 in.  Front 36 in. Back 36 in. * Short Circuit Current: 5kA RMS Symmetrical
\lop 72 in. _ Bottom Oin. Left 36 in._/ Standard Unit Controller: Simplicity Control Board

Note: Please refer to the tech guu:le for listed maximum static pressures

AR cerTFiED. ‘W
o v-.f«ffl

= Safety Monitoring - Monitors the high and low-pressure switches, the
freezestats, the gas valve, if applicable, and the temperature limit switch on
gas and electric heat units. The unit control board will alarm on ignition
failures, safety lockouts and repeated limit switch trips.

BAS Controller

 Simplicity SE Controller with Discharge Air, Return Air, and Outside Air
Sensor

Warranty

* One (1) Year Limited Warranty on the Complete Unit

e Five (5) Year Warranty - Compressors

* Fifteen (15) Year Warranty on Stainless Steel Heat Exchanger

Unitary Sales Tool v1.5.9.0 Information is subject to change without notice. Check local codes. Printed 08/24/2015
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Predator Simplicity SE

Single Package R-410A Air Conditioner
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Date:

Inspections Division

12/14/15

Project Name: Al Hill - Century Tire 3

Unit Model #: ZJO78N15H2KAC7

Note: Please refer to the tech guide for listed maximurmn static pressures

Quantity: 1 System: ZJO7T8N15H2KAC7
d Cooling Performance B

Total capacity 85.9 MBH

Sensible capacity 61.3 MBH

Refrigerant type R-410A

Efficiency (at ARI) 12.00 EER

Integrated eff. (at ARI) 13.50 IEER

Ambient DB temp. 86.8 °F

Entering DB temp. 80.0 °F

Entering WB temp. 67.0 °F

Leaving DB temp. 58.2 °F

Leaving WB temp. 56.5 °F

Part load efficiency 14.9 IPLV

Power input (w/o blower) 5.19 kW

Sound power 83 dB(A)

Gas Heating Performance

Entering DB temp. 60 °F

Heating output capacity (Max) 144 MBH

Supply air 2600 CFM

Heating input capacity (Max) 180 yBH 6.5 Ton

hﬁ_ﬁ‘g&g Dri;emp. 1;_}% °JE * York Predator units are manufactured at an ISO 9001 registered facility and
SSE P- 80.0 % each rooftop is completely computer-run tested prior to shipment.
Stages 2 Unit Features

Supply Air Blower Performance = Unit Cabinet Constructed of Powder Painted Steel, Certified At 1000 Hours

Supply air 2600 CFM Salt Spray Test (ASTM B-117 Standards)

Ext. static pressure 0.6 WG * Through-the-Curb and Through-the-Base Utility Connections

Unit static resistance 0.14 WG | « Full perimeter base rails with built in rigging capabilities

Blower speed : . ; 857 RPM | . Hinged Access Panels

Max BHP of Motor (including service factor) 1.73 HP « Slide-Out G inp

Duct location Bottom Sli e- ut _ondensate Drain Pan

Motor rating 1.50 HP * Reciprocating Compressor

Actual required BHP 1.31 HP = Two Stage Cooling

Power input 1.21 kW = Solid Core Liquid Line Filter Driers

Em’:iﬁ;‘e BEE‘:I% ft. = Microchannel Condenser Coil

Eloctrical Data * 144 MBH Output Aluminized Steel, Two Stage Gas Heat
5 — golical b e ¢ 1.5 HP Standard Static Belt Drive Blower
ower y i § oyl S j : : ;
Unit min circuit ampacity 30.3 Amps gmt Ships w:ﬂ'ltli .lThrowaway Filters with a Standard Filter Rack that will
Unit max over-current protection 35 Amps RCC*I?Pt up fo 4F‘I lters 24" % 20", Un 5. cop i
Dimensions & Weight * Rep acerrient ilters: 4 - (; 4_ x 20"). Unit accepts 2" or 4" wide filters.

Hot 51 in Len 89 in Wih 59 n = Single Point Power Connection

Weight with factory installed options 1225 |bs. * HACR Circuit Breaker{Dlsconnect (Sized for 208 Volts)

Cleatanees ¢ Non-Powered Convenience Outlet
_ ' g - * Return Air Smoke Detector

Right 12in.  Front 36 in.  Back 36 in. ¢ Dry Bulb Low Leak Economizer w/Barometric Relief and Hoods (Bottom or
\Jop 72 in. Bottom 0 in. Left 36 in. /) Horizontal End Retumn Only)

Coil Guard
= Short Circuit Current: 5kA RMS Symmetrical

Standard Unit Controller: Simplicity Control Board

= Safety Monitoring - Monitors the high and low-pressure switches, the
freezestats, the gas valve, if applicable, and the temperature limit switch on
gas and electric heat units. The unit control board will alarm on ignition
failures, safety lockouts and repeated limit switch trips.

BAS Controller

= Simplicity SE Controller with Discharge Air, Return Air, and Outside Air
Sensor

Warranty

= One (1) Year Limited Warranty on the Complete Unit

* Five (5) Year Warranty - Compressors

= Ten (10) Year Warranty - Aluminized Steel Tubular Heat Exchangers

Unitary Sales Tool v1.5.9.0

Information is subject to change without notice. Check local codes.

Printed 08/24/2015




Chipotie #2603 Portland, ME October 06
Weight, Clearance & Rigging Diagram - 3-10 Ton R410A PKGD Unitary Gas/Electric Rooftop
ltem: A1 Qty: 1 Tag(s): RTU-1

Inspections Division

pate:_12/14/15

INSTALLED ACCESSORIES NET WEIGHT DATA

ACCESSORY | | WEIGHTS

ECONOMIZER | [_ 36.01b
MOTORIZED OUTSIDE AIR DAMPER

MANUAL OUTSIDE AIR DAMPER

©\

BAROMETRIC RELIEF

D

OVERSIZED MOTOR
BELT DRIVE MOTOR

POWER EXHAUST

THROUGHT THE BASE ELECTRICAL/GAS (FIOPS) 13.01b
UNIT MOUNTED CIRCUIT BREAKER (FIOPS) 500

UNIT MOUNTED DISCONNECT (FIOPS)
POWERED CONVENIENCE QUTLET (FIQPS)

— \J)‘\ HINGED DOORS (FIOPS) 1201
HAIL GUARD 2000
B ®
SMOKE DETECTOR, SUPPLY / RETURN 700
NOVAR CONTROL
PACKAGED GAS / ELECTRICAL
o e e STAINLESS STEEL HEAT EXCHANGER
REHEAT
ROOF CURB 7801b
BASIC UNIT WEIGHTS CORNER WEIGHTS CENTER OF GRAVITIY
SHIPPING NET ® || 2500 || © || 1740w |[©) LENGHT ||y WiDTH
l %50 || 82201 | Jl uson || @ | 1ss0m || a7 29"
NOTE:

1. CORNER WEIGHTS ARE GIVEN FOR INFORMATION ONLY.

2. TO ESTIMATE SHIPPING WEIGHT ADD 5 LBS TO NET WEIGHT.

3. BASIC UNIT WEIGHT DOES NOT INCLUDE ACCESSORY WEIGHT. TO OBTAIN TOTAL
WEIGHT, ADD ACCESSORY NET WEIGHT TO BASIC UNIT WEIGHT.

4. WEIGHTS FOR OPTIONS NOT LISTED ARE <5 LBS.
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PACKAGED GAS / ELECTRICAL
RIGGING AND CENTER OF GRAVITY

FLD = Furnished by Trane U.S, Inc. dba Trane / Equipment Submittal Page 14 of 23
Installed by Others




Chipotle #2603 Portland, ME

October 0

Unit Dimensions - 3-10 Ton R410A PKGD Unitary Gas/Electric Rooftop

ltem: A2 Qty:1 Tag(s): RTU-2

ELECTRICAL / GENERAL DATA

Inspections Division

pate:_12/14/15

; 2)(4)(6;
GENERAL € HEATING PERFORMANCE
Model: YHCO0S2F Oversized Motor HEATING - GENERAL DATA
Unit Operating Voltage: 187-253 MCA: NI/A . a ‘Hi
Unit Primary Voltage: 208 MES:  NJ/A Heating Model: High
Unit Secondary Voltage 230 MCE- N/A Heating Input (BTU): 200,000/140,000
Unit Hertz: 50 Heating Qutput (BTU): 160,000/112,000
Unit Phase: 3 No. Bumers: 4
No. Stages 2
EER 126
Standard Motor Field Installed Oversized Motor ‘Gas Inlet Pressure
MCA: 419 MCA:  N/A Natural Gas (Min/Max): '4.5114
MFS: 50.0 MFS:  N/A LP (Min/Max) 11.0/14.0
MCB: 50.0 MCB:  N/A Gas Pipe Connection Size: 34
INDOOR MOTOR
Standard Motor Oversized Motor Field Installed Oversized Motor
Number: H Number: N/A Number: NA
Horsepower: 38 Horsepower: NIA Horsepower: N/A
Motor Speed (RPM):  — Motor Speed (RPM):  N/A Motor Speed (RPM):  N/A
Phase 3 Phase N/A Phase N/A
Full Load Amps: 85-85 Full Load Amps: N/A Full Load Amps: N/A
Locked Rotor Amps: Locked Rotor Amps:  pya Locked Rotor Amps:  NJA
COMPRESSOR Circuit 1/2 OUTDOCR MOTOR
Number: 2 Number: i
Horsepower: 4124 Horsepawer: 075
Phase: 3 Motor Speed (RPM); 1100
Rated Load Amps: 15.9/10.0 Phase: 1
Locked Rotor Amps:  110.0/71.0 Full Load Amps: 35
Locked Rotor Amps: 9.3
POWER EXHAUST ACCESSORY FILTERS REFRIGERANT @
(Field Installed Power Exhaust) Type R410
Phase: N/A Type: Throwaway
Horsepower: N/A Furnished: Yes Factory Charge s
Motor Speed (RPM):  N/A Number 4 Circuit #1 : 'E
Full Load Amps: N/A Recomimanded 20'%25"%2" Circuit #2 4.21
Locked Rotor Amps:  N/A

NOTES:

1. Maximum (HACR) Circuit Breaker sizing is for installations in the United States only.
2. Refrigerant charge is an approximate value. For a more precise value, see unit nameplate and service instructions.

3. Value does not include Power Exhaust Accessory.

4. Value includes oversized motor.

5. Value does not include Power Exhaust Accessory.

6. EER is rated at AHRI conditions and in accordance with DOE test procedures.

FLD = Fumished by Trane U.S. Inc. dba Trane /

Installed by Others

Equipment Submitial
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