REMOVE DOOR, FRAME, TRIM (BOTH SIDES) AND ALL
ASSOCIATED HARDWARE AS REQUIRED FOR NEW
CONSTRUCTION AND/OR INSTALLATION OF NEW

DOOR/FRAME. WHERE APPLICABLE, SALVAGE FOR

REUSE. WHERE APPLICABLE, REMOVE ALL SOIL AND
DEBRIS, PREPARE EXISTING SUBFLOOR AS REQUIRED
FOR SMOOTH AND LEVEL APPLICATION OF NEW
FLOORING.

REMOVE SLAT WALL FROM PRESENT
LOCATION, SALVAGE AND REUSE IN

NON-STERILE LAB 110.

CONSTRUCTION.

1. COORDINATION: PRIOR TO ANY DEMOLITION ALL DEMOLITION WORK SHALL BE COORDINATED WITH ALL NEW
CONSTRUCTION BY ALL TRADES. GENERAL CONTRACTOR SHALL NOTIFY ARCHITECT IN WRITING OF ANY AND

INSTRUCTIONS FOR REMOVALS:

ALL FIELD CONDITIONS NOT SHOWN IN THE CONSTRUCTION DOCUMENTS PRIOR TO COMMENCEMENT OF

DEMOLITION CONSTRUCTION. IN ABSENCE OF INFORMATION INDICATING OTHERWISE, CONTRACTOR SHALL
BRING AREAS AND SURFACES UP TO STANDARDS OF NEW CONSTRUCTION IN THE AREAS CALLING FOR NEW

1. CONTRACTOR IS RESPONSIBLE FOR SECURITY AND PROTECTION FROM DAMAGE AND WEATHEF
ANY EXPOSED BUILDING COMPONENTS RESULTING FROM DEMOLITION, REMOVALS AND NEW WOR

2. PLANS: SEE DEMOLITION PLANS FOR DEMOLITION WORK.

o- 2. DAMAGE: EXISTING BUILDING OR BUILDING SYSTEM AFFECTED BY NEW WORK, DEMOLITION OR WHICH MAY
m /02 ] REMOVE PORTION OF EXISTING WALL AS SHOWN. REMOVE BE DAMAGED BY THE GENERAL CONTRACTOR OR SUBCONTRACTORS SHALL BE REPLACED OR RESTORED TO
‘>_< CLST ALL SOIL AND DEBRIS, PREPARE EXISTING SUBFLOOR AS ORIGINAL CONDITION AND COLOR BY METHODS DESCRIBED IN THESE DOCUMENTS, OR AS APPROVED BY THE 3. VERIFY STRUCTURAL CONDITIONS WITH DRAWINGS AND ACTUAL CONDITIONS PRIOR TO WALL /
— REQUIRED FOR SMOGTH AND LEVEL APPLIGATION OF NEW ARCHITECT FLOOR REMOVALS. REPORT DISCREPANCIES TO ARCHITECT BEFORE PROCEEDING WITH WORK.
FLOORING : CONTRACTOR IS RESPONSIBLE FOR SHORING AND OTHER TEMPORARY SUPPORT METHODS AS M#
= : NEEDED.
-] 3. EQUIPMENT AND FIXTURES - NEW OR RELOCATED ITEMS SHALL BE VERIFIED BY CONTRACTOR AS
- - AL FOR SOOTH D LV APRGATENOF R, BT N AT AR TP g STHEHEE 4, SEUSEALYAGE CRETALCONTCTOR AL A CETTANCOMPONEIT FOR LMTE
STERILE @ FINISH PAINT. INDICATED : REUSE TO MATCH EXISTING CONDITIONS TO PATCH AND REPAIR, INCLUDING: ALL LIFETY DEVICES
o LAB REMOVE EXISTING FLOORING AND WALL BASE. REMOVE EXIT SIGNS. | nspections Division
[o] CHANGING ALL SOIL AND DEBRIS, REPAIRIPATCH/PREPARE SUBFLOOR 4. PATCHING: AFTER ALL REMOVALS OF WALLS, DOORS, WINDOWS, CEILINGS AND OTHER COMPONENTS, .
TA LI 5. SALVAGE FOR OWNER: PRIOR TO ANY AND ALL DEMOLITION, GENERAL CONTRACTOR SHALL ME
@ ] ROOM AND WALL FOR SMOOTH AND LEVEL APPLICATION OF NEW PATCH AND PREPARE THE REMAINING EXPOSED DAMAGED SURFACES TO PREPARE FOR NEW WORK AND NEW WITF GWNER'S REPRESENTATIVE TO DETERMINE REQUIRED SALVAGED ITEMS
FINISH FLOORING AND WALL BASE. FINISH. INSTALL PIECED UNDERLAYMENT TO FLOORS AT WALL REMOVAL; INSTALL NEW WALLBOARD BY ' D 1 O/ O 8/ 1 5
N g'UESCF',“éﬁ S”I“O’?\INSDYZ%SMH'NG FLUSH AND FRAMING OR FURRING AS NECESSARY; PIECE IN NEW CEILING 6. MECHANICAL/ELECTRICAL/PLUMBING AND FIRE PROTECTION: DESIGN BUILD BY GENERAL ate:
' CONTRACTOR/MANAGER.
LIFT corr (1) M8 | DEMOLITION LEGEND J——
ELE| 5. CONCEALED SPACES: BUILDING DEFICIENCIES IN CONCEALED SPACES ARE NOT REQUIRED TO BE REPAIRED, 7 GENERAL CONTRACTOR TO PROVIDE A SECURE. DUST-FREE ENVIRONMENT DURING CONSTRUCTION
o i NTS g)écgz& AS REQUIRED TO MAINTAIN FIRE RATINGS, STRUCTURAL INTEGRITY, WATERPROOFING AND HEAT LOSS WHILE TENANT OCCUPIES BALANGE OF SEGOND FLOOR SPACE. ( ; aW r O n
—] — HARDWARE LEGEND: 6. PIPE REMOVALS: AFTER REMOVALS OF PIPING, RADIATORS, AND OTHER EQUIPMENT, REPAIR THE PIPE 8. IN AREAS WHERE NEW FLOOR COVERINGS/FINISHES ARE TO BE INSTALLED ( SEE FINISH
- PENETRATIONS TO MATCH ADJACENT EXISTING SURFACE AND TO MAINTAIN RATINGS; FILL MOUNTING HOLES SCHEDULE) , REMOVE ALL EXISTING FLOOR COVERINGS AND ASSOCIATED ADHESIVES, SOIL AND I u r e O n
L ETE AND REPAIR WALL SURFACES. DEBRIS AND PREPARE EXISTING SUBFLOOR AS REQUIRED FOR SMOOTH AND LEVEL APPLICATION OF
EXISTING A.C.T. TO REMAIN. REPAIR AS NEW FLOORING ( SEE FINISH SCHEDULE) .
@ @ REQUIRED. REPLACE DAMAGED AC.T. HW1 HINGES, SILENCERS, DOOR STOP, LEVER A RC H |T ECTS
CORR DUE TO DEMOLITION AND CONSTRUCTION. HANDLE W/ PASSAGE SET INSTRUCTIONS FOR RENOVATIONS: 9. REMOVE CEILING GRILLES AND RETURNS WHERE NECESSARY, SALVAGE FOR REUSE.
II' REPLACE WITH NEW MATERIAL TO MATCH 29 Black PoinF Road
> ” EXISTING, TYPICAL. REUSE AL EXISTING HW?2 HINGES. SILENCERS. DOOR STOP. CLOSER 1. LEVEL EXISTING FLOORS TO RECEIVE NEW FINISHES AS INDICATED IN THE DRAWINGS- SEE INTERIOR FINISH 10. REMOVE AND SALVAGE EXISTING LIGHT FIXTURES FOR OWNER. Scarborough, Maine 04074
CEILING FIXTURES. LEVER HANDLE WITH PRIVACY SET ’ SCHEDULE AND NOTES- AND SHALL BE CERTIFIED AS SUITABLE FOR THE NEW FINISHES BY THE INSTALLER 207685 5307 o 207380561 fox
=T ] 1 PRIOR TO THE NEW WORK. 11. ALL EXISTING LIFE SAFETY DEVICES TO REMAIN. ADJUST LOCATION WHERE NECESSARY.
COORDINATE WITH ARCHITECT FOR RELOCATED DEVICES LOCATION. REFER TO PLANS FOR NEW
HWS :L\NNGDELSE’ SILENCERS, DOOR STOP, LEVER 2. COVER PLATES: PROVIDE COVER PLATES OVER ABANDONED ELECTRICAL DEVICES. DEVICES.
M I RE F LECT E D C E I LI N G PL AN 3. FIRE EXTINGUISHERS: CONTRACTOR SHALL REMOVE EXISTING EXTINGUISHERS AND INSTALL THEM AFTER 12. ALL EXISTING SPRINKLER HEADS TO REMAIN. ADJUST LOCATION WHERE NECESSARY. COORDINATE
THEIR WORK. NEW EXTINGUISHERS AND CABINETS SHALL BE INSTALLED BY THE CONTRACTOR WHERE WITH ARCHITECT FOR RELOCATED SPRINKLER HEADS LOCATION. DESIGN/BUILD BY GENERAL Z
P NOTES: INDICATED. CONTRACTOR/MANAGER IN RENOVATED AREAS. 2
> 1. FINISH: US26D 4. SIGNAGE: EXISTING PLAQUES AND OTHER INTERIOR SIGNS SHALL BE SALVAGED. ‘ : , ° 1
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@ GLOVE BOX, FREE STANDING (51"W X 33"D X 80"H) @ MOVABLE LIGHT FIXTURE . /\/ E:i
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ADA ENCLOSURE | s <
N —J|~~——BRACING AS REQUIRED
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[ N (& SCHEDULE R4y |2 REFER TO FINISH SCHEDULE REFER TO
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