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NOTE:   1. THE EXISTING LAYER(S) OF PAVEMENT SHALL BE REMOVED. THE EXISTING SOILS SHALL BE USED AS THE EXISTING LAYER(S) OF PAVEMENT SHALL BE REMOVED. THE EXISTING SOILS SHALL BE USED AS THE SUBBASE.  2. PROOF ROLE THE SUBBASE TO 95% MAXIMUM DRY DENSITY IN ACCORDANCE WITH ASTM D-1557 PROOF ROLE THE SUBBASE TO 95% MAXIMUM DRY DENSITY IN ACCORDANCE WITH ASTM D-1557 AFTER THE PAVEMENT DRAINS HAVE BEEN INSTALLED AND ARE FULLY FUNCTIONING. MINIMUM OF 5 MODIFIED PROCTOR TESTS ON EXISTING SUBGRADE MATERIALS, BASED UPON FIELD OBSERVATIONS OF MATERIAL GRADATION. FIELD DENSITY TESTING AT A MINIMUM OF 50 FOOT SPACING.  3. COMPACT THE AGGREGATE BASE TO 95% MAXIMUM DRY DENSITY IN ACCORDANCE WITH ASTM COMPACT THE AGGREGATE BASE TO 95% MAXIMUM DRY DENSITY IN ACCORDANCE WITH ASTM D-1557.  4. PLACE GEOGRID DIRECTLY ON THE SUBBASE SURFACE, IN ACCORDANCE WITH MANUFACTURERS PLACE GEOGRID DIRECTLY ON THE SUBBASE SURFACE, IN ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS WITH A MINIMUM 1 FT OVERLAP. MINIMUM 2 MODIFIED LABORATORY PROCTOR TEST AND FIELD DENSITY TESTING AT APPROXIMATELY MINIMUM SPACING OF 50 FEET ON CENTER PER LIFT.  5. PAVING OPERATIONS SHALL BE SUBJECT TO THE MINIMUM REQUIREMENTS OF THE MAINE DOT PAVING OPERATIONS SHALL BE SUBJECT TO THE MINIMUM REQUIREMENTS OF THE MAINE DOT SECTION 401.19 QUALITY CONTROL METHOD D, UNLESS WAIVED BY THE OWNER. 
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