
RAISED PLATFORM +14"


SLAB ELEVATION +0"


2 RISERS AT 7"
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UP


1 TREAD AT 11"


RUN RAISED PLATFORM EDGE


OUT TO FACE OF FOUNDATION


WALL BELOW


43" HIGH GUARDRAIL TO


MATCH GUARDRAIL IN EXISTING FACILITY


PROVIDE POUR STOP


AT SLAB AND WALLS TYPICAL


2
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HANDRAILS WITH RETURNS


BOTH SIDES OF STAIRS


INTERMEDIATE HANDRAIL


TBD
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4" REINFORCED CONCRETE SLAB


GUARDRAIL TO MATCH


EXISTING FACILITY GUARDRAIL


43" AFF MINIMUM


5/4 WOOD CAP


RIGID INSULATION FILL


CONCRETE


SLAB


CONCRETE


SLAB


1
1
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"


3

4"


11"


REINFORCED


CONCRETE STAIRS 

CONCRETE


SLAB


RADIUSED EDGE


TYPICAL


CONTROL


JOINT
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RIGID INSULATION FILL 

4" REINFORCED CONCRETE SLAB 

GUARDRAIL TO MATCH


EXISTING FACILITY GUARDRAIL


43" AFF MINIMUM


5/4 WOOD CAP 

5/4 WOOD CAP


WOOD SKIRT BOARD


HANDRAIL


1

1/4" = 1'-0" 

PLATFORM FLOOR PLAN


2

1/4" = 1'-0"


PLATFORM SECTION DETAIL


3

1/4" = 1'-0"


PLATFORM STAIRS SECTION DETAIL
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