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MAINE LICENSE # 102

GENERAL CONTRACTOR ON RECORD:
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EXISTING 4"

STORZ _..uoi/ NEW SYSTE
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Reviewed for Code Compliance
Inspections Division

Date

LEGEND:

o rN/oN PIPE RISER UP OR DOWN
o EXISTING QUTLET

WET PIPE  -==- EXISTING WET

—— DRY PIPE
@ A SYSTEM RISER

>= PIPE PITCH 2> MAINS 25 LINES
| <+ SWAY BRACING

(A HYDRAULIC CALC. POINT

NO WORK IN EXISTING BUILDING

HH.VH‘LO‘H Umﬂ,}h DESIGN & SYSTEM NOTES:

POSITION, LOCATION, SPACING, AND USE OF SPRINKL-

NOT TO SCALE ERS SHALL BE IN ACCORDANCE WITH NFPA 13.

POSITION, LOCATION, SPACING, AND USE OF HANGERS
SHALL BE IN ACCORDANCE WITH NFPA 13.
HYDRAULIC CALCULATION PROCEDURES HAVE BEEN
DONE IN ACCORDANCE WITH NFPA 13. (SEE PLANS
FOR LOCATION OF REMOTE AREAS, HYDRAULIC
REFERENCE POINTS, AND SYSTEM DEMANDS.)

HIGH TECH FIRE PROTECTION IS TO BEGIN WORK
AT EXISTING 6" MAIN

DIMENSIONS AND LOCATIONS GIVEN FOR SPRINKLER
HEADS AND PIPE MAY VARY TO ACCOMMODATE
ACTUAL FIELD CONDITIONS.

OWNER TO PROVIDE ADEQUATE HEAT THROUGHOUT

_U_HNOLWOA_\ Ummo_um__ul_\_o_/_ BUILDING TO PROTECT WATER FILLED PIPING AND

EQUIPMENT FROM FREEZING TEMPERATURES.
ONLY TRI-SEAL TYPE COUPLINGS TO BE INSTALLED

BUILDING CONST: ON DRY AND OR PRE-ACTION SYSTEMS.

THE BUILDING IS 1 LEVEL WITH A MEZZANINE AND OWNER IS RESPONSIBLE TO MAINTAIN THE SPRINKLER
SYSTEM IN ACCORDANCE WITH THE LATEST EDITION

A ROOF TOP BAR ;
CONSTRUCTED OF A STEEL STRUCTURE, FIBERGLASS OF WATER-BASED FIRE PROTECTION SrTEMer AND Y

INSULATION, AND GYP BOARD WALLS. OR ALL APPLICABLE FEDERAL, STATE, AND/OR LOCAL
LAWS, CODES AND ORDINANCES.

BUILDING OCCUPANCY: ALL MECHANICAL, ELECTRICAL AND PLUMBING

THE BUILDING WAS BUILT & DESIGNED FOR TRADES TO COORDINATE THEIR WORK WITH
LIGHT HAZARD COMMERCIAL USE EXCEPT FOR THE KITCHEN SPRINKLER CONTRACTOR.

EXISTING ASPHALT PARKING

\\

SPRINKLER SYSTEM DESIGN: ALL ELECTRIC WORK IS TO BE DONE BY OTHERS.

WORK ON WET SYSTEM TO BEGIN AT EXISTING MAIN HEAD LEGERD:
TO COVER NEW ADDITION GLOBE
WORK ON DRY SYSTEM TO BEGIN AT CLOSET ON MODEL GL5615

A FXISTING BUILDING

NEW >ofoz!§
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Il (W0 COVERAGE W NON CONBUSTBLE
CANOPY PER NFPA 13: 2016ed
IV ls1s72

L N ® ® ® ® ® ® rowroesk | © | AL ® 1] B~

TOP FLOOR OF STAR 301 :
THERE IS A WET SYSTEM FOR THE WARM AREAS AND E
calens N | - NG BUILDING THERE IS A DRY SYSTEM FOR THE ROOF TOP K=20.6
: " | | L] _ " _ " L] L] (et ofripe) " | T NEW ADDITION THE SPRINKLER SYSTEM WAS DESIGNED TO MEET APPLICABLE 1/2" BRASS UPRIGHT

@ ® ! | bwe& i CODE REGARDING NFPA 13 2016ed FOR (225 SQFT MAX IN LIGHT HAZARD)
& &x [111] LIGHT AND ORDINARY GROUP 1 HAZARDS (130 SQFT MAX IN ORDINARY HAZARD)

® GLOBE
MODEL GL560

1
40 /155 ‘
) (@

COVERED. FRON 1/2" SEMI-RECESSED
ABOVE -\ WHITE PENDENT
L (225 SQFT MAX)

4 GLOBE
MODEL GL5635

2 /155° ®
K=5.6

, T 1/2” DRY PENDENT
EXISTING 6 WHITE SEMI—RECESSED ESC.

BULK FEED
@ GLOBE
MODEL GL5626
1 /155" A
K=5.6

ﬁ 1/2” HORIZONTAL SIDEWALL
C (14" X 14 MAX)

4

EF‘
|

LS

6+0
6+0
6+0
’_

6+0
6+0

/
N
=

2 2" 2" 2
0-6 7-4% 11-D -0

N
o
N
o
)
ES
':I;JM
o
;'dil

1

|

|
3

|

|

i

|
5
o

|

I
b
o
&
By
~
&>
7
o

40
1%
0
-
40
-
40
-
40
"
40
-
40
-
-
40
-
"
40

tmarim —

VESTIBULE

100
L—1

=
1%"
11-5%
O]
®
®

ARCADE

ﬁ =9 106 /
:_.: x.: Q hwﬂm .@_E. I’ ® L @
L~1-0 12r-0 & 120
4-0 HALF WALLS —

LANCAS TR
STREET

®

o
B
@
&
O]
s
5-0
"
0-6

PRO
SHOP

—ADH_

STAR —
102

O
Ul
O
=]
|2
21{'%
.2—8

-‘kO'
©
-0 P

+

===t
|

1" DRY
SYSTEM DRAIN

===

[ﬂ
7%
+
ik

COVERED FROM ABOVE
SWING CHECK

/W/BALL DRIP

BOTTOM OF
MEZZANINE

*DESIGN AREA NUMBER 3* % \ %_
HYDRAULIC DESIGN CRITERIA
LOCATION=_ STORAGE AND PREP AREA @

TYPE OF SYSTEM= NFPA 13 WET
AREA OF OPERATION= 1015-SQ.FT. A

U T T
4 H

NUMBER OF m_u@zxrmmmu 14 A
DENSITY= .15 W/ HOSE DEMAND OF 250 GPM
HAZARD CLASS= ORDINARY GROUP 1 PRESSURE 4" FDC

HEAD SPACING= 130 SQ.FT. .@\\ GAUGE
_

SYSTEM DEMAND INCLUDING HOSE @
BASE OF RISER= 546 68—PSI
SAFETY MARGIN=  19-PSI
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WOMEN'S S

MAIN DRAIN VALVE
WITH INSPECTORS TEST

/ w_mmm\»mw_m %ﬂmum_w_m ~ FLOW SWIT(

PER NFPA 13 11.2.3.2.3.1
(8—0 MAX STORAGE HEIGHT)
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TOTAL HEADS ON THIS SHEET: /2

BUTTERFLY VALV
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REVISIONS:
- GATEVALVE NO.  DATE: DESCRIPTION:

6”7 WILKINS 350A
BACKFLOW PREVENTER

BUTTERBALL VALVE
FOR MANUAL |WET

2%" HOSE VALVE_
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SUPPLY PRESSURE BOR DATE: NOVEMBER 8, 2016
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NEW 2%" SIAMESE FDC FOR SWING CHECK VALVE

MANUAL WET STANDPIPE WITH BALL DRIP - CUT EXISTING LOCATION:
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STREET VALVE DETAIL DRAWING TITLE:

NOT 1O SCALE BAYSIDE BOWL
AR FLOOR
MAIN FLOOR FIRE PROTECTION PLAN

TOTAL PROTECTED AREA 6,400 SQ.FT. (NFPA 13 2016ed.)
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