GENERAL NOTES:

A ACT TO BE TYPE Ill MINERAL BASE WITH
PAINTED FINISH: 24" x 48" x 5/8" THICK
SQUARE EDGE WITH NRC RATING OF 0.55 Date:
AND CAC RATING OF 35; HUMIDITY SAG
RESISTANT AND ANTI-MICROBIAL
PROTECTION.

B. SEE INTERIOR MATERIALS FINISH
SCHEDULE ON A206.

KEY NOTES: REPRESENTED BY THIS SYMBOL: @

1. EXISTING EXPOSED STRUCTURE ABOVE

2. EXISTING PRE-FABRICATED COOLER CEILING - FEILD VERIFY
EXISTING PRODUCE COOLER CEILING HEIGHT

3. PRE-FABRICATED COOLER CEILING - REFERENCE A701 -
MATCH EXISTING FINISHED PRODUCE COOLER CEILING
HEIGHT TO PROVIDE FLUSH TRANSITION

4. EXISTING COOLER EVAP LOCATION - FIELD VERIFY

5. JOINT BETWEEN EXISTING COOLER AND NEW COOLER
CEILING TO BE FLUSH AND SEALED TIGHT

LEGEND:
| EXISTING CEILING GRID AND ACT TO REMAIN
NEW SUSPENDED CEILING TILE IN NEW SUSPENDED
CEILING GRID = ARMSTRONG SQUARE EDGED
FINE FISSURED TYPE Ill MINERAL BASED 24" x 48" x 5/8"
TILE - NRC RATING = .55; CAC RATING = 35; HUMIDITY
SAG RESISTANT; ANTI-MICROBIAL PROTECITON
NEW PRE-FABRICATED COOLER CEILING PANEL TO
MATCH EXISTING
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