CASEMENT

Operator / Stationary Units

MO (mm) 1.6"(457)
RO (mm) T-6"(457)

FS (mm) 1-51/2" (445)
DLO (mm) 1153/64" (300)
[N

o N

S5

S8ud H
£5:Q

PRy NS IFCA1620

5 ~@

£ 88 T
$2883 %
nonQ Ll
NENENEY IFCA1626

2'-113/4"(908)
3'-0"(914)
2'-11/2"(902)

29 53/64" (757)
=

FCA1630

6 o~
2 3L
ggee
T8y
5SS E
[ToRNoNTo R —
R IFCA1636
s 8
[s2) N0
& 0206
S
TN
S5ESD
Towl =
TS IFCA1640
8 =6 i
el P =
o) - P
= o
TS _
I L
won@ IS8
il pust ~
=l IFCA1646

412" (151
5353164 (1367)
——— |

4'-13/4"(1518)
5'-0"(1524)

=

o

IFCA1650

S g
~ O 0
8-388
L= s e b
T8
sS=8Q
= —m
0 O 00 =
ninin & IFCA1656
N @8
el
N
SN
S=89
Sl =)
O+ e
Yo 57 S
inoin o IFCA1660T

Details and Elevations not to scale.

Special sized units available within product size
matrix. See your Integrity® retailer.

E = These windows meet National Egress Codes
for fire evacuation. Local codes may differ.
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T =Standard Tempered

Obscure Glass option available on all units.

GBG available in standard Rectangular
lite cut, shown above. Other GBG lite cuts
shown on page 35.
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These units may optionally include a window,
opening control device tested to ASTM F209
which can be released from the inside without
use of akey, tool, special knowledge, or force
greater than that required for normal unit
operation.

See page 87 for specific PG Ratings.
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