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2x12 FRAMING AT 16" O.C%

2x12 PT LEDGER/RIMBOARD
FASTENED WITH 5/8" DIA. x 6" EMBEDMENT
HILTI HIT-HY70 ADHESIVE ANCHORS
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\ EXIST 12" THICK MIN. SOLID BRICK
MASONRY EXTERIOR AND
INTERIOCR WALL
?
{?1 SECTION AT EXT
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ALIGN FRAMING WITH STUDS BELOW

CONTINUOUS PT 2x6 TOP AND BOTTOM
PLATES AND PT 2x6 STUD AT EXTERIOR WALL

21-2" COLUMN TO COLUMN S
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NEW BEARING WALLS SPACED AT I/3 PONTS 7
BETWEEN COLUMNS

T-0" MAX BETWEEN | 1'-@" MAX BETUEEN

S NEW BEARING WALLS

NEU BEARING WALLS 7

NEW

20"

3/4" APA RATED SHEATHING
FASTENED WITH CONSTRUCTION
CONSTRUCTION ADHESIVE AND

10d RING SHANK NAILS AT 6" O.C.

2x6 PT LEDGER/RIMBOARD
FASTENED WITH 5/8" DIA. x 6" EMBEDMENT
HILTI HIT-HY70 ADHESIVE ANCHORS

AT §-00.C.

EXISTING

=— 5/8" PLYWOOD
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"}~ 1x3 WOOD STRAPPING
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® |_L—— CONTINUOUS 2x6 BOTTOM PLATE
= = OF NEW BEARING WALL

1" WOOD PLANK SUBFLOOR
— 1" WOOD PLANK SUBFLOOR
— 2 3/4"x11 3/4" EXIST WOOD FLOOR

JOISTS AT 16" O.C. - CONTRACTOR TO
VERIFY BEFORE CONSTRUCTION

>— CONTINUOUS PT 2x6 TOP AND BOTTOM
PLATES AND PT 2x6 STUD AT EXTERIOR WALL

< 3/4" PLASTER ON WOOD LATH CEILING—*

EXIST 11 3/4" x 11 3/4" TIMBER BEAM

MIN TO BE VIF. BEAM SHALL HAVE
A MIN, SPAN OF 14'-0" BETWEEN
EXIST COLUMNS AND BETWEEN
EXIST COLUMNS AND EXT WALL

AT BOTH FRONT AND REAR OF

BUILDING VIF

— SUSPENDED ACT CEILING
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\— EXIST 12" THICK MIN. SOLID BRICK
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2x6 PT LEDGER/RIMBOARD

7 FASTENED WITH 5/8" DIA. x 6" EMBEDMENT

HILTI HIT-HY70 ADHESIVE ANCHORS

AT 8-00.C.

ANCHORS TO BE INSTALLED INTO EXIST

8" THICK MIN. SOLID BRICK MASONRY OR
EXIST CONCRETE FILLED CMU BOND BEAM
OR EXIST CONC FILLED CMU CELLS TO BE
VERIFIED IN THE FIELD OR INSTALLED

BY CONTRACTOR - FILL CELLS AT ANCHORS

WITH CONCRETE F PRIME C = 3000 PSI

>— CONTINUOUS PT 2x6 TOP AND BOTTOM
PLATES AND PT 2x6 STUD AT INTERIOR WALL

_— LEDGER ANCHORED TO CMU WALL VIF
_— JOIST HANGERS

\_ AT EXIST STAIRWELL AND

ELEVATOR ENCLOSURE

EXIST 8" THICK MINIMUM SOLID
MASONRY OR EXIST 8" MIN CMU WALL
TO BE VERIFIED IN THE FIELD OR
INSTALLED BY CONTRACTOR

2x12 PT LEDGER/RIMBOARD

FASTENED WITH 5/8" DIA, x 6" EMBEDMENT
HILTI HIT-HY70 ADHESIVE ANCHORS

AT 8-00.C.

ANCHORS TO BE INSTALLED INTO EXIST

8" THICK MIN. SOLID BRICK MASONRY OR
EXIST CONCRETE FILLED CMU BOND BEAM
OR EXIST CONC FILLED CMU CELLS TO BE
VERIFIED IN THE FIELD OR INSTALLED

BY CONTRACTOR - FILL CELLS AT ANCHORS

WITH CONCRETE F PRIME C = 3000 PSI

>_ CONTINUOUS PT 2x6 TOP AND BOTTOM
PLATES AND PT 2x6 STUD AT INTERIOR WALL

- LEDGER ANCHORED TO CMU WALL VIF
L— JOIST HANGERS

\_ AT EXIST STAIRWELL AND
ELEVATOR ENCLOSURE
EXIST 8" THICK MINIMUM SOLID
MASONRY OR EXIST 8" MIN CMU WALL
TO BE VERIFIED IN THE FIELD OR
INSTALLED BY CONTRACTOR
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Date: 11/26/13

Reviewed for Code Compliance
Inspections Division
Approved with Conditions
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