J B BROWN BUILDING
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, EXISTING | 9 NEW UNITS N 3RD FLOOR AREA OF NEW BUILDING WORK = 8,400 SQ FT L 3 PROPOSED | 8 EXISTING UNITS | 4THFLOOR AREA OF NEW BUILDING WORK = 4,000 SQ FT
< > 3RD FLOOR TOTAL AREA = 15,195 SQ FT < 7 4TH FLOOR TOTAL AREA = 15,195 SQ FT
OFFICES TOTAL BUILDING AREA = 96,340 SQ FT NEW UNITS TOTAL BUILDING AREA = 96,340 SQ FT
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RELE\/ANT CODES NFPA 101 — 2009 REFERENCE NFPA 101 — 2009 CONT.
OCCUPANCY — APARTMENT BUILDING NFPA 6.1.8 ULTIPLE. OCCUPANGIES 7 ]
OCCUPANT LOAD: :
INTERNATIONAL BUILDING CODE 2009 REFERENCE . _ DWELLING UNIT EGRESS CAN PASS THROUGH NONRESIDENTIAL OCCUPANCY 30.1.2.2.1
OCCUPANCY R=2 (RESIDENTIAL) 310 3RD FLOOR: APARTMENTS 7720 SF/200 NET = 39
o TION SyPE 35 o OFFICES 2978 SF/100 NET = 30 MULTIPLE DWELLING UNITS ARE PERMITTED OVER NONRESIDENTIAL OCCUPANCY  30.1.2.3 (1or2) % % _
LD SPRINKLED NEPA 13 0035 1 2 JOTAL 3RD FLOOR = 69 PEOPLE CORRIDORS SHALL HAVE A MINIMUM WIDTH OF 44 INCHES 30.2.3.3 NN
ALLOWABLE AREA — 16,000 SQ.FT. 7503 ATH FLOOR: EXISTING APARTMENTS 7178 SF/200 NET = 36 AREA OF REFUGE NOT REQUIRED 30.2.2.12.2
[PROPOSED FLOOR AREA (15,195 SQ.FT.) | NEW APARTMENTS 3516 SF/200 NET = 18 TRAVEL DISTANCE WITHIN DWELLING UNIT < 125 FT 30.2.6.2 E6 / O
ALLOWABLE HEIGHT (5) STORIES (4 STORY TABULAR HGT. PLUS 1 STORY SPRINKLER INCREASE) T503 TOTAL 4TH FLOOR = 54 PEOPLE TRAVEL DISTANCE FROM UNIT TO EXIT < 200 FT 50.2.6.3.2
[PROPOSED HEIGHT (5) STORIES | 504.2 CONSTRUCTION TYPE 111(200) NFPA TABLE A.8.2.1.2 DEAD END CORRIDORS < 50 FT 30.2.5.4.2 é
FIRE RESISTANCE RATING STRUCTURAL FRAME (0 HOUR) T601 EXTERIOR BEARING WALLS: 2 HOURS COMMON PATH OF TRAVEL < 50 FT 30.2.5.3.2 W 5 EXISTIN[l R-2 OCCUPAN(Y
FIRE RESISTANCE RATING EXTERIOR BEARING WALLS (2 HOUR) T601 INTERIOR BEARING WALLS: 0 HOURS EMERGENCY LIGHTING REQUIRED 30.2.9 9 2
FIRE RESISTANCE RATING INTERIOR BEARING WALLS (0 HOUR) T601 e O USSES: O HOURS #RUENB\TIRI;AR%LES%ESNES1R?§L51§ESND SPRINKLERS 2303'3421'11'1 PROPOSE R-2% %
FIRE RESISTANCE RATING NON-BEARING WALLS AND PARTITIONS (0 HOURS) T601 FLOOR CEILING ASSEMBLIES: O HOURS ey P 0345 OCCUPANICY EXISTING R-F OCCUPANCY
FIRE RESISTANCE RATING FLOOR CONSTRUCTION (0 HOUR) 7601 ) e 4 UNITS 409|-411 4 /
FIRE RESISTANCE RATING ROOF CONSTRUCTION (O HOUR) 7601 ONBERGING NIERIOR & XTERIOR N EXTINGUISHMENT SYSTEM IS REQUIRED 30.3.5.1
E)?#BEQETOGS JEEER:OIEO&:JREXTERIOR WALLS: O HOURS 7132.1 (2) (a or b) CORRIDOR WALLS SHALL HAVE A MINIMUM 1/2 HOUR FIRE RATING 30.3.6.1.2 %/ P S
H .1.0.4.. a or
FIRE PARTITIONS 708.1 EXIT ACCESS DOORS SHALL NOT BE LESS THAN 1/3 OF THE BUILDING DIAGONAL 7.5.1.3.3 gg;s:ggg gggsg g:ﬁ:::: EéngfF Mé['(';glleMG 1A/N3D HSOEEE &RT%HTSENG 33(())33:22; G]%{%IISE) S a g%%%%i%%%z 7
CORRIDOR FIRE PARTITION (NONBEARING) — 1/2 HR T-1018.1 BUILDING DIAGONAL = 201°-4". 1/3 OF DIAGONAL = 67° DWELLING UNIT SEPARATION WALLS SHALL HAVE MIN 1/2 HR RATING  30.3.7.2 3 OCCUPANCIY 103 3 UNITS 301 - 309
CORRIDOR DOORS .33 HOURS IN 1/2 HOUR WALL T-715.4 DISTANCE BETWEEN EXIT ACCESS DOORS = 74’-4”" WHICH IS > 67’ el 7 <
CORRIDOR DOORS TO HAVE SMOKE CONTROL 715.4.3.1 // _ =
DWELLING UNIT SEPARATION - 1/2 HR 709.3 (EX. 2) BUILDING SPRINKLED NFPA 13 < EXISTIN([l o %4 hy
Z GROUP B o @
ELEVATOR LOBBIES NOT REQUIRED FOR FIRE 708.14.1 (EX. 4) | EXISTING STAIRS 17.2.2.2.1 % 2 < OCCUPANCY 2 . ¥
ALARM REQUIRED 907.2.9 REQUIRED > > e
SMOKE DETECTORS REQUIRED 907.2.10.2 MIN. WIDTH CLEAR: 36 INCHES 52 ﬁ & &
REQUIRED SEPARATION OF OCCUPANCY R-2 & B = 1 HR T-508.4 MAX. HEIGHT OF RISERS: & INCHES 7 EXISTING 2
NOT LESS THAN 50 STC ASSEMBLY BETWEEN DWELLING UNITS 1207.2 m:: LFE%%O%EMP_T%:FTQ EN?HES 1 GROUP M
o MAX. HEIGHT BETWEEN LANDINGS: 12 FT. Pre— OCCUPANCY ,
MEANS OF EGRESS MIN REQUIRED CORRIDOR WIDTH - 44 1018.2 EXISTING HANDRAILS ON STAIRS: NOT < 30 IN. AND NOT > 38 IN.  7.2.2.4.4.2 ==l =T
EXISTING STAIRS ] 4 T
PROVIDED T B EXISTIN[: BASEMEINT L
WIDTH BETWEEN HANDRAILS CLEAR = 39 INCHES W 7777 77 7 N7 N7/ 77 7777 AT
HEHT OF RSERS: 7 NOES i T e T T T Ve I T
TREAD DEPTH: 12 INCHES INCLUDING 1 INCH NOSING (11 INCHES CLEAR) sl === === == === = = = = = = = == ===
HEADROOM: 12FT. ‘”*W*\H:"‘:mﬁm%m%m%m%m%m%m%m%m%m;m:‘H:H‘:H‘*W*‘H—H\fw e
MAX. HEIGHT BETWEEN LANDINGS: 7 FT. EXISTING OFFICES & APARTMENTS REMAIN N — - .
EXISTING HANDRAILS ON STAIRS = 32 INCHES NOT IN CONTRACT TYPICAL SECTION A-A
SCALE: 1/16" = 1'-0"




