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Fire Barrier Duct Wrap 615+

Duct Wrap Fire Protection System for Commercial Kitchen Gre
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1. Product Deseripiicn

3™ Five Barrier Diset Wrap
#15+ is a fire resistant wrap
consisting of an inorganic fiber
blanket encapsulated with a
scrimerginfarced fail. The product
is 1-1/2 in. thick, 6pof densityn®

i Is used {o fire rate commercial
kitchen grease ducts as well as
veniilation ducts, and is 2 proven
altemnative to 1 or 2 howr fire
resistant rated shaft enclosures.
With its excellent insulating
capabilities, low weight and thin
profile, it is and idea! ehoive fov
a duct enclosure system. This
non-asbestos wrap installs easily
because of its high flexibility

and strength.

Feafures

e Two-layer wrap for grease ducis
rated as a shaft aliernative per
ASTM E 2336

= Zaro clearance to combustible
throughout the entire enclosure
system for congested spaces

2 One-layer wrap for fire-resistive
ventifation ducis per IS0 8944

o High flaxibility for installation ease

° Foll encapsulated for blanket
protection, less dust, and high
wrap strength

° Widest range of penetration
seal systems

OUEFINCULAFON
b )

LISTES LINTED
AT, ﬁ_ﬁk L)
@, &
% 0
AL e
RNESTOP SYSTEMS FIRESTEP SVSTERS
ST IRECTO T DIRECTORY
2. Applicetions

‘Two-layer applications of 3#™ Fire Banler Duct Weap 815+ meet the
ariterie of ASTM E 2336 "Standard Test Msthods Tor Fire Resistive
Gregse Duct Enclosure Sysiems’.

3™ Fire Barer Duct Wrap 818+ as single-layer fire resistant wrap applisation

has passed $ie IS0 5344 Firs Reglstznes Tesis -~ Ventilation Ducts”.

3™ Fire Barrier Duct VWrap 615+ is an idesl fire resistive enclosure

for commercial ldichen grease dusis and ventilation air ducts. kisa
proven performance aliernative to a 1 or 2 hour fire resistant rated shaft
enclosures and provides zern cléavance to combustinle constniction
fhroughout the entire enclosure system. 3M™ Fire Barler Waler Tight
Seaiant 1000 NS, 3M™ Fire Barier Water Tigivt Seafant 1003 8L or
BT Fire Barrier Yeder Tight Sealant 2000+ Silicone Seaiants i used In
combination with 2™ Fire Barrer Duct Wrap 5154 4o firesiop the duct
when the duct penctrates fire rated floors and walls.

8. Availabliity
Unit Size Clarartiiy Weight
Bl 24 in. » 25 ft. 4 45 lbs
(80,2 mmx 835 cm} (20.4 kg
Aol 48 in. x 25 ft. 1 80 Ibs
{121 ¢m x 835 cm) {40.8 kg)
4, Typical Physical Properties
Blanket Color Weight
Whiie 0.8 Ibs./ft2 {4.38 kg/m?

* In ageardanes with the tolerances in ASTM © 832 Stardard Specification for High-Temmarature Fiber Blanket Thermal Insulation.




