Job Name:

System Reference:

Inspections Division

Date: Date:_12/28/16

MyZ-A24A0

3ENERAL FEATURES:

+ Multi-position air handiing unit

+ Muiti-Position installation without any additional kits

+ Quiet operation

+ Selectable external static pressure settings with capabilities up to
0.80 In. W.G.

Auto fan speed control: Low, Medium, High

indoor unit powered from outdoor unit using A-Contrel {Optional)

Auto restart following a power outage

Limited warranty: five years paris and seven years compressors

LI B

\CCESSORIES:

o Mini-Condensation Pump {S130-115/230)
o Maxi Blue Diamond Condensate Pump 230V (X87-721)

Specifications are subject to change without nofice.

SPECIFICATIONS:

24,000
Heating at 47° F Btush 27,000

Cooling Btufh

*Rating Conditiens per AHRI1 Standard:

Casling | Indoar: 80° F (27° C) DB/ 67° F (19° C) WB
Cooiing | Dutdoor: 95° F (35° CY DR/ 76° F (24° C} WB
Heating at 47°F | indoor: 70° F {24° C) DB / 60° F {16° G) WB
Heating at 47°F | Quldoor: 47°F (8° C) DB/ 437 F {6° G) WB

For data on specific indoar units (all ducted, afi nen-ducted, and both ducled and non-ducted)
cembinations, see the MXZ Technical and Service Manual

208 / 230V, 1-Phase, 80 Hz

Indoor - Qutdoor $1-52 AC 208 7 230V
Indoor - Outdoor $2-83 +- 24VDC

n.wG | 0.30-0.50-0.80

High-gloss polyester powder coated

50-1/4 x 17 x 21-5/8

nmm) | 4 275 x 432 x 548)

Los.(kg) | 113 (51)

Cooling 30-34-38

d3(A)
Heating 30-34-38

Cooling (Dry) 515 -625-735

CFM

Heating 515 -625- 735

Liguid (High Pressure)

3/8 (9.52)
-1 In.{mm)
Gas (Low Pressure} 5/8 (15.88)

R410A

Flared
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