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PARTIAL LOWER LEVEL PLAN 
SCALE: 1/4" = 1'-0" 
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DOOR ASSEMBLIES 
SCALE: 1/4" = 1'-0"
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INTERIOR WINDOW ASSEMBLIES

SCALE: 1/4" = 1'-0"
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KEY PLAN

SCALE: 1/32" = 1'-0"
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REPAIR PLASTER AND SOLID

INFILL ENCLOSURE AT

EXISTING ROUND COLUMN.!

AS ALTERNATE REMOVE

EXISTING PLASTER

ENCLOSURE AND INFILL AND

PROVIDE NEW 5/8" TYPE X

GWB ON METAL STUDS AS

SHOWN. NEW ENCLOSURE

FOR EXISTING STEEL COLUMN

SHALL BE FIRE RATED 1 HR.
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NEW 3 5/8" METAL
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EXISTING

OPENING IN CMU
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NOTE: THIS WALL

AREA TO BE

FUTURE DOOR

OPENING. DO NOT

INSTALL

ELECTRICAL OR

OTHER SERVICES

IN THIS PART OF

WALL.
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PAINTED HM DOOR!


TO MATCH EXISTING 

PAINTED HM FRAMES!

TO MATCH EXISTING
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SINGLE GLAZED LITES!

MIN. 1 /4" TEMP. GLASS


UNIT FRAME WITH 4" HM !

CORNER POST.


CORNER UNIT,!

OPP. SIDE SIMILAR


METAL STUD PARTITION

NON-RATED
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METAL STUD PARTITION

NON-RATED
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3"


2 1 /2" METAL STUDS AT!

16" O.C.


LINE OF EXISTING CEILING


5/8" GYPSUM BOARD, PAINTED


4" RUBBER BASE


LINE OF EXISTING CMU WALL


EXISTING FLOOR. FINISH TO MATCH!


EXISTING BASEMENT CONCRETE!

FLOORS.


3 5/8" RUNNER ANCHORED TO STRUCTURE!

WITH FASTENERS AT 24 IN. MAX. LOCATED!


AT FLOOR AND CEILING.


LINE OF STRUCTURE/DECK


PROVIDE SELF-ADHERED FLASHING

MEMBRANE TO ALL LOWER LEVEL WALL

PARTITIONS, UNO.  !

TRIM EXCESS AS NECESSARY.


5/8" GYPSUM WALLBOARD,!

EACH SIDE. PAINTED


3 5/8" GALV. STEEL STUD!


FRAMING AT 24" O.C.


3" ROCK WOOL ACOUSTICAL INSULATION.


4" RUBBER BASE


ACOUSTICAL SEALANT, TYPICAL


ACOUSTICAL

SEALANT, TYPICAL 

LINE OF EXISTING JOISTS


EXISTING PLASTER

CEILING!


TO REMAIN. PATCH

AND REPAIR !

AS REQUIRED.


PARTITION and FRAMING NOTES:


1 .  NEW PARTITION:!

A.   TO BE 3 5/8" 20 GAUGE METAL STUDS AT 24" O.C. WITH 1  (ONE) LAYER TYPE 'X' 5/8" !

      GYPSUM WALLBOARD EACH SIDE, U.N.O.!


!


B.   WHERE WALL IS INFILL, OR ADJUSTMENT TO EXISTING WALL, MATCH EXISTING

       WALL THICKNESS.!


!


C.   EXTEND ALL PARTITIONS TO EXISTING CEILING, U.N.O. !

!


3.  PROVIDE 3" ROCK WOOL ACOUSTICAL  INSULATION IN ALL NEW WALLS, U.N.O.!

!


5. PROVIDE SELF-ADHERED FLASHING MEMBRANE TO BOTTOM TRACK OF ALL LOWER LEVEL

WALL PARTITIONS,   UNO. TRIM EXCESS AS NECESSARY
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