
A7-2

PUBLIC
ADDRESS (PA)
SYSTEM
SCHEDULE

51
0 

C
O

N
G

R
E

S
S

 S
TR

E
E

T
M

E
P

S

P
O

R
TL

A
N

D
, M

A
IN

E

STRUCTURAL:
Structural Integrity
77 Oak Street
Portland, ME 04101
207-774-4614

SHEET TITLE:

DRAWN BY:

PROJECT No.

CHECKED BY:

REVISIONS:

CONSULTANTS:

SCALE:

DATE:

c 2014  RYAN SENATORE 

OCTOBER 30, 2014

RJS

AS NOTED

ARCHITECTURE

RRT / RJS

RYAN J.
SENATORE

No. 3322

OF MAIN

E

ETATS

DE
ER

G
I

TS
E

R

A CR

ET

HI
C

T

RYAN SENATORE
ARCHITECTURE

565 CONGRESS STREET
SUITE 304

PORTLAND, MAINE 04101
207-650-6414

senatorearchitecture.com

PUBLIC ADDRESS SYSTEM SCHEDULE PUBLIC ADDRESS SYSTEM NOTES
PUBLIC ADDRESS SYSTEM:

A. A ZONED PUBLIC ADDRESS SYSTEM SHALL BE PROVIDED AND INSTALLED. THE SYSTEM SHALL BE
ALL-ZONE, PLUS BE DIVIDED INTO SIX (6) SEPARATE ZONES: HEADQUARTERS, COMMON AREAS,
OPERATIONS, MEDICAL, TESTING, AND LIAISONS.

B. PUBLIC ADDRESS SYSTEM ZONING:

    ZONE 1 (COMMON AREAS) INCLUDES THE CORRIDORS, VISITOR LOUNGE, APPLICANT DINING, PUBLIC
RESTROOMS, LIAISON WAITING, BAGGAGE ROOM, TELEVISION ROOM, APPLICANT WAITING, GAME ROOM.

   ZONE 2 (HEADQUARTERS) INCLUDES THE FEMALE STAFF LOCKER, MALE STAFF LOCKER, HQ ADMIN.
SECTION, STAFF LOUNGE, SUPPLY, STORAGE, AND EXERCISE ROOM.

   ZONE 3 (TESTING) INCLUDES THE ENTIRE TESTING SECTION, EXCLUDING TEST ROOMS.

   ZONE 4 (OPERATIONS) INCLUDES THE ENTIRE OPERATIONS SECTION, EXCLUDING THE CEREMONY AND
BRIEFING ROOMS.

   ZONE 5 (MEDICAL) INCLUDES THE ENTIRE MEDICAL SECTION EXCLUDING MEDICAL BRIEFING AND THE
AUDIO ROOM.

  ZONE 6 (LIAISONS) INCLUDES THE ENTIRE LIAISON SECTION.

C. ACCESSIBILITY - THE PA SYSTEM SHALL BE ACCESSIBLE FROM THE TELEPHONE SYSTEM SUCH THAT
ANY STAFF TELEPHONE WITHIN A ZONE CAN ACCESS THE PA SYSTEM WITHIN THAT ZONE AND/OR ALL
ZONES.

D. SPEAKERS - PROVIDE CEILING-MOUNTED, 8 INCH, FULL RANGE CONE TYPE SPEAKERS WITH MATCHED
BLACK-BOX AND BAFFLE SIMILAR TO DUKANE MODEL 5A607 OR EQUAL. SPEAKERS WILL HAVE A POWER
RATING OF AT LEAST 10 WATTS AND INCORPORATE A UNIVERSAL-MATCHING TRANSFORMER WITH
POWER TAPS OF 0.5, 1.0, AND 2.0 WATTS. FREQUENCY RANGE WILL BE FROM 30 TO 20,000 HZ. SPEAKERS
SHALL NOT BE PROVIDED IN TEST ROOMS, BRIEFING ROOMS, AUDIO ROOM, AND THE CEREMONY ROOM.

        SPEAKER  TYPE  1  –  PUBLIC  ADDRESS  SPEAKERS  WITH  VOLUME  CONTROLS  AT  THE  SYSTEM  AMPLIFIER,
OR MOUNTED ON EACH BAFFLE.
        SPEAKER  TYPE  2  –  SPEAKERS  WITH  WALL  MOUNTED,  10-POSITION  IN  3-DECIBEL  STEPS,  CONTROL.

E.  VOLUME  CONTROL  –  A  10-WATT  AREA  SPEAKER  CONTROL  SIMILAR  TO  DUKANE  MODEL  9A1550B  OR
APPROVED EQUAL WILL BE PROVIDED AND INSTALLED. ATTENUATION SHALL BE PROVIDED THROUGH A
ROTARY SWITCH OF 10 TO 12 POSITIONS. ATTENUATION SHALL INCREASE / DECREASE AT 1.5DB PER
STEP.

F.  AMPLIFIERS  –  PROVIDE  MIXER  /  AMPLIFIER(S)  AS  REQUIRED  TO  POWER  VOICE  PAGING  AND
AUDIO-TAPE PLAY OVER ALL SIX ZONES. MAXIMUM NUMBER OF SPEAKERS ON ANY ONE ZONE WILL BE
40. AMPLIFIERS SHALL BE SIMILAR TO DUKANE MODELS 1A1635, 1A1660, 1A1725 OR APPROVED EQUAL
(WATTAGE VARIES). THE AMPLIFIER SHALL HAVE DEDICATED INPUTS FOR AUXILIARY AND TELEPHONE
PAGE AS WELL AS OTHER INPUTS AS REQUIRED TO INTERCONNECT ALL SYSTEM COMPONENTS.
TELEPHONE PAGING MODULE SHALL BE BUILT-IN TO PROVIDE SIGNAL INPUT OF 600 OHMS AND
CONNECTION TO TELEPHONE KEY SWITCHING UNIT. INDIVIDUAL CONTROLS FOR INPUTS, TONE
CONTROL, MASTER CONTROL AND POWER ON/OFF SHALL BE FRONT PANEL ACCESSIBLE. IN
MULTI-AMPLIFIER  SET-UPS,  BRIDGING  OF  AMPLIFIERS  IS  REQUIRED  TO  PROVIDE  AN  “ALL  CALL”
CAPABILITY.

G. ALL PA WIRING SHALL BE SOUND SHIELD WITH DRAIN #22-2 CONDUCTOR.

H. AT LOCATIONS OF REPLACED SPEAKERS IF EXISTING CEILING TILE OPENING DOES NOT FIT NEW
SPEAKER REPLACE CEILING TILE FOR A CLEAN FINISHED APPEARANCE

I. CUT PATCH AND REPAIR WALLS TO MATCH THIER EXISTING CONDITION AS REQUIRED FOR
INSTALLATION OF NEW PA SYSTEM ELEMENTS.

SUPPLEMENTAL REQUIREMENTS

1.INSTALL INDIVIDUAL VOLUME CONTROL PANELS, WALL MOUNTED, IN ALL ROOMS WITH TYPE 2
SPEAKERS.
2.INSTALL TWO SEPARATE VOLUME CONTROL PANELS, WALL MOUNTED, FOR ZONES 1 & 4 W/ TYPE 1
SPEAKERS, AT THE MAIN CONTROL COUNTER.
3.INSTALL ONE SEPARATE VOLUME CONTROL PANEL, WALL MOUNTED, FOR ZONES 5 W/TYPE 1
SPEAKERS, AT THE MEDICAL CONTROL COUNTER.
4.DO NOT INSTALL A VOLUME CONTROL PANEL AT THE AMPLIFIER.


