SLOPE CEILING UP

REFLECTED CEIILING PLAN NOTES

1)) LIGHTING IS SHOWN FOR FIXTURE TYPE AND LOCATION PURPOSES ONLY, GENERAL CONTRACTOR IS TO PROVIDE STAMPED ELECTRICAL
DRAWINGS FROM AN ELECTRICAL ENGINEER (DESIGN - BUILD) FORMAT FOR NEW AND RENOVATION ELECTRICAL WORK TO OBTAIN NECESSARY
PERMITS. ALL ELECTRICAL, AND ANY FIRE ALARM WORK REQUIRED IS TO BE DONE IN ACCORDANCE WITH THE MOST CURRENT CODES.

2) MECHANICAL GRILLES, VENTS AND LOUVERS ARE SHOWN FOR LOCATION PURPOSES ONLY, GENERAL CONTRACTOR IS TO PROVIDE STAMPED
MECHANICAL DRAWINGS FROM AN ELECTRICAL ENGINEER (DESIGN - BUILD) FORMAT FOR NEW AND RENOVATION MECHANICAL WORK TO OBTAIN

SIMILAR TO 3.) AT MODIFIED WALL LOCATIONS AND RELOCATED SPRINKLER HEADS AS INDICATED ON DRAWINGS, THE FIRE SPRINKLER SYSTEM SHALL BE
EXISTING - FRAME CEILING TYPE 2 CEILING TYPE 2 MODIFIED AND ADJUSTED AS REQUIRED BY CODE. GENERAL CONTRACTOR IS TO PROVIDE STAMPED SPRINKLER DRAWINGS FROM A FIRE
SIDE WITH ACT CEILING TYPE 2 SLOPE CEILING UP SIMILAR TO EXISTING - PROTECTION ENGINEER (DESIGN - BUILD) FORMAT FOR THE WORK TO OBTAIN NECESSARY PERMITS. ALL FIRE SPRINKLER SYSTEM WORK
AND GRID SYSTEM FRAME SIDE WITH GWB FINISH REQUIRED IS TO BE DONE IN ACCORDANCE WITH THE MOST CURRENT CODES.
6'-0" : 12'-0" : 4.) AT LOCATIONS OF REPLACED CEILINGS, INSTALL NEW CEILING AT SAME HEIGHT ABOVE FINISHED FLOOR AS EXISTING CEILING
; i %ﬁ [ J 5.) ALL CEILINGS TO BE CEILING ( TYPE 1) UNLESS OTHERWISE NOTED
= | —— 6.) AT CEILINGS TO RECEIVE NEW GWB CEILING PROVIDE BLOCKING AND FRAMING FOR ALL NEW OR RELOCATED CEILING ELEMENTS PRIOR TO
o INSTALLATION OF GWB
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S - B URINALYSIS 7.) AT CEILINGS INDICATED TO BE REPLACED ALL CEILING MOUNTED MECHANICAL GRILLES LOUVERS, ETC. ARE TO BE REPLACED WITH NEW GRILLES,
N = & A LOVERS, ETC.ALL OTHER MECHANICAL GRILLES AT CEILING THROUGHOUT THE FACILITY ARE TO BE CLEANED AND PAINTED.
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NECESSARY PERMITS. ALL MECHANICAL WORK REQUIRED IS TO BE DONE IN ACCORDANCE WITH THE MOST CURRENT CODES. GENERAL
CONTRACTOR TO RELOCATE ALL ELEMENTS TO ENSURE A FULLY FUNCTIONAL MECHANICAL SYSTEM
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