
FEMALE


ORTHO


414


WOMENS


URINALYSIS


415


FEMALE


EXAM


ROOM


416


VISION


TESTING 2


409


AUDIO


TESTING


408


LAB /


SEROLOGY


413


MENS


URINALYSIS


412


BREAK


ROOM


411


MEDICAL


STORAGE


410


VISION


TESTING 1


407


MEDICAL


NCOIC


406


MALE


ORTHO


404


MEDICAL


WAITING


ROOM


400


MEDICAL


NCO


401 

CHIEF


MEDICAL


OFFICER


402


ASSISTANT


MEDICAL


OFFICER


403


1. REMOVE THE WALL COVERING


2. REMOVE CEILING TILE WITH GRID


3. REMOVE THE FLOOR COVERING (CARPET OR TILE)


4. REMOVE ALL DOORS AND FRAMES


5. REMOVE ALL LIGHTS


MEDICAL DEMO NOTES


REMOVE THE VINYL COVE


BASE AROUND THE BOTTOM


OF MEDICAL COUNTER


REMOVE SINK


AND FAUCET


REMOVE EXISTING


COUNTERTOP AND


FRAMEWORK


UTILITY


ROOM


405


DO NOT REMOVE THE CEILING


GRID, JUST CEILING TILES IN


UTILITY ROOM


REMOVE FULL


LENGTH BENCH 

AUDIO BOOTH 

DURING CONSTRUCTION,


PROVIDE DUST COVER ON


THE AUDIO BOOTH AND


RELATED EQUIPMENT


REMOVE EXISTING


COUNTERTOP AND


FRAMEWORK


REMOVE SHOWER FAUCET AND


HEAD IN THE SHOWER STALL


REMOVE GYPSUM


CEILING INCLUDING


SHOWER AREA


REMOVE BENCH


REMOVE ALL URINALS,


TOILET AND PARTITIONS


REMOVE PASS


THROUGH


WINDOWS


REMOVE DOORFRAME


REMOVE SINK AND FAUCET,


SALVAGE SINK AND


FAUCET FOR RELOCATION


(CAP OFF PLUMBING IN


WALL)


REMOVE


DRINKING


FOUNTAIN


(CAP OFF


PLUMBING IN


WALL)


REMOVE BENCHES


REMOVE ALL TOILETS


AND PARTITIONS


REMOVE GYPSUM


CEILING INCLUDING


SHOWER AREA


REMOVE FAUCET


AND HEAD


IN THE SHOWER STALL


REMOVE THE


PRIVACY


CURTAINS AND


HARDWARE


REMOVE THE


PRIVACY


CURTAINS AND

HARDWARE


REMOVE BENCH


REMOVE EXIT SIGN


REMOVE THE


PRIVACY


CURTAINS AND

HARDWARE


REMOVE WALL


REMOVE METAL ACCESS HATCH


REMOVE COUNTER,


CABINETRY, PLUMBING,


SINKS, ETC. DURING


CONSTRUCTION AND


REINSTALL AFTER


REMOVE COUNTER,


CABINETRY,


PLUMBING, SINKS, ETC.


DURING


CONSTRUCTION AND


REINSTALL AFTER


REMOVE WALL AS


REQUIRED FOR


NEW DOOR


LOCATION REMOVE LOCKER,


STORE, AND


REINSTALL AFTER


RENOVATION


EKG


ROOM


417 

REMOVE ALL WALL


MOUNTED DEVICES AND


SAVE FOR REINSTALLATION


REMOVE AND


RELOCATE LIGHT


REMOVE AND


RELOCATE VENT


WIDEN R.O. 2" ON


EACH SIDE - G.C. TO


VERIFY R.O. FOR


NEW PASS


THROUGH WINDOW


WIDEN R.O. 4" ON


LEFT SIDE - G.C. TO


VERIFY R.O. FOR


NEW PASS


THROUGH WINDOW


REMOVE ALL WALL TILE AND BASE


(CONTRACTOR OPTION - REMOVE GWB


SUBSTRATE THAT TILE IS INSTALLED ON


AND REINSTALL NEW LAYER OF GWB)


REMOVE ALL WALL TILE AND BASE


(CONTRACTOR OPTION - REMOVE GWB


SUBSTRATE THAT TILE IS INSTALLED ON


AND REINSTALL NEW LAYER OF GWB)
REMOVE SHELF BELOW


PASS THROUGH WINDOW

REMOVE CORIAN


SHELF BELOW


WINDOW AND

MAKE NEW AFTER


COMPLETE WORK


REMOVE SINK


FOR NEW


WALL


COVERING


INSTALLATION,


REINSTALL


AFTER WORK


REMOVE SINK


FOR NEW


WALL


COVERING


INSTALLATION,


REINSTALL


AFTER WORK


REMOVE TIMER


CONTROL,


REINSTALL ON


OPPOSITE SIDE OF


DOOR


REMOVE METAL SHELVES


OVER URINALS AND SAVE


FOR REINSTALLATION


REMOVE EXISTING BLINDS 

REMOVE DOOR AND FRAME,


TYPCIAL


REMOVE CABINETRY, PLUMBING,


ETC. DURING CONSTRUCTION


AND REINSTALL AFTER WORK


REMOVE SINK /


FOUNTAIN FOR


NEW WALL


COVERING


INSTALLATION,


REINSTALL


AFTER WORK
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AD1-0


MEDICAL


DEMO PLAN


1 
1/4" = 1'-0" 

MEDICAL DEMO PLAN


DEMOLITION NOTES

1.)


2.) 

3.) 

4.) 

5.)


6.) 

7.) 

8.) 

9.) 

10.)

ALL HAZARDOUS MATERIALS TO BE REMOVED AND DISPOSED


OF IN ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL


REGULATIONS.


IF ANY ELEMENTS TO BE REMOVED ARE FOUND TO BE


STRUCTURAL, THE G.C. SHALL NOTIFY THE ARCHITECT IN


WRITING PRIOR TO REMOVING SUCH ELEMENTS


REMOVAL ALL UNUSED PLUMBING, ELECTRICAL, AND


MECHANICAL ELEMENTS THAT ARE NOT PROPOSED TO BE


REUSED 

AT LOCATIONS OF FLOORING INDICATED TO BE REMOVED


REMOVE ALL LAYERS OF FINISHED FLOORING


UNDERLAYMENT AND ADHESIVES DOWN TO SLAB OR


SHEATHING


AT LOCATIONS OF CEILINGS INDICATED TO BE REMOVED


REMOVE ALL CEILINGS, TILES, GRIDS,AND STRAPPING TO


JOISTS OR FRAMING AS WELL AS ANY IN CEILING ELEMENTS


NOT SCHEDULE TO BE REUSED


RELOCATE AND REINSTALL ANY AND ALL FUNCTIONING


MECHANICAL, ELECTRICAL AND PLUMBING ELEMENTS


LOCATED IN WALLS, FLOORS AND CEILINGS INDICATED TO BE


REMOVED


REMOVE ALL WALL COVERINGS ON WALLS INDICATED TO BE


REMOVED, REPAINTED OR RE COVERED, PREPARE SURFACE


FOR NEW MATERIALS: CERAMIC TILE, WALL COVERING, PAINT,


ETC


PATCH AND REPAIR ALL WALLS CEILINGS AND FLOORS AT


LOCATIONS OF REMOVED INTERSECTING WALLS, REMOVED


BUILT-INS, BENCHES, ETC.


FOR DOOR REMOVAL AND REPLACEMENT INFORMATION SEE


SHEET A1-10


INSTALL NEW FIRE SPRINKLER HEADS WHERE EXISTING


HEADS ARE REMOVE FOR WORK TO BE PREFORMED IN THE


SURROUNDING AREAS


10/31/14


