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GENERAL NOTES

1.

2.

3.

dimensioned otherwise.

4,

5.

6.

7.

8.
9.

10.

General contractor shall verify all dimensions and report
any discrepancies to the architect before proceeding with work.
Do not scale drawings, work from dimensions only.

Provide appropriate reinforcing within partitions for support
of all grab bars, shelving brackets, cabinets, door frames, water
coolers, cubbies, fire extinguishers, lighting, and other wall
mounted equipment or appliances indicated in documents.

All doors shall be located a minimum of 4" (wall to
frame) off adjoining stud walls, except where noted or

All handicapped toilet rooms, grab bars, and door openings
shall meet the requirements of ANSI 117.1 latest edition, and
the American Disability Act (ADA) for handicapped accessibility.

All gypsum wall board within 3'=0" of plumbing fixtures
shall be moisture resistant.

All gypsum board in the basement shall be Dens Armour
Plus, paperless gypsbum board, NO EXCEPTIONS.

Before penetrating or otherwise modifying joists, beams, or
other structural members, consult with the Architect on
maximum size and location of penetrations.

Provide double studs at all door frames over 3'—0" wide.

All materials in this building shall be new and not
previously used, unless noted as “Existing to be relocated.”

All penetrations through rated walls and floor/ceiling
assemblies shall be firestopped by specific subcontrator requiring
penetration.
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