DayMatero studio

@ Lighting Equipment Schedule

Architecture e Lighting Design

Casco Bay Engineering

Manufacturer
Type Description Lamp Catalog Number Watts
Junction box mounted, incandescent, keyless, glazed Philips
porcelain lampholer with 36 inch black cord. Flat §' dia. J- | 75PAR30S/HAL/FL25- By Contractor
A boxcover plate required - paint black. 25 deg.narrow 130volt utilizing Leviton 10045 lamp 75
flood, short neck, 130volf lamp. Lamp to be significantly NO SUBSTITUTE holder
dimmed except during restaura ALLOWED
Junction box mounted, incandescent, keyless, glazed Philips
porcelain lampholer with 36 inch black cord. Flat §' dia. J- | 75PAR30S/HAL/SP10- By Contractor
A-1 boxcover plate required - paint black. 10 deg.narrow 130volt utilizing Leviton 10045 lamp 75
spot lamp, short neck, 130volt lamp. Lamp to be NO SUBSTITUTE holder
significantly dimmed except duringres ALLOWED
Junction box mounted, incandescent, keyless, glazed Philips
porcelain lampholer with 12inch black cord. Flat 5" dia. J- | 75PAR30S/HAL/FL25- By Contractor
A-2 boxcover plate required - paint black. 25 deg.narrow 130volt utilizing Leviton 10045 lamp 75
flood lamp, short neck, 130volt lamp. Lamp to be NO SUBSTITUTE holder
significantly dimmed except duringre ALLOWED
. o M.P. Lighting
St fed| It . _ T rail system,
B SNHMHWC_M%QL@OQ;MO/MMEQ%M ﬂﬂﬂﬂmm%ﬁ%ﬂ%ﬁ ocﬂdmo_ N.A SREMC+ CPAOTT-S0-MC +
sl ’ _ qEies A SDFOT1-30-MC + TWO
Dimmer for magnetic transformerreq'd.
ENDOO1-M C
- Rail system mounted, low voltage, halogen, bar light. Sylvania M.P. Lighting 55
Dimmer for magnetfic transformerreq'd. S50MR16/IR/FL3SC X41SR-NS2NA-MC
c Recessed, 18 fluorescent, linear wall grazing, bathroom Philips Day-Brite Lighting a4
light. F32T8/TL830/ ALTO N132-UNV
Recessed, low voltage, halogen, 3' round aperture,
5 adjustable down light, black reflector, black trim, infegral | |Sylvania Con-Tech Lighting 55
magnetic transformer. Dimmer for magnetic transformer | 50MR16/IR/FL35C LVR-314-CTR302-B-BLK
required.
E Lefter notused
E Surface mounted, 120 volt, 18 fluorescent, 1 foot by 4 foot,  (2) Philips Day-Brite Lighting 70 | Jft
wrap-around acrylic lens fixture, metal end caps. F32T8/TL830/ ALTO CAN232-120
Recessed in wall, LED, step light. Remotely located driver . Con-Tech Lighting
LED included 3
€ required. incluae P3A-WW
H Pendant mounted, halogen, up/down light. Fixture will Allow $200.00 each for this 100
be dimmed. light.
Eco-Story
Surface mounted, medium base porcelain socket on ES-PAR20-30WW
J  metaljunction box with screw in PAR20 narrow spot WWW.eco- By Contractor 5 ft
warm white LED lamp. One socketevery 12inches. story.com
207.774.9889
Surface mounted, medium base porcelain socket on Philips
taljunction b ith inPAR16 t
g metdiiunetion box with screw in NAITOW sbo 60PAR16/HAL/SP10 - By Contractor 0 | ft
130volt halogen lamp. One socket every 12 inches.
. 130volt
Dimmed.
Recessedin 2x 4 grid ceiling, T8 fluorescent, 2foot x 4 (4) Philips Day-Brite Lighting
K [foot, 4lamp, gasketed kitchen light, invertlens for easier _”mmﬁmh_wummo\\y:o 2DPWLG432-FSO1 (INVERTED)- = 130
cleaning. UNV-1/3-EB-2W-PAF
Surface mounted in slot, medium base porcelain socket Philips
taljunction b ith in PAR16 1
| onmelaijunclion boxwiin screw in NATOWSPOT | (0P AR16/HAL/SP10 - By Contractor 0 | ft
130volt halogen lamp. One socket every 9 inches.
. 130volt
Dimmed.
Count ted, i d t, task light. Provid
M ounfter 30c3.o incandescent, task lig rovide B By Gvgner 0
ouflet for plug-in cord.
. Bracket mounted, LED, exterior banner light, with shroud. | Narrow spotwarm Bronzelite 12
Aim straight down. white LED TL4012DLV-S-S-BLK-W
O Letter notused
Surface mounted under bar, LED, strip light. 3000K diodes
4'o.c., continuous clear ribbed lens. Remotely located . Tokistar Lighting
. . . 3000K LED' luded 3 ft
F 120v /24v Q-Tran driver required. Dimmable - use s ncluae AV-M C4-LIW 3000K-AVC
compatible dimmer.
Surface mounted under railing, color chanfing LED, strip Color Kinetics
Q light. RGB diodes 4"'o.c. Remotely located driver/light RGB LED's included iColor Flex SL 3 ft
system manager required. 101-000021-01

Dimming control to be Lutron Grafik Eye
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