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ITEM INTERPRETATION REFERENCE
Construction Type Construction Type 3B L&L Struct. Eng review
05/25/2005
Use Group Classification Apartment Buildings 2009 NFPA 101 -6.1.8.1.5, and
Chapter 31

Hazard Classification

Type B — Ordinary Hazard
Classification

2009 NFPA 101-6.2.2.3

Fire suppression system

Building is fully sprinklered

n.a.

Overall building mixed use?

Mixed use - separate

L&L Struct. Eng review
05/25/2005

Supervisory alarm system

yes

L&L Struct. Eng review
05/25/2005

Stair width of added stair

Minimum stair width 36”

2009 NFPA 101 -7.2.2.2.1.2
and Peterson drawing 1 of 4
(revised 11/1/2013)

Overall stair requirements

NFPA 31.2.2.3.1 Stairs; “stairs
complying with 7.2.2 shall be
permitted”

2009 NFPA 101 - 31.2.2.3

Tread and riser dimensional
requirements

Maximum tread height 7 3/4” per city
code requirements (see fig17
Peterson drawing 4 of 4), minimum
tread depth 11” (table 7.2.2.2.1.1(a)
and fig 17)

Peterson drawing 1 of 4
(revised 11/1/2013) and 4 of 4
(08/01/2013)

Landings Landing meets requirements of 2009 NFPA 101 - 7.2.2.2.3.2
NFPA 7.2.2.2.3.2 and table 7.2.2.2.1.1(a).
Peterson drawing 1 of 4
(revised 11/1/2013) and 4 of 4
(08/01/2013)
Handrails Handrails comply with NFPA 7.2.2.4. | 2009 NFPA 101 - 7.2.2.4).
(NFPA 7.2.2.4.1.6 allows handrail on | Peterson drawing 4 of 4
one side only.) (08/01/2013)
Guardrails Handrails serve as guard on one 2009 NFPA 1017.2.24.5.2 (1)

side. Wall is raised on the other side.

Both are 36” high as allowed by
NFPA 7.2.2.45.2 (1)

and Peterson drawing 1 of 4
(revised 11/1/2013) and 4 of 4
(08/01/2013)

Handrail extensions

Not required per NFPA 7.2.2.4.4.10

2009 NFPA 101 7.2.2.4.4.10

10of2



Max allowable Travel
distances

Travel distance from lower level to all
exits is less that the maximum 125
feet distance

2009 NFPA 1
and Peterson
(revised 11/1,
(08/01/2013)
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Remoteness of exits

Remoteness of exits from lower level
complies with requirements of NFPA
75132

2009 NFPA 1
and Peterson drawing 1 of 4
(revised 11/1/2013) and 2 of 4
(08/01/2013)

Number of exits from lower
level space

2 required — lower level has 3 exits;
(1. up stairs through main unit, 2.
through new door into existing stair
tower and 3. through bulkhead direct
to exterior.)

Peterson drawing 1 of 4
(revised 11/1/2013) and 2 of 4
(08/01/2013)
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