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For Spiral Stair Pricing, C all I


P R IC IN G  S P IR A L S T A IR S  T E C H N IC A L H E LP  A B O U T  U S  W H Y  S A LT E R  B I


B U ILD IN G  C O D E  S P E C IFIC A TIO N S 


P rintable V ersion of the C ode Specifications (P D F )


" - 

's C ode S tair P ackages w ill address and m eet com pliancy w ith each of the requirem ents that are listed below . This inform ation w ill


5 

) the 

B O C A  C ode, U B C  C ode, 1R C  C ode, and IFC  codes.


Visual Interpretation of IRC Code


Like 

linim um  clear w alking path of 26 inches. A  5-foot diam eter or larger stair


DOW N -

'ill provide this w idth
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ach tread w ill have a m inim um  of 7 1/2 inch tread depth at 12 inches from  

-

M i

n.


T w eet ie narrow  edge. 

-

ii treads w ill be identical.
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he tread rise shall not be m ore than 9 1/2 inches high. 

t


linim um  headroom  of 6 foot 6 inches shall be provided, m easuring plum b


om  the edge of the platform  dow n to the tread below . — ..- 

--- 7  ' M m . Tread 

W idth


anding w idth shall not be less than the required w idth of the stairw ay.


(C lick to E nlarge)


linim um  spiral stair tread w idth is 26 inches. (S alter's code platform s start


31 inches w ide.)


tair balusters shall be spaced so a 4-inch object cannot pass betw een. The 1R C  C ode perm its a 4 3/8 inch space.


aloofly/W ell E nclosure guardrail balusters shall be spaced so a 4-inch object cannot pass


B alcony/W ell E nclosure guardrail height shall not be less than 36 inches.


(if your state or m unicpality requires 42-inch tall guardrails, the sales


order m ust reflect this detail.)


The stairw ay shall be equipped w ith one handrail on the w ide edge of


the tread.


H andrail height, m easLred vertically from  the tread nosing, shall be not


less than 34 inches and not m ore than 38 inches,


H andrail grip size.


Type 1-H andrails w ith a circular cross section shall have an outside


diam eter of at least 1 /4


inches and not greater than 2 inches. (S alter's standard circular handrail


is 1 1/2 inch diam eter. This w ill address the U B C  m inim um  cross section


of 1 1/2 inch diam eter.) if the handrail is not circular, it shall have a


perim eter dim ension not greater than 6 1/4 inches.


Type II-H andrails, w ith a perim eter greater than 6 1/4 inches, shall


provide a graspable finger recess area on both sides of the profile. For


further inform ation on ojr Type II options, please


contact our sales departm ent.


(V erify w hat handrail size and shape your inspector w ill require.


H andrail size and shape are a very controversial area w ithin the


building code. W e recom m end that you use our standard 1 112' round


handrails or our 1 3/4" 2" B & FG  solid w ood handrail to com ply w ith


the proper circum ference.)


A  300 lb. concentrated bad is required. O n request, our sales


m ill


,.C lic k  to E r'm 


IRC Stair Building Code


R 311.5.8.1 Spiral Stairs. Spiral stairways are perm itted,


provided the nnirium idth shall be 26 inches (660 nm ) 

with


each tread having a 7 't'2 inch 

(190 

rrm ) m inim um  tread depth


at 12 inches from  the narrower edge. All treads shall be


identical, and the rise shall be no m ore than 

9 1'2 inches (241
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