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A-1.7

design development

  open to  
courtyard  
   below

roof exhaust 
see mechanicals

 line of  roof deck and railings 
see A-1.6 

1

1

repair existing parapet. 
New alum cap to match  
new alum facsia 

provide new built up parapet. 
min 8" above insulation

Slope 

epdm roof with rigid insulation 
typ. to flat roof surfaces. slope  
to drain. provide for insulated  
mechanical mounts. 

elevator

existing sloped roof structure, new 
rigid insulation and epdm roofing

roof access penthouse

wall  hung metal  
framed glass canopy

roof drain  
     typ.

new stair

existing roof below. 
rebuild  as needed 
and reroof with new  
rigid insulation & 
epdm roofing.  
coordinate with abutter

approx line of  
adjacent building 

approx  
property line 
       v.i.f.
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adjacent  
 building

adjacent  
 building

adjacent  
 building

adjacent  
 building

existing roof with new  
rigid insulation & epdm  
roofing. slope to drain

r.d.

new roof with   
rigid insulation  
& epdm roofing.  
slope to drain

r.d.

r.d

  free st. 
mezzanine 
   2 units

epdm roof on  
sloped roof

Walls below

roof overhang. 
deck below

'cornice' railing below

congress st. 
 mezzanine 
    4 units

r.d

sim.

adjacent  
 building 
   below

repair and install 
alum. cap on  
exist. chimney 
match alum fascia

exist brick and wood parapet. 
clean and repair as needed. 

remove exist chimney 
and patch to match 
repair parapet.

r.d.

sim.

coordinate new 
construction with 
abutter's  
exist. exterior  
wood stair and ac 
units

coordinate new construction 
with abutter h.c. unit 

D3
A-3.9

r.d

r.d

roof overhang. 
roof below

D4
A-3.8

D5&6
A-3.3

D1

A-3.9

r.d

D1

A-3.9

D1
A-3.8

galvanized metal  
railing w/ metal mesh 
infill

r.d

provide tackboard  
walking surface for this  
roof

sloped parapet wall

D2

A-3.9

exist. brick chimney 
locations are approx.

D5

A-3.3

see elevation for high parapet. 
bracing as required

skylights see A-3.7

coordinate redirection 
of abutters exhaust vent

approx. location of  
exist brick chimneys 
below

D7

A-3.9

r.d

r.d

D4
A-3.3

D1&2
A-3.3

D1&2
A-3.3

remove exist chimney 
and patch to match 
       (2 on this roof)

A-3.3

slope

skylight 
see A-1.4 
for location

  open to   
   below

sim.

r.d

D5&6
A-3.3slo

p
e

sim.

metal siding on new wall 
of exist. penthouse

see demo plan for  
penthouse removal

new parapet wall
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coordinate new 
construction with 
abutter's  
exist. door sill below

E

A-3.5

A

A-3.1

B

A-3.2

B

A-3.2

F

A-3.6

F
A-3.6

A
A-3.1

E

A-3.5

A-3.8

A-3.8

A-3.9

A-3.9

A-3.10A-3.10

slope

D7

1
A-3.7

sim.

2
A-3.7

2
A-3.7

A-3.7

A-3.7

A

A-5.2

D7
A-3.3

sim.
D

A-3.4

see mech drawings  
for roof top units


