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A-3.7
FREE STREET SECTION/ DETAILS
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see structurals for roof framing
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 @ column # 2 & 3

 @ column # 1

taper'd 2x12's on exist. sloped decking  
as req'd for new mezz. floor

note: existing roof slopes  
4 directions to center of 
building. 
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m3 5/8" metal studs with fiberglass  
batt insul. on exist. brick wall

new window in exist. m.o. 

maple floor on 1/2" homosote 
on exist. decking

typ. wood base

note exist. steel header
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clean & paint

line of hand rail  
in foreground

maple treads and risers

note wall gwb return  
to jamb 

maple sill

line of stairs in  
foreground

bot. of header

mezzanine

1/2" gwb on strapping

skylight
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typ. mtl. siding

typ. roof system

2x6 party wall. w/skylight each side. 
metal siding at exterior surfaces.  
provide blocking as req'd

deck mounted  4" dia. wood railing 
with 2" sq. metal mesh. provide blocking  
as req'd. see roof plan A-1.7  
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exist. brick parapet beyond. 
see roof plan A-1.7 

exist. wood structure 
repair and clean
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section at stair, fourth floor,  
free street unit with mezzanine and roof deck
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see A-3.7  
for canopy

see A-3.7  
for walkway

r.o
.

6"
4'

-0
"

4'
-0

 1
/2

"

D1
A-3.7

north interior elevation, fourth floor,  
free street unit with roof deck
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col. centerline to face of brick

typ. metal siding

ipe deck on taper'd sleepers. 

4" dia. wood railing 
with 2" sq. metal mesh 

rigid insul. on sloped deck

exposed deck and framing

exposed steel bm.

kitchen

exist steel col.- see plan
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residential unit
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A-3.3
sim.

D5

A-3.9
sim.

   see A-4.1 
for typ. kitchen

see framing plan for 
new stair opening
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4'-0" exist.  
     v.i.f.

3'-0" fin. clear 
  stair below

3'-0" fin. clear 
  stair below
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roof skylight@ 
mezzanine
1" = 1'-0"

sim.

154.5'
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141.76'
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3/8" = 1'-0"

1/4" = 1'-0"

see plan 1x8 base

v.i.f.

new parapet-see roof plan
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beyond
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taper'd framing on exist. sloped  
decking as req'd for new mezz.  
floor

slope slope

mezzanine
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8 1/2" 
sub. floor to top of sill

stair in foreground

rigid insulation. slope to drain

typ. deck mounted handrail. 
blocking as req'd. see D5, A3.9

see structural dwgs for framing
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section at fourth floor,  
free street unit with mezzanine and roof deck
3/8" = 1'-0"
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A- 3.7

30°0'

unitunit

Typ. alum. windows.  
see A-7.5 

Typ. metal siding 
w/flash'g by mfr 
 

ipe decking with taper'd 
sleepers. coordinate in  
the field

typ. roof system

exist. decking

exist. rafters. see framing  
plan for new stair open'g  
framing 
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       3'-5 3/8" 
stud face to face  
          v.i.f.

bot. of gwb  
opening beyond

mezz. 
fin. floor
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1 hour wall 
6" mtl stud 
5/8" firecode gwb

       3'-5 3/8" 
stud face to face  
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fixed alum. window at  
south face. 
see elevation A2.1

4'-0" clear

gwb return at jamb and head 
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   see A-4.1 
for typ. kitchen
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exposed brick

50°0'
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A-3.8

col. centerline to face of brick

parapet beyond. see  
structurals for bracing

col. centerline to face of brick


