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Date: _

Dimensional Data

Figure 9. TTA061-076 Condensing Unit, Single Compressor

SEENOTE 3

NOTES:

1. AGGESS OPENING 1S FOR FIELD INSTALLED BAYLOAM ACCESSORY.

2. MINtMUM CLEARANCE FOR PROPER OPERATION (S 36" (914.4) FROM
WALLS, SHRUBBERY, PRIVACY FENCES ETC. MINIMUM CLEARANCE
BETWEEN ADJAGENT UMTS (S 72° (1628 8). RECOMMENDED SERVICE
CLEARANCE 48° {1219.2)

3. TOP DISCHARGE AREA SHOULD BE UNRESTRIGTED FOR 100" (2640)
MINIMUM. UNIT SHOULD BE PLACED SO ROOF RUN-OFF WATER DOES
NOT POUR DIRECTLY ON UNIT

4, DUTDOOR AR TEMPERATURE SENSOR OPENING (D0 NOT BLOCK OPENING}
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SEENOTE4 —— ]
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Figure 10. TTA0B6-101 Condensing Unit, Single Com pressor

SEE NOTES

NOTES:
1, ACCESS OPENING IS FOR FIELD INSTALLED BAYLOAM ACCESSORY.

2. MINIMUM CLEARANCE FOR PROPER OPERATION [S 367 {314.4) FROM
WALLS, SHRUBBERY, PRIVACY FENGES ETC. MINIMUM CLEARANCE
BETWEEN ADJACENT UNITS IS 72° (1828 8), RECOMMENDED SERVICE
CLEARANCE 48" (1219.2)

TOP DISCHARGE AREA SHOULD BE UNRESTRECTED FOR 100™ (2540)
MINIMUM. UNIT SHOULD BE PLACED S0 ROOF RUN-OFF WATER DOES

NOT POUR DIRECTLY ON UNIT
4. OUTDOOR AIR TEMPERATURE SENSOR QPENING (DO NOT BLOCK OPENING)

SERVICE PANEL
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. . Date: _
Dimensional Data
Figure 11. TTA101 Condensing Unit, Dual Compressor
SEE NOTE 3
NOTES:
t. ACCESS OPEMING IS FOR FIELD INSTALLED BAYLOAM ACCESSORY.
2. MINIMUM CLEARANGE FOR PROPER CPERATION IS 36" (314.4) FROM
WALLS, SHRUBBERY, PRIVAGY FENCES ETC. MINIMUM CLEARANGE
BETWEEN ADJACENT UNITS IS 72° (1828.8). RECOMMENDED SERVICE
CLEARANGE 48" (1219.2)
SERVICE PANEL 3. TOP DISCHARGE AREA SHOULD BE UNRESTRICTED FOR 100" (2546)
MINIMUM. UNIT SHOULD BE PLACED SO ROOF RUN-OFF WATER DOES
NOT POUR THRECTLY ON UNIT
4, OUTDOOR AIR TEMPERATURE SENSOR OPENING {DO NOT BLOCK OPENING),
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Figure 12. TTA101 Condensing Unit, Manifolded Com pressor

SEE MOTE3

NOTES:

SERVICE PANEL

1. ACCESS OPENING |8 FOR FIELD JNSTALLED BAYLOAM ACCESSORY.

2, MINIMUM CLEARANCE FOR FROPER OPERATION 1S 35" {914.4) FROM
WALLS, SHRUBBERY, PRIVACY FENGES ETC. MINIMUM CLEARANGE
BEFTWEEN ADJACENT UNITS £S 72° (1828.8). RECOMMENDED SERVICE
CLEARANGE 48" (1219.2)

3. TOP DISCHARGE AREA SHOULD BE UNRESTRICTED FOR 100" (2540)
MINIMUM. UNIT SHOULD BE PLACED SO RCOF RUN-OFF WATER DOES
NOT POUR DiRECTLY ON UNIT

4. QUTDOOR AR TEMPERATURE SENSOR OPENING {DO NOT BLOCK OPENING)
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Dimensional Data ot

Figure 13. TTA126 Condensing Unit, Dual Compressor

SEE NOTE 3 NOTES:

1, ACCESS OPENING §S FOR FIELD iNSTALLED BAYLOAM ACCESSORY.

2. MINIMUM CLEARANCE FOR PROPER OPERATION IS 36" (314.4) FROM
WALLS, SHRUBBERY, PRIVACY FENCES ETC. MINIMUM GLEARANCE
BETWEEN ADJAGENT UNITS \S 72° (1828.8). RECOMMENDED SERVICE
GLEARANCE 48" (1219.2)

SERVIGE FANEL — 2, TOP DISCHARGE AREA SHOULD BE UNRESTRICTED FOR 100 (2540)
MINIMUM. UNIT SHOULD BE PLACED SO ROOF RUN-OFF WATER DOES
NOT POUR DIRECTLY ON UNIT
4. OUTOOOR AIR TEMPERATURE SENSOR OPENING (DO NOT BLOGK OPENING).
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Figure 14. TTA156-201 Condensing Unit, Dual Compressor

SEE NOTE 2 NOTES:

. MINIMUM CLEARANCE FOR PROPER OFERATION 1S 36° (914.4) FROM

WALLS, SHRUBBERY, PRIVAGY FENCES ETC. MINIMUM CLEARANCE
BETWEEN ADJAGENT UNITS IS 72" (1828.8). RECOMMENDED SERVICE
CLEARANCE 48° (1218.2)

TOP DISCHARGE AREA SHOULD BE UNRESTRICTED FOR 100° (2540)
MINIMUM, UNIT SHOULD BE PLACED S0 ROOF RUN-OFF WATER DOES

NOT POUR DIRECTLY ON UNIT

OUTDOOR AIR TEMPERATURE SENSOR OPENING (DO NOT BLOGK OPENING}
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Date: _

Figure 15. TTA156-201 Condensing Unit, Manifolded Compressor
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NOTES:

1. MINIMUM GLEARANCE FOR PROPER OPERATION IS 36" {914.4) FROM
WaLLS, SHRUBBERY, PRIVACY FENCES ETG. MINIMUM CLEARANGE

BETWEEN ADJACENT UNITS S 72" (1828.8).
CLEARANCE 48" (1218.2)

RECOMMENDED SERVICE

2. TOP DISCHARGE AREA SHOULD BE UNRESTRICTED FOR 100" (2540)
MINIMUM. UNIT SHOULD BE PLACED S0 ROOF RUN-OFF WATER DOES

NOT POUR DIRECTLY ON UNIT
3. QUTDOOR AlR TEMPERATURE SENSOR OF

WITH

ENING (DO NOT BLOCK OPENING}
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Dimensional Lata

Figure 16. TTA251 Condensing Unit, Manifolded Compressor

SEE NOTE 3

DETAIL A

NOTES:

SERVICE CLEARANCE
48" (1219.2){SEE NOTE 1

FOR CLEARANCE}

SERVICE PANEL

CONTROL WIRING

1. MINIMUM GLEARANCE FOR PROPER OPERATION IS 36" {914.4) FROM
WALLS, SHRUBBERY, PRIVACY FENCES ETC. MINIMUM CLEARANCE
BEYWEEN ADJACENT UNITS IS 72" {1828.8). RECOMMENDED SERVICE
CLEARANCE 48*{1219.2)

2. TOP DISCHARGE AREA SHOULD BE UNRESTRICTED FOR 100" (2540}
MINIMUM. UNIT SHOULD BE PLACED SO ROOF RUN-OFF WATER DOES
NOT POUR DIREGTLY ON UNIT

3. QUTDOOR AIR TEMPERATURE SENSOR OPENING {DO NOT BLOCK OPENING)
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