
-

-

CONNECT AND
SEAL TO

STRUCTURE
U.N.O.

CEILING

FLOOR LINE

SECTION

106

103
3 5/8" STEEL STUDS .

NON-RATED

NON-RATED

6" STEEL STUDS

5/8" GWB, FINISH AS SCHEDULED

METAL STUDS @ 16" O.C.

PLAN

-
102

2 1/2" STEEL STUDS .

NON-RATED

-
101

1 5/8" STEEL STUDS .

NON-RATED

SOUND BATT INSULATION AS
REQ"D

-

CEILING

FLOOR LINE

SECTION

216

213
3 5/8" STEEL STUDS W/ 3 1/2" S.A.B.

ONE HOUR FIRE-RATED, STC 49

6" STEEL STUDS W/ 3 1/2" + 2 1/2" S.A.B.

5/8" TYPE X GWB, FINISH AS SCHEDULED

5/8" TYPE X GWB, FINISH AS SCHEDULED

METAL STUDS @ 16" O.C.

SOUND ATTENUATION BATT INSULATION

PLAN

UL NO. U419ONE HOUR FIRE-RATED

UL NO. U419

-
218

8" STEEL STUDS W/ 3 1/2" + 3 1/2" S.A.B.

ONE HOUR FIRE-RATED UL NO. U419

-

-

CONNECT AND
SEAL TO

STRUCTURE
U.N.O.

CEILING

FLOOR LINE

SECTION

114

113
3 5/8" STEEL STUDS .

NON-RATED

SMOKE PARTITION

3 5/8" STEEL STUDS

5/8" GWB, FINISH AS SCHEDULED

METAL STUDS @ 16" O.C.

PLAN

-
112

2 1/2" STEEL STUDS .

NON-RATED

-
111

1 5/8" STEEL STUDS .

NON-RATED

SOUND BATT INSULATION AS
REQ"D

FIRESTOP ALL
PENETRATIONS

HOLD GWB OFF
FLOOR & SEAL

-
202

NON-RATED

2 1/2" STEEL STUDS w/ 2 LAYERS GWB ONE SIDE ONLY

-
203

NON-RATED

3 5/8" STEEL STUDS w/ 2 LAYERS GWB ONE SIDE ONLY

HOLD GWB OFF
FLOOR & SEAL

HOLD GWB OFF
FLOOR & SEAL

-
116

NON-RATED

6" STEEL STUDS

-
117

SMOKE PARTITION

6" STEEL STUDS

XXX
ONE HR FIRE-RATED

3 5/8" STEEL STUDS W/ 3 1/2" S.A.B.

WALL TYPE NOTES

FIRE RATING

TAG NO.

UL NO. U465

UL DESIGN NO.
WHERE APPLICABLE

GENERAL NOTES:

1. SEE WALL SECTIONS & DETAIL SHEETS FOR CONNECTIONS/DETAILS
OTHER THAN SHOWN.

2. REFER TO UL DESIGN GUIDE FOR SPECIFIC COMPONENTS AND
CONSTRUCTION DETAILS FOR RATED ASSEMBLIES.

3. PROVIDE 5/8" MR GWB IN TOILET ROOMS, TYPICAL.

4. ALL FIRE RATED PARTITIONS SHALL BE STENCILED ON WALL SURFACE
ABOVE CEILING LINE INDICATING RATING IN RED OR ORANGE PAINT ON
EACH SIDE OF PARTITION.

5. EXTEND PARTITIONS TO UNDERSIDE OF FLOOR/ROOF DECK U.N.O.,
SEAL TO DECK FOR SMOKE AND SOUND CONTROL AND FILL VOIDS IN
BETWEEN.

6. WHERE OCCURS, FRAME GWB AROUND BOTH SIDES OF BEAMS/JOISTS
WHERE PARTITION INTERSECTS STRUCTURAL MEMBERS TO MAINTAIN
CONTINUITY OF PARTITION TO UNDERSIDE OF DECK.

7. CONTRACTOR IS RESPONSIBLE TO VERIFY FIELD CONDITIONS WHICH
MAY VARY FROM TYPICAL DETAIL SHOWN ON DRAWINGS.
CONTRACTOR TO MODIFY CLOSURE DETAILS TO MEET ACTUAL
CONDITIONS AND MAINTAIN CONTINUITY OF PARTITION FROM FLOOR
TO DECK ABOVE.
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