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AD-1 4TH FLOOR DEMOLITION PLAN


A-1 4TH FLOOR CODE COMPLIANCE PLAN


A-2 4TH FLOOR PARTIAL PLAN


A-3 4TH FLOOR REFLECTED CEILING PLAN


A-3.1 REFLECTED CEILING PLAN LIGHT FIXTURES


A-4 4TH FLOOR FURNITURE PLAN


A-5 MEN'S TOILET ROOM & COLLABORATIVE CAFE


A-6 DOORS, FINISHES & DETAILS


A-7 ACCESSIBILITY DETAILS & NOTES


RENOVATIONS TO THE


1 . ALL WORK SHALL CONFORM TO LOCAL AND STATE LAWS, ORDINANCES AND PREVAILING EDITIONS OF ADOPTED


BUILDING CODES. IT IS THE CONTRACTOR'S RESPONSIBILITY TO SECURE ALL PERMITS FOR WORK.


2. THE CONTRACTOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS PRIOR TO COMMENCING THE WORK AND


REPORT ANY DISCREPANCIES TO THE ARCHITECT. CONTRACTOR SHALL PROCEED WITH THE WORK ONLY AFTER


SUCH DISCREPANCIES HAVE BEEN RESOLVED BY THE ARCHITECT. CONTRACTOR SHALL ALLOW A 48 HOUR TIME


FRAME FOR RESOLVING DISCREPANCIES ONCE THE ARCHITECT HAS ACKNOWLEDGED THE CONDITION.


3. THE CONTRACTOR SHALL REVIEW AND VERIFY ALL EXISTING CONDITIONS PRIOR TO STARTING THE WORK IN ANY


GIVEN AREA.


4. WORK WITH GIVEN DIMENSIONS AND LARGE SCALE DETAILS. DO NOT SCALE THE DRAWINGS AS THE


REPRODUCTIVE PROCESS TENDS TO DISTORT THE ACCURACY OF THE GRAPHIC SCALE INDICATED.


5. ALL CONSTRUCTION ACTIVITIES SHALL BE PERFORMED IN A NEAT, SAFE, AND CLEAN MANNER. ALL CONSTRUCTION


WASTE SHALL BE REMOVED FROM THE BUILDING. SITE BURNING IS NOT ALLOWED. LEAVE WORK AREA IN A CLEAN,


SAFE CONDITION AT THE END OF EACH WORK DAY.


6. ALL CONSTRUCTION DEBRIS SHALL BE DISPOSED OF AT AN APPROVED OFF-SITE FACILITY IN COMPLIANCE WITH


ALL REGULATIONS.


7. ALL WOOD IN CONTACT WITH MASONRY OR CONCRETE SHALL BE PRESSURE TREATED.


8. ALL CEILINGS SHALL BE LEVEL TO A TOLERANCE OF 1
8" IN A 20'-0" RADIUS WHEN CHECKED WITH A 1 0'-0" STRAIGHT


EDGE.


9. INSTALL SOLID BLOCKING AT WALL FRAMING BEHIND ALL SURFACE MOUNTED FIXTURES, TRIM AND HANDRAILS.


1 0. THE LOCATION OF ANY DOOR JAMBS NOT DIMENSIONED SHALL BE 6" FROM ADJACENT PERPENDICULAR WALL.


1 1 . ALL WALL PARTITIONS SHALL EXTEND FLOOR TO STRUCTURE ABOVE, UNLESS OTHERWISE NOTED.


1 2. ALL NEW INTERIOR WALLS SHALL HAVE FULL-THICK ACOUSTICAL BATT INSULATION.


1 3. THESE ARCHITECTURAL DRAWINGS WERE PREPARED FOR THE OWNER & CONTRACTOR AS PART OF AN


ABBREVIATED SERVICES AGREEMENT, AND AS SUCH, DO NOT DELINEATE ALL ASPECTS OF THE WORK.


1 4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COORDINATION OF ALL ASPECTS OF THE WORK.


1 5. REFER TO THE ACCESSIBILITY DETAIL SHEET FOR AMERICANS WITH DISABILITIES ACT (ADA) AND MAINE HUMAN


RIGHTS ACT (MHRA) CONSTRUCTION CRITERIA.


1 6. DOORWAYS SHALL HAVE A MINIMUM CLEAR WIDTH OF 32" WITH THE DOOR OPEN 90 DEGREES, MEASURED


BETWEEN THE FACE OF THE DOOR AND THE OPPOSITE STOP.


1 7. ALL DOORS SHALL HAVE LEVER HANDLE HARDWARE, EXCEPT AT SECURED STORAGE ROOMS, MECHANICAL


ROOMS, AND ELEVATOR MACHINE ROOMS.


1 8. DIRTT PARTITION SYSTEMS DOORS SHALL HAVE ADA-COMPLIANT HARDWARE.


1 01


MECHANICAL / ELECTRICAL ENGINEER


BENNETT ENGINEERING, INC.


7 BENNETT ROAD / P.O. BOX 297


FREEPORT, MAINE 04032


207.865.9475


GENERAL CONTRACTOR


ZACHAU CONSTRUCTION, INC.


1 1 85 U.S. ROUTE ONE


FREEPORT, MAINE 04032


207.865.9925
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